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INTRODUCTION AND SITE ENTRY REQUIREMENTS

This document describes the health and safety guidelines developed for the Sauget Landfill site,
to protect on-site personnel, visitors, and the public from physical harm and exposure to haz-
ardous materials or wastes. The procedures and guidelines contained herein were based upon
the best available information at the time of the plan’s preparation. Specific requirements will
be revised when new information is received or conditions change. A written amendment will
document all changes made to the plan. Any amendments to this plan will be included in
Attachment A. Where appropriate, specific OSHA standards or other guidance will be cited
and applied.

All work practices and procedures implemented on site must be designated to minimize worker
contact with hazardous materials and to reduce the possibility of physical injury. All work will
be performed in accordance with applicable Federal 29CFR 1910 and 1926 Health and Safety
Regulations and the Federal 29CFR 1910.120 Hazardous Waste Site Safety Regulations.

DAILY SAFETY MEETINGS

Daily safety meetings will be held at the start of each shift to ensure that all personnel
understand site conditions and operating procedures, to ensure that personal protective equip-
ment is being used correctly and to address worker health and safety concerns.

SITE SAFETY PLAN ACCEPTANCE ACKNOWLEDGMENT

The OSC or designated representative shall be responsible for informing all individuals
entering the exclusion zone or decontamination zone of the contents of this plan and ensuring
that each person signs the Safety Plan Acknowledgment Form in Attachment Z. By signing
the Safety Plan Acknowledgment Form, individuals are recognizing the potential hazards
present on-site and the policies and procedures required to minimize exposure or adverse
effects of these hazards.
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1.0  SITE BACKGROUND AND SCOPE OF WORK

1.1 ROLES AND RESPONSIBILITIES

On-Scene Coordinator (OSC):

The OSC, as the representative of the U.S. EPA, is responsible for overall project
administration and for coordinating health and safety standards for all individuals on-site at all
times. All U.S. EPA and contractors health and safety guidelines and requirements as well as
all applicable OSHA standards shall be applied. The OSC is the overall site safety officer and
will be responsible for the health and safety of on-site visitors. However, each contractor (as
an employer under OSHA) is also responsible for the health and safety of its employees. If
there is any dispute with regards to health and safety, the following procedures shall be
followed:

1) Attempt to resolve the issue on-site; and,

2) If the issue cannot be resolved, on-site personnel shall consult off-site health and
safety personnel for assistance and the specific task operation in dispute shall be
discontinued until the issue is resolved.

Response Manager (RM):

The Response Manager, as the field representative for the ERCS clean-up contractor, has the
responsibility for fulfilling the terms of the delivery order. The RM must oversee the project
and ensure that all technical, regulatory and safety requirements are met. It is the RM’s
responsibility to communicate with the OSC as frequently as dictated by the OSC, but at least
daily, regarding site clean-up progress and any problems encountered.

Technical Assistance Team (TAT):

The Technical Assistance Team is responsible for providing the OSC with assistance and
support in regards to all technical, regulatory and safety aspects of site activity. The TAT is
also available to advise the OSC on matters relating to sampling, treatment, packaging,
labeling, compatibility, transport, and disposal of hazardous materials, but is not limited to the
above-mentioned.

Site Health and Safety Officer (HSO);

The ERCS and TAT Site Safety Officers will be assigned to the site on a full-time basis with
functional responsibility for implementing the Site Health and Safety Plan as it applies to
ERCS and TAT personnel. The Response Manager is the designated ERCS HSO. The Lead
TAT Member is the designated TAT HSO unless otherwise appointed. Site audits may be
conducted by the ERCS Health and Safety manager, TAT personnel and/or the U.S. EPA.
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Specific Duties Include:

Other:

o a0 o

e

=8 Tx

Assume responsibility for health and safety of ERCS and/or TAT personnel.
Supervise confined space entries.

Document safety problems.

Supervise decontamination of personnel and equipment.

Ensure that monitoring equipment is calibrated/operational.

Conduct personal air monitoring on all ERCS and/or TAT employees as outlined
in 29CFR 1910.120(h)(4).

Perform respiratory fit tests.

Inventory/inspect PPE prior to personnel entries.

Prepare summary letter of personal air sampling results.

Select protective equipment levels based upon chemical properties, method of
contact and air sample results.

Prepare and maintain OSHA Log within 3 days of accident.

Insure all ERCS and/or TAT personnel are fit for duty.

Competent person for excavation/trench entry jobs.

Inspect first aid kits/fire extinguishers/SCBA.

Any persons who observe safety problems should immediately report observations/concerns
to appropriate key personnel listed in Section 1.2.

SSP:
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SUBCONTRACTORS

COMPANY:
CONTACT NAME: PHONE:
ADDRESS:

SCOPE OF WORK:

TRAINING REQUIRED:
CONTRACTOR PREQUALIFIED? [ ]YES [ ]NO

COMPANY:
CONTACT NAME: PHONE:
ADDRESS:

SCOPE OF WORK:

TRAINING REQUIRED:
CONTRACTOR PREQUALIFIED? [ ]YES [ ]NO

COMPANY:
CONTACT NAME: PHONE:
ADDRESS:

SCOPE OF WORK:

TRAINING REQUIRED:
CONTRACTOR PREQUALIFIED? [__] YES [__]NO
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1.2 Key Personnel

U.S. EPA On-Scene
Coordinator (OSC)/
Site Safety Officer:

Alternate OSCs:

Principle ERCS Contractor:

Response Manager (RM):

Subcontractors:

ERCS Health & Safety Officer:
TAT Health & Safety Officer:

Technical Assistance Team (TAT):

TAT Representatives:

Other:
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(312) 353-2886
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. Greg Rakers
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1.3.1 Site Description g0 T ot ﬂ‘: ¢ ) wh: ch

The Sauget Landfill site is located in west-central St. Clair County, Illinois, directly across the
Mississippi River from St. Louis, Missouri (see Figure 1 - Site Location Map).
consists of a number of former municipal and industrial waste landfills; surface impoundments
or lagoons; surface disposal areas; past excavations thought to be filled or partially filled with
unknown wastes; and an areal drainage flowpath known as Dead Creek, which is closed off
from the surface water intake at Queeny Avenue.

According to site file information, Site Q is a former subsurface/surface disposal area which
occupies approximately 90 acres. The site is located in Sauget and is bordered by DCP site
R and the old Sauget Power Plant on the north; the Illinois Central Gulf Railroad and a United
States Corps of Engineers (U.S. COE) river levee on the east; agricultural land on the south;
and the Mississippi River on the west (see Figure 2 - Site Features Map). Waste disposal
activity occurred between 1962 and 1975. '

The land surrounding the site is used primarily for industrial purposes. Commercial activities
are located northeast of the site. The nearest residential area is approximately 1.5 miles
southeast from the site and also 1 mile west from the site across the Mississippi River.

1.3.2 Site History

As recorded in site file information pertaining to previous site investigations, the surface of Site
Q is littered with demolition debris and metal wastes. Two ponds are located at the south
portion of the site. Surface runoff in this area flows toward the Mississippi River, but periodic
flooding has occurred along the southern portion of the site over the past 10 years, most
notably in 1977 and 1987. The most recent flooding episode occurred during the summer of
1993 when the entire site was inundated by Mississippi River flood waters. It was observed
that debris was present over much of the site.

1.4  Scope of Work for ERCS Contractor
1) Mobilize and set up site.

2) Excavate disintegrated drums and soil.
3) Sample and load out for disposal.

1.5 Scope of Work for TAT

) PhoTo doc ¢ me~ta 77‘/;,/;/?‘? M/kﬂfbvjﬁp
'lj <s:/ '{c"ﬂ/"‘ﬁ
Y AN TS5 [ conTator (€RCS ) mgnmitariis
4) HazoT/pch Fest Aj 73

7
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2.0 TASK SAFETY AND HEALTH RISK ANAI YSIS

2.1 Task Specific Hazards and Controls

This section is to be addressed in the daily tool box safety meeting as each task is to be

attempted.

Each Task-Specific Safety Assessment is designed to develop awareness to

chemical and physical hazards specific to each task. It would be impractical to repeat in

complete detail each control measure and SOP for each job task. Sources and Hazards will
be addressed for each job task with reference made to applicable control measures in Sections
2.2, 2.3 and SOP’s. The tables in Section 2.2 and 2.3 should be posted in the break area and
command post. When the Task-Specific Safety Assessment are discussed additional hazards
may need to be addressed. ‘

TASK SPECIFIC SAFETY ASSESSMENT

T
JOB TASK:  Mobilization v
—
PERSONAL PROTECTIVE EQUIPMENT:
-
HAZARD SOURCES ‘ l CONTROL MEASURES REF.
Cold Stress Winter Temperatures Warm break area. SOP L
Awareness of symptoms.
Heavy Equipment Trac Hoe/Dozer/Trucks Controlled work area. SOP H
Experienced operators.
Noise Trac Hoe/Dozer/Trucks Wear proper hearing protection. Sect 2.3
Topography Uneven Slick Terrain Beware of slips, trips and falls. Sect 2.3
Scattered Debris Keep work area organized
Ergonomics Lifting and Bending Proper lifting and bending techniques. Sect 2.3 "
—

SSP: Sauget Landfill DATE:02/16/95
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TASK SPECIFIC SAFETY ASSESSMENT

JOB TASK: Excavation

PERSONAL PROTECTIVE EQUIPMENT: Level C Laborers/Level D Operators

HAZARD SOURCES CONTROL MEASURES REF.
—
Heavy Equipment Trac Hoe/Dozer/Trucks Controlled work area. SOP H
Experienced operators.
Noise Trac Hoe/Dozer/Trucks Wear proper hearing protection. Sect 2.3
Topography Uneven Slick Terrain/Scattered Beware of slips, trips and falls. Sect 2.3
Debris Keep work area organized.
Water Mississippi River Wear life jackets when within 20 feet of water.
Cold Stress Winter Temperatures Warm break area. SOP L
Awareness of symptoms.
Ergonomics Lifting and Bending Proper lifting and bending techniques. Sect 2.3
Dust Excavation Material Use water if visible dust is detected.
Excavation Excavation No one enter if > 4 foot. SOP 1
Proper sloping.
-
TASK SPECIFIC SAFETY ASSESSMENT
=
JOB TASK: Truck Loading Il
—
PERSONAL PROTECTIVE EQUIPMENT: Level C Laborers/Level D Operators I|
R —
HAZARD SOURCES CONTROL MEASURES REF.
A
Heavy Equipment Trac Hoe/Trucks Controlled work area. SOP H
Experienced operators.
Noise Trac Hoe/Trucks Wear proper hearing protection. Sect 2.3
Cold Stress Winter Temperatures Warm break area. SOP L
Awareness of symptoms.
Topography Uneven Slick Terrain/Scattered Beware of slips, trips and falls. Sect 2.3
Debris i Keep work area organized.
Ergonomics Lifting and Bending Use proper lifting and bending techniques. Sect 2.3
Trucks Truck Loading . Controlled work area. SOP J
—
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TASK SPECIFIC SAFETY ASSESSMENT
e —

I| JOB TASK:
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PERSONAL PROTECTIVE EQUIPMENT:
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TASK SPECIFIC SAFETY ASSESSMENT

A
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TASK SPECIFIC SAFETY ASSESSMENT
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2.2 Chemical Hazards

CHEMICAL

TLV/PEL/
IDLH

Physical
Characteristics

Odor
Threshold

Routes of Exposure

PPE Polymers

Symptoms
Acute/Chronic

First Aid

PCB’s .5 mg/m’ Solid NA Skin/Inhalation Nitrile Chronic Flush with water.
Phenol 19 mg/m’ Solid/Liquid 1 ppm Skin/Inhalation Nitrile Skin Flush with water.
Dichlorobenzene 451 mg/m’ Solid/Liquid 1 ppm Inhalation Nitrile Headache/dizziness- | Fresh air.
Trichlorobenzene 37 mg/m® Solid/Liquid 3 ppm Inhalation Nitrile Headache/dizziness Fresh air.

ceiling

The above listing should not be taken as a complete assessment of the hazards posed by materials at Sauget Landfill. The known and unknown mixed
chemical hazards at this site prevent a clear determination of the specific effects of discrete compounds. Therefore, personnel must be alert for symptoms
of possible exposure such as unusual smells, stinging, burning eyes, nose and throat, skin irritation, as well as feeling extremely well, depressed, sleepy

or tired. Symptoms must be immediately reported to the site supervisor.

See Attachment C for Chemical Hazard Information and MSDS’.

SSP:
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2.3 Physical Hazards

PHYSICAL/ENVIRONMENTAL HAZARD ANALYSIS

HAZARD PRE PLANNING TO CONTROL HAZARD ACTIVE CONTROL MEASURES
Cold Stress 1. Anticipate possible low temperatures (winter months). 1. Warm break area.
2. Remember the temperature does not have to be below freezing to have a | 2. Warm decaffeinated drinks.
cold stress situation. 3. Buddy system/awareness.
4. First aid on site.
5. Medical care if symptoms persist.
Electrical 1. Locate and mark existing energized lines.
2. De-energize lines if necessary to perform work safely.
3. All electrical circuits will be grounded.
4, All 120 volt single phase which are not a part of the permanent wiring
will have a ground-fault interrupter in place.
5. Temporary wiring will be guarded, buried or isolated by elevation to
prevent accidental contact by personnel or equipment.
6. Evaluate potential for high moisture/standing water areas and define
special electrical wiring needs-typically requirement for low voltage
lighting systems.
Ergonomic 1. All operations evaluated for ergonomic impact. 1. Proper body mechanics techniques stressed and enforced
2. Procedures written to define limits of lifting, pulling, etc. on a daily basis.
3. Procedures to define how personnel will utilize proper ergonomic 2. Mechanical handling equipment maintained and utilized.
concepts and utilize mechanical material handling equipment. 3. Proper body mechanics stressed in scheduled safety
4. Necessary mechanical material handling equipment specified and ordered meetings.
for project. 4. Injuries reported and medically treated if in doubt about
severity.
S. Operations changed as necessary based on injury
experience or potential.
Existing Site 1. Survey site prior to layout. Identify areas unsafe for personnel or 1. Awareness to work environment - regular
Topography equipment due to physical conditions. inspection/audits to identify changing conditions.
2. Identify/locate existing utilities. 2. Shut down operations when unknown conditions
3. Determine impact of site operations on surrounding properties, encountered.
communities, etc.
4. Identify mechanized equipment routes both on site and onto and off the
site.
5. Layout site into exclusion and contamination reduction zones based on
initial site evaluation.

SSP:  Sauget Landfill
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PHYSICAL/ENVIRONMENTAL HAZARD ANALYSIS

HAZARD

PRE PLANNING TO CONTROL HAZARD

ACTIVE CONTROL MEASURES

Fires & Explosions Evaluate all operations for fire and explosion potential. 1. Inspect fire suppression equipment on a regular basis.
Define specific procedures for unique operations presenting unusual 2. Store flammables away from oxidizers and corrosives.
hazard such as flammable tank demolition. 3. Utilize Hot Work Permit for all hot work on site.
Ensure that properly trained personnel and specialized equipment is 4. Follow any site specific procedures regarding work
available. around flammables.

Define requirements for handling and storage of flammable liquids on 5. Review and practice contingency plans. Discuss on
site, need for hot work permits and procedures to follow in the event of regular basis at scheduled safety meetings.

fire or explosion.

Define the type and quantity of fire suppression equipment needed on

site.

Coordinate which local fire fighting agencies to discuss unique fire

hazards, hazardous materials, etc.

Ensure site operations comply with 29CFR 1910.157G.

Flammable Vapor Evaluate site to determine sources of likely flammable gas or vapor 1. Calibrated monitoring equipment available and utilized

and Gases generation. by trained personnel whenever working where
Develop specific procedures to be followed in the event of exposure to flammable gas or vapor is present. .
flammables. - 2. Monitoring performed at regular frequency and in ail
Specify specialized equipment needs for inerting flammable atmospheres, areas where vapor could generate or pool.
ventilating spaces and monitoring flammable vapor concentrations. 3. Equipment and operations shut down when threshold
Define requirements for intrinsically safe equipment. levels are exceeded.

Develop contingency plan to follow in the event of fire or explosion. 4, Contingency plans reviewed regularly by all involved
personnel.
5. Work areas are carefully inspected to look for possible
ignition sources. Sources are removed.
6. Operations shut down if specific task procedures can’t
be followed to the letter.
Heat Stress Anticipate possible elevated temperatures (summer months). 1. Proper work/rest schedule and monitoring.
Awareness to stress placed on body by specific PPE. 2. Drink plenty of fluids.
Awareness to levels of heat stress symptoms. 3. Buddy system/awareness.
4. First aid on site.
5. Medical care if symptoms persist.

SSP:
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PHYSICAL/ENVIRONMENTAL HAZARD ANALYSIS

HAZARD PRE PLANNING TO CONTROL HAZARD ACTIVE CONTROL MEASURES
Heavy Equipment 1. Define equipment routes and traffic patterns for site. Equipment inspected as required. Equipment repaired
Operation 2 Insure that operators are properly trained on equipment operation for all or taken out of service.
equipment required on project. Ground spotters are assigned to work with equipment
3. Define safety equipment requirements, including back up alarm and roll operators. Utilize standard hand signals and
over, for all equipment on site. communication protocols.
4. Define equipment routes and traffic patterns for site. Personnel wear the proper PPE, utilize hearing
5. Implement SOP of requiring operators to safety inspect equipment on a protection, gloves for handling rigging, etc.
daily basis in accordance with manufacturer requirements. Equipment safety procedures discussed at daily
6. Evaluate project requirements to ensure that equipment of adequate scheduled safety meetings.
capacity is specified. Personnel do not exceed lifting capacities, load limits,
etc. for equipment in question.
Personnel follow basic SOP’s which prohibit passengers
on equipment, activating brakes and grounding buckets,
securing loads prior to movement, etc.
Ilumination 1. Evaluate all operations and work areas to determine lighting Inspect specialized equipment and discard or replace as
requirements. needed. :
2. Specify specialized lighting requirements including explosion proof, Add additional lighting to areas with lighting
intrinsically safe, lighting needs. deficiencies.
3. Determine if nighttime outdoor operations are necessary. Evaluate tasks Inspect drop cords and portable lights on regular basis.
to be performed and number of light plants necessary to allow Replace or repair as necessary.
operations.
4, Ascertain if outdoor lighting from nighttime operations will have an
impact on surrounding communities.
Noise 1. Local community noise standards examined. Personnel receive annual audiogram.
2. Expected loud operations evaluated to determine compliance with Personnel required to wear hearing protection.
community standards. Routine noise level monitoring and dosimetry
3. Loud operations scheduled for approved time periods. performed.
4. Noise level standards established for equipment brought onto site. Defective equipment repaired as needed.
5. Hearing protection requirements defined for personnel expected to have Ongoing hearing conservation education promoted at
eXCessive €Xposures. scheduled safety meetings.
Medical evaluation following noise (impact) exposure if
symptoms present themselves.
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PHYSICAL/ENVIRONMENTAL HAZARD ANALYSIS

HAZARD

PRE PLANNING TO CONTROL HAZARD

ACTIVE CONTROL MEASURES

Personal Injuries

Site operations will be evaluated for exposures with serious injury
potential such as falling objects, pinch points, flying objects, falls from
elevated surfaces, etc.

A written Fall Prevention Program will be developed if workers will be
required to work at heights greater than 10 feet from unguarded work
locations.

PPE requirements will be based on potential for injury.

I. Personnel will wear required PPE.

2. Specialized equipment such as rope grabs, winches, etc.
will be inspected prior to each use. Defective
equipment will be immediately replaced.

3. All injury and near miss incidents will be reported to
the HSO.

4. First aid/CPR trained person on site at all times.

5. All injuries will be treated on site with advanced

medical treatment being sought if doubt about severity.

Radiation Evaluate potential for exposure to radioactive materials. 1. Perform monitoring as defined in safety plan.
If likely, develop specialized training program for personnel. 2. Perform necessary calibration and maintenance on
Develop plan and specify equipment for monitoring potential radiation monitoring equipment.
sources. ' 3. Employees participate in health physics monitoring
Establish health physics dosimetry program. program.
If not likely, implement SOP of stopping work should any sign of 4, Notify Project Manager when suspect materials are
radioactive materials become apparent. detected.

Small Equipment Site operations evaluated to determine need for specialized intrinsically 1. First aid on site.

Usage safe, explosion-proof and UL approved equipment and instruments. 2 Transport for medical care if necessary.

Implement requirement for G.F.I., double insulated tool usage, or assured
grounding program in all outdoor operations, will be utilized.

Specify equipment needs to ensure that equipment used only for the
purpose for which it is designed and to prevent abuse or misuse of the
equipment.

Specify requirements for the inspections and maintenance of specialized
equipment.

Specify that all equipment utilized on the project meets all OSHA
requirements.

Wildlife

Inspect work environment where tasks are being performed.
Awareness to bites.
Dogs, animals, poison ivy, etc.

1. First aid on site.
2. Seek medical attention if symptoms-signs persist.

SSP:
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PHYSICAL/ENVIRONMENTAL HAZARD ANALYSIS

HAZARD

PRE PLANNING TO CONTROL HAZARD

ACTIVE CONTROL MEASURES

Trenching and
Excavation

|
L
2
3
4
5

Implement ERCS excavation procedures if entry required into any
excavation greater than 4 feet depth.

Specify that Competent Person(s) assigned to project be present at all
times personnel inside trench(s).

Specify that a Professional Engineer design specialized shoring systems
for those that are extremely deep.

Specify special PPE and monitoring requirements for excavations in soils
contaminated with hazardous materials or gases and vapors.

Ensure excavations comply with 29CFR 1926, Subpart P.

Competent person in the immediate area at all times that
personnel are required to enter trenches.

Operations shut down if the excavation shows any sign
of cave in, excessive water, unacceptable levels of toxic
contaminants, changing weather, or shoring systems
have visible defects.

Equipment operators keep all personnel inside
excavation in sight. No suspended loads or movement
of buckets over personnel.

Regular monitoring is performed in excavations where
toxic gases or vapors are possible.

Weather Conditions

[\ I

Sw

Evaluate prevailing weather conditions for the site.

Contingency plans developed for likely severe weather conditions such
as tornado, and extreme thunderstorm.

Provide for daily weather forecast service in extreme weather areas.
Plan to weatherize safety systems, such as showers and eye washes, that
would be impacted by extreme cold weather.

Order necessary specialized cold weather clothing,

Grounding and bonding requirements defined for thunderstorm areas.
Sheltered air conditioned break areas provided for extreme hot and cold
weather zones.

Employees trained in contingency plan for severe
weather conditions.

Emergency water sources inspected regularly in cold
areas.

Weather service contacted regularly during storm
Supervisory personnel cease operations during extreme
storm conditions (i.e., thunderstorms). Personnel
evacuate to safe assembly area.

SSP:
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3.0 PERSONNEL TRAINING

1] Initial Training
a. 40 Hour Training

All field employees receive forty hours of classroom training on safe work practices and
hazardous waste sites.

b. Supervisor/Managers

Manager and Supervisors receive eight hours of training on safe management of
hazardous waste sites. All training complies with 29CFR 1910.120.

The following individuals are Site Supervisors:

[1] Sam Borries
[2] Ken Braig

[2] Site Specific Training

a. All assigned personnel will receive site specific training on routes of exposure
and adverse health effects associated with the chemicals listed on the attachment.

b. At least one member of each work crew shall have training in the use of
portable fire extinguishers in accordance with 29CFR 1910.157G.

c. IAW 29CFR 1910.120, all personnel newly assigned to hazardous waste work
will receive 3 days of on the job training by an experienced supervisor. This
typically is achieved by coordinating the work schedule so that they perform
25% of the expected workload the first day; 50% the second day, and 75% the
third day.

d. Each person entering the site shall sign a statement attesting to the fact that they
have read and understand the Site Specific Safety Plan. (Attachment Z)

(3] Annual Refresher

All field employees receive beight hours of refresher training on the above topics within
the anniversary date of their initial 40 hour class.

[4]  First Aid/CPR
All field employees receive initial and recertification training. Treatment limited to

Good Samaritan/minor first aid. All traumatic/major first aid, and cardiac problems will
be referred to medical facilities.
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(5] Subcontractor Requirements
All subcontractors entering the contamination reduction zone and exclusion zone will
have adequate training satisfying 29 CFR 1910.120.

40 PERSONAL PROTECTIVE E MENT

The following is a brief description of the personal protective equipment which may be
required during various phases of the project. The U.S. EPA terminology for protective
equipment will be used; Levels A, B, C and D.

Respiratory protective equipment shall be NIOSH-approved and use shall conform to OSHA
29 CFR Part 1910.134 Requirements. Each employer shall maintain a written respirator
program detailing selection, use, cleaning, maintenance and storage of respiratory protective
equipment. The written Respirator Program will be maintained at the local and regional
offices.

4.1 Level A Protection Shall Be Used When:
n The extremely hazardous substance requires the highest level of protection for
skin, eyes and the respiratory system;
n Substances with a high degree of hazard to the skin are known or suspected;
n Chemical concentrations are known to be above IDLH levels; or,
n Biological hazards requiring Level A are known or suspected.

4.2 Level B Protection Shall Be Used When:

L The substance(s) has been identified and requires a high level of respiratory protection
but less skin protection;

n Concentrations of chemicals in the air are IDLH or above the maximum use limit of an
APR with full-face mask;

N Oxygen deficient or potentially oxygen deficient atmospheres (<19.5%) are possible;

and/or, '
u Confined space entry may require Level B.
n Incomplete identification of gases and vapors, but not suspected to be harmful to skin

or skin absorbable.

4.3 Level C Protection Shall Be Used When:

- The same level of skin protection as Level B, but a lower level of respiratory
protection is required;

= The types of air contaminants have been identified, concentrations measured,
and an air-purifying respirator is available that can remove contaminants; or,
= The substance has adequate warning properties and all criteria for the use of

APR respirators has been met.
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4.3.1 Level C Protective Equipment at a Minimum Shall Consist of:

Protective Gear - Level C (Check and list required type)
MSA Air Purifying Respirator or PAPR Fullface
Cartridges (type) GMC-H

Escape Mask :
Chemical Resistant/Protective Coveralls (type)  Tyvek-dry/Saranex-liquid
Full Body Apron or Other (type)

Inner Gloves (type) Nitrile

Outer Chemical Gloves (type) Nitrile

Outer Work Gloves (type)

Safety Shoes/Boots (type) Steel toed chemical resistant
Hard Hat X

Respiratory Inserts

Other (List )
Other (List )
Other (List )
Other (List__ )

Modifications: _Life jacket if working within 20 feet of river.

4.4 Level D Protection Shall Be Used When:

| The atmosphere contains no known hazard; and,
L Work functions preclude splashes, immersion or the potential for unexpected
inhalation of, or contact with, hazardous concentrations of harmful chemicals.

4.4.1 Level D Protection Equipment at a Minimum Shall Consist of:

Protective Gear - Level D (Check and list required type)
Chemical Resistant/Protective Coveralls (type) Tyvek

Rain Suit

Safety Shoes/Boots (type) Steel toed

Boot Covers (booties) As needed

Work Gloves (type)

Hard Hat X

Face Shield

Safety Glasses V (Reguird for TAT ) @—’é&;

Modifications: Life jacket if working within 20 feet of river.

Specific operating procedures for PPE and Respiratory Protection are in Attachment D.
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4.5

(2]

[3]
5.0

5.1

5.2

5.3

Decisions to Upgrade/Down e PPE

All decisions to downgrade from Level B to C or D must be accompanied by air
monitoring results. The Regional Safety Managers (ERCS, TAT) must be advised of
on-site decisions to downgrade. All decisions must be documented with an Addendum
to the Plan.

The following conditions will necessitate reevaluation of PPE use.

commencement of a new work not previously identified
change of job tasks during a work phase

change of season/weather

contaminants other than those identified in Safety Plan
change in ambient levels of contaminants

change in work which affects degree of chemical contact

o Ao o

Action Levels (See Section 6.0)

MEDICAL SURVEILLANCE

Pre-Employment Physical

a. Pre-employment and periodic update medical examinations are required for
persons working at hazardous waste sites.

b. All physicals must be completed and documented prior to assignment to this
site.

C. All physical exams will be conducted following parameters established by the

respective employee’s Corporate Physicians.

Site Specific Physical Examination

a. N/A

b.

c. A current Fitness for Duty statement will be kept on site for all ERCS
personnel.

Annual Physical Exam

The medical examination must have been within a 12-month period prior to on-site activity and
repeated annually.

54

SSP:

Accidental/Suspected Exposure Physical

a. Following any accidental or suspected uncontrolled exposure to site
contaminants, personnel should be scheduled for a special physical examination.
b. The physical examination will be specific for the contaminants and the

associated target organs or physiological system.
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C. N/A

d. Questions regarding the type of physical can be directed to the employer’s
Directors of Health and Safety or their Corporate Physicians. See Section 10.2
for their respective phone numbers.

5.5 Contractor Physical Examination Requirements

All subcontractors entering the contamination reduction or exclusion zone will have adequate
medical surveillance satisfying 29CFR 1910.120.10 (f).

5.6  Site Documentation
All personnel on-site must have the following documentation available on site:

[1]  Copy of 40 hour certificate

[2]  Copy of Manager’s/Supervisor’s 8 hour certificate (.= «ww™/ebl As TAT 47 © )
[3] Copy of 8 Hour Annual Refresher (if > 12 months since 40 hour) O g
[4]  CPRfFirst Aid Certificate (annual) 7
[5] Respirator Fit Test (annual)

[6] Medical Fitness For Duty

[71 Memorandum of Understanding & Consent (RES only)

(8] Worksite Exposure Documentation

s el Al

6.0 AIR MONITORING AND ACTION LEVELS

According to 29 CFR 1910.120 (h) Air Monitoring shall be used to identify and quantify
airborne levels of hazardous substances and health hazards in order to determine the
appropriate level of employee protection needed on-site.

6.1 Routine Air Monitoring Requirements

] Upon initial entry to rule out IDLH conditions;

When the possibility of an IDLH condition or flammable atmosphere has
developed;

When work begins on a different portion of the site;

Contaminants other than those previously identified are being handled;

A different type of operation is initiated;

Employees are handling leaking drums or containers or working in areas with
obvious liquid contamination; and,

During confined space work.
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Air monitoring will consist at a minimum of the criteria listed below. All air monitoring data
will be documented and submitted to the OSC and available in the command post site files for
review by all interested persons. Air monitoring instruments will be calibrated and maintained
in accordance with the manufacturer’s specifications. Calibration and maintenance performed
will be entered in the site log and/or instrument log book.

6.2 Site Specific Air Monitoring Requirements

COMPOUNDS TO COMMENTS/
INSTRUMENT DETECT FREQUENCY ACTION LEVEL
—_
Combustible Gas Explosive/ N/A > 10% LEL .. 6&1‘\;y9/;< ]
Indicator (CGI) Flammable '
Atmospheres
PID/FID Organic Vapors and | Scan excavation Unidentified contaminants*
Gases < Background units - Level D
Background-5 units - Level C 5 &% R EC (24
5-500 units - Level B 1
Asbestos/Fiber Asbestos N/A > 0.01 fibers/cc for PCM
Monitoring > 70 structures/mm* for TEM
> 1% asbestos/weight bulk sample
Jerome Mercury Mercury Vapors N/A > 025 mg/m’
Analyzer
Detector Tubes Various N/A
Radiation Meter Radiation N/A > 2 mR/hr o (T2 354¢
Oxygen Meter Oxygen N/A <19.5% and >23.5% 0? °< €19 V<
Other:

* The reading must be sustained for one (1) minute in the breathing zone.

6.3 Personnel Monitoring

Explain strategy or why not required: _At start up. all material is solid and wet, therefore
personnel air monitoring will not be conducted unless conditions change.
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6.4  Noise Monitoring: [ 1Yes [ X ]No

Describe monitoring strategy:

6.5  Heat Stress Monitoring: [ 1Yes [ X ]No

Describe monitoring strategy:

6.6  Perimeter: [ 1Yes [ X ]No
Describe:

Other: [ 1Yes [ []No
Describe:
6.7 s):

1§
_ <
SM»MV Sl "“\ﬂkh’ .5 Vie QSC - 6*((, witd v eds

{ngr coleel ¢.7 Segles 1ofe,
e R by, OS¢ . F 80 iy 2088 Locgplicg hot!
LC "‘,-&7”‘\14/\ . /
6.8  Location of Monitorin : IO Y3has

Copies of monitoring records will be retained in the job file upon the completion of the job.
Additional copies will be maintained in the Health and Safety Department.
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7.0  SITE CONTROL AND STANDARD OPERATING PROCEDURES

7.1 Work Zones

The primary purpose for site controls is to establish the hazardous area perimeter, to reduce
migration of contaminants into clean areas and to prevent access or exposure to hazardous
materials by unauthorized persons. At the end of each workday, the site should be secured or
guarded, to prevent unauthorized entry. Site work zones will include:

7.1.1 Clean Zone/Support Zone

This uncontaminated support zone or clean zone will be the area outside the exclusion and
decontamination zones and within the geographic perimeters of the site. This area is used for
staging of materials, parking of vehicles, office and laboratory facilities, sanitation facilities,
and receipt of deliveries. Personnel entering this zone may include delivery personnel, visitors,
security guards, etc., who will not necessarily be permitted in the exclusion zone. All
personnel arriving in the support zone will upon arrival, report to the command post and sign
the site entry/exit log. There will be one controlled entry/exit point from the clean zone to the
decontamination zone.

[1]  Location of Clean Zone oedside f Senne- 7-.«‘;»/(

7.1.2 Decontamination Zone

The decontamination zone will provide a location for removal of contaminated personal
protective equipment and final decontamination of personnel and equipment. All personnel and
equipment should exit via the decon area. A separate decontamination area will be established
for heavy equipment.

[1] The decontamination zone is a buffer zone between contaminated and clean
areas.

[2]  Identified by yellow banner guard.

[3] Decon line is located ___gg o+ of ~x Co-vedegan

7.1.3 Exclusion Zone/Hot Zone

The exclusion zone will be the "hot-zone" or contaminated area inside the site perimeter. Entry
to and exit from this zone will be made a designated point and all personnel will be
required to sign the hot zone entry/exit log located at the decon area. Appropriate warning
signs to identify the exclusion zone should be posted (i.e. "DANGER - AUTHORIZED
PERSONNEL ONLY", "PROTECTIVE EQUIPMENT REQUIRED BEYOND THIS POINT",
etc.) Exit from the exclusion zone must be accompanied by personnel and equipment
decontamination as described in Section 8.0.
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[1] Will be identified by red banner guard. 4

2]  These areas will be defined by __re.l banner acard

[31  General Safety Rules for Exclusion Zone
a. wear the appropriate level of PPE defined in plan
b. do not remove any PPE or break the integrity to pick, scratch, or touch
parts of your body
no smoking, eating or drinking
no horseplay
no matches or lighters in this zone
implement the communication and line of sight system

™o Ao

A map of the work zones for this site follows.

7.2

SSP:

General Field Safety Rules

All visitors must be sent to the command post and referred to the OSC.

It is EPA policy to practice administrative hazard control for all site areas by restricting
entrance to exclusion zones to essential personnel and by using operational SOPs.

Whenever possible, avoid contact with contaminated (or potentially contaminated)
surfaces. Walk around (not through) puddles and discolored surfaces. Do not kneel
on the ground or set equipment on the ground. Stay away from any waste drums unless
necessary. Protect equipment from contamination by bagging.

Eating, drinking, or smoking is permitted only in designated areas in the support zone.
Hands and face must be thoroughly washed upon leaving the decon area.

Beards or other facial hair that interferes with respirator fit will preclude admission to
the hot zone.

All equipment must be decontaminated or discarded upon exit from the exclusion zone,
as determined by the OSC or designate.

All personnel exiting the exclusion zone must go through the decontamination
procedures described in Section 8.0.
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SSP:

Safety Equipment described in Section 4.0 will be required for all field personnel.

Personnel will only travel in vehicles where individual seats (for each occupant are
provided. Seat belts will be worn as required.

Fire extinguishers will be available on site and in all areas with increased fire danger
such as the refueling area.

A minimum of two personnel will always be on site whenever heavy equipment is
operated. Only necessary personnel need to be on or around heavy equipment.

Employees will not interfere with or tamper in any way with air monitoring equipment.

Backhoes or other equipment with booms shall not be operated within 10 feet of any
electrical conductor.

Visitor log will be maintained at the command post or with the security guard. All
personnel coming on site will sign in and out on a daily basis.

Security will be maintained at the site by closing all gates during normal work hours.
The OSC will assume responsibility for personnel entering site. Site will be locked up
in the evening.

EPA OSC will allow only those individuals authorized to enter the site. If unauthorized
members of the public are found on site, contact security immediately and do not leave
the individual unattended.

Visitors are not allowed in the work areas without authorization and not without
appropriate levels of PPE as determined by site safety personnel. Access to the
properties is restricted to the EPA and authorized representatives. Persons other than
the residents must sign in at the Command Post and receive authorization to enter the
site.

Buddy System

1] The buddy system is mandatory at anytime that personnel are working in the
exclusion zone, remote areas, on tanks, or when conditions present a risk to
personnel.

2] A buddy system requires at least two trained/experienced people who work as
a team and maintain at a minimum audible and/or visual contact while operating
in the exclusion zone.

Communication Procedures

[1] Radios will be used for on site communications and Channel 2 will be the
designated channel.

2] The crews should remain in constant radio or visual contact while on site.
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[3] The site evacuation signal will be 3 blasts on the air or vehicle horn.

8.0 DECONTAMINATION PROCEDURES

In general, everything that enters the exclusion zone at this site, must either be decontaminated
or properly discarded upon exit from the exclusion zone. All personnel, including any state
and local officials must enter and exit the hot zone through the decon area. Prior to
demobilization, contaminated equipment will be decontaminated and inspected by the OSC or
OSC designate before it is moved into the clean zone. Any material that is generated by
decontamination procedures will be stored in a designated area in the exclusion zone until
disposal arrangements are made.

All personnel must be documented on the "HOT ZONE ENTRY/EXIT LOG" when entering
and exiting the exclusion zone.

NOTE: The type of decontamination solution to be used is dependent on the type of chemical
hazards. The decontamination solution for this site is water. Decontamination solution will
be changed daily (at a minimum) and collected and stored on-site until disposal arrangements
are finalized.

8.1 Procedures for Equipment Decontamination

Following decontamination and prior to exit from the hot zone, the OSC or a designated
alternate, shall be responsible for insuring that the item has been sufficiently decontaminated.
This inspection shall be included in the site log.

Equipment decontaminat{ifn will consist of the following steps:
Wash with water. Q¢ rinse
—5"“»1-’( )‘7"”1"’», o‘f"‘ atl S fuces .‘( h(c"SSr.“‘f '/' w:-.:.[\.

8.2 Procedure for Personnel Decontamination

This decontamination procedure applies to personnel at this site wearing Level B and C
protection. These are the minimum acceptable requirements:

Station 1: Equipment Drop
Deposit equipment used on-site (tools, sampling devices and monitoring instruments, radios,

etc.) on plastic drop cloths. These items must be decontaminated or discarded as waste prior
to removal from the exclusion zone.

Station 2: OQuter Boot and Outer Glove ‘WQh and Rinse
Scrub outer boots, outer gloves and/or splash suit with decontamination solution or detergent

water. Rinse off using water.
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Station 3: Outer Boot and Glove Removal

Remove outer boots and gloves. If outer boots are disposable, deposit in container with plastic
liner. If non-disposable, store in a clean dry place.

Station 4: Tank Change
If person leaves exclusion zone to change air tank, this is the last step in the decontamination

procedure. Air tank is exchanged, new outer gloves and boot covers donned, joints taped, and
person returns to hot zone.

Station 5: OQuter Garment Removal

If applicable, remove SCBA back-pack and remain on air as long as possible. Remove
Chemical Resistant Outer Garments and deposit in container lined with plastic. Decontaminate
or dispose of splash suits as necessary.

Station 6: Respiratory Protection Remo

Remove hard-hat, face-piece, and if applicable, deposit SCBA on a clean surface. APR
cartridges will be discarded as appropriate. Wash and rinse respirator at least daily. Wipe off
and store respiratory gear in a clean, dry location. (See Attachment D)

Station 7: Inner Glove Removal
Remove inner gloves. Deposit in container for disposal.

Station 8: Field Wash
Thoroughly wash hands and face with soap and water. Shower as soon as possible.

Eating, drinking, chewing gum/tobacco, smoking, or any practice that increases the probability
of hand to mouth transfer and/or ingestion of materials is prohibited in any areas where the
possibility of contamination exists and is permitted only in the designated break area.

Personnel will not wear or bring dirty/decontaminated clothing into the break areas.

8.3 Emergency decontamination will consist of the following steps:

Any blood contaminated material wi labeled and accompany the individual to the
hospital.)

8.4 The following decontamination eguipment is required:
Water, brushes, alec~ex

8.5 Disposition of Decontamination Wastes

(11  All equipment and solvents used for decontamination shall be decontaminated or
disposed of with the established waste streams.
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(2]

B3]

Commercial laundries or cleaning establishments that decontaminate or are used to
launder contaminated clothing shall be informed of the presence and potentially harmful
effects of the contaminants.

N/A

A sketch of the decon area for this site is shown in Attachment B.

9.0

HAZARD COMMUNICATION PROGRAM

Each contractor will be responsible for maintaining a copy of their Hazardous Communication
Program and MSDS’ on site. The following items are specific to this job site:

9.1

9.2

9.3

9.4

SSP:

Material Safety Data Sheets

[1] Material Safety Data Sheets will be maintained at the Command Post in the
Health and Safety Binder.

[2]1 MSDS’ will be available to all employees for review during the work shift.

[31  See Attachment C and/or the ERCS Health and Safety Binder.

Container Labelin

[1]  All containers received on site will be inspected by the contractor using the
material to ensure the following:

a. all containers clearly labeled
b. appropriate hazard warning
c. name and address of the manufacturer

The following chemicals were brought to the site:

[1] Alconox

[2] Gasoline

[3] Diesel Fuel

[4] MSA Sanitizer

[5] : re o fllymrch o CCc/';_é[levﬁ cuies / /'7?7'
[6] Pcs Test kic(€nsys) 4 (77,

Employee Training and Information

M Prior to starting work, each employee will attend a health and safety orientation
and will receive information and training on the following:
a. an overview of the requirements contained in the Hazardous
Communication Standard
b. Hazardous chemicals present at the site
c. the location and availability of the written Haz Comm Program
d. physical and health effects of the hazardous chemicals
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methods of preventing or eliminating exposure

emergency procedures to follow if exposed

how to read labels and review MSDS’ to obtain information
location of MSDS file and location of hazardous chemical list

T o

See ERCS Health and Safety Binder for Hazard Communication Program and applicable
MSDS’.

10.0 EMERGENCIES/ACCIDENTS/INJURIES

It is essential that site personnel be prepared in the event of an emergency. Emergencies can
take many forms; illnesses or injuries, chemical exposure, fires, explosions, spills, leaks,
releases of harmful contaminants, or sudden changes in the weather. The following sections
outline the general procedures for emergencies. Emergency information should be posted as
appropriate.

10.1 Emergency Contacts for Sauget 11 Site
Fire: 911  Sauget

Police: 911  Sauget

Sheriff: 911  St. Clair

Ambulance: 911  Sauget

*Hospital: St. Louis University

Address: Grand at Vista, St. Louis, MO
Telephone: (314) 577-8000 Chemical Trauma Capabilities? Yes
Poison Control Center: (g" ‘D 32 — Lo L

*Directions from Site to Hospital (See Map in Attachment B):

Take entrance road back to Route 3. Turn left and go 1 mile. Take I-64 west and cross
bridge. Take I-55 south 1 mile to I-44 west. Take 1-44 west 2 miles to the Grand exit and
turn right and go 1/2 mile. Hospital is on left.

NOTE: Maps and directions to the hospital will be posted in the office +ca:lac.
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The route to the hospital was verified by: Greg Rakers on February 16, 1995. Distance from
site to hospital is 5 miles. Approximate driving time is 8 minutes.

The following individuals have been trained in CPR and First Aid:

Ken Braig

SAM Bﬂ,’ res

SAMMV' g!f 1\&»\
7

10.2 Additional Emergency Numbers |

National Response Center

U.S. EPA Region V - E.R. Branch
Center for Disease Control

AT&F (Explosives Information)
Chemtrec

State Environmental Agency

Ecology & Environment, Inc. Contacts

E & E Regional Office (for this site)
E & E MEDTOX Emergency Medical Hotline

Dr. Harbison (Home)
E & E Corporate H & S - Dr. Paul Jonmaire
E & E Emergency Operations Center Hotline

TAT Leader Region V - Thomas Kouris
ATATL  CriacinnaTy _Thome s SJ’“?"

Riedel Environmental Services. Inc. Contacts

Riedel Environmental Services

Riedel Environmental Services (Chicago)
Riedel Environmental Services (St. Louis)
RES Corporate H & S - Margaret Cunningham

EPA

Federal Occupational Health Unit

SSP: Sauget Landfill

DATE:02/16/95

800-424-8802
312-353-2318 (24 hr)
404-488-4100 (24 hr)
800-424-9555
800-424-9300

1S / 2l - s e

Sr3-g7/-471(7)
501-221-0463 (24 Hr.)
904-462-3277/3281
501-370-8263
716-684-8060
716-684-8940 (24 Hr.)
716-684-8060

312-663-9415
E3- LYl -9309 7 Kvme

/"5C0 =789 -4 3
PTn 622 1279

800-334-0004 (24 Hr.)
708-671-0061

314-532-7660
800-334-0004

312-353-0379
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10.3 Emergency Equipment Available On-Site
Communications Equipment Location

Public Telephones: /\{/A

Private Telephones: 1 9/ 274 -1222

ﬁ’wer C# Q"t/f&'b’&ﬁL

Mobile Telephones: ( 2) F4E 4 Kes

Two-Way Radios: //ﬁé?‘ L/ IML/J )«eli

Emergency Alarms/
Horns: Jdu} e l;a_ff\

Medical Equipment

First Aid Kits: i AWJ( VA~

Inspection Date: é A9 '\5 By:

Stretcher/Backboard: _fe

Eye Wash Station: 9

(within 100 feet of hazard zone)

Safety Shower:

Fire-Fighting Equipment

Fire Extinguishers: :1 C_S)Q‘
Inspection Date: ‘&’/CIR By:
Other:

Spill or Leak Equipment

Absorbent Boom/Pads: N /A
Dry Absorbent: Al / A
A B

SSP: Sauget Landfill DATE:02/16/95
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Additional Emergency Equipment

10.4

11.0

11.1

Accident Reporting/Investigations (See Attachment F for proper procedures.)

EMERGENCY RESPONSE CONTINGENCY PLAN

Project Personnel Responsibilities During Emergencies

ON-SCENE COORDINATOR (0OSC)

As the administrator of the project, the OSC has primary responsibility for responding to and
correcting emergency situations. The OSC will:

SSP:

Take appropriate measures to protect personnel including: withdrawal from the
exclusion zone, total evacuation and securing of the site or up-grading or down- grading
the level of protective clothing and respiratory protection.

Take appropriate measures to protect the public and the environment including isolating
and securing the site, preventing run-off to surface waters and ending or controlling the
emergency to the extent possible.

Ensure that appropriate Federal, State and local agencies are informed, and emergency
response plans are coordinated. In the event of fire or explosion, the local fire
department should be summoned immediately. In the event of an air release of toxic
materials, the local authorities should be informed in order to assess the need for
evacuation. In the event of a spill, sanitary districts and drinking water systems may
need to be alerted.

Ensure that appropriate decon treatment or testing for exposed or injured personnel is
obtained.

Determine the cause of the incident and make recommendations to prevent the
recurrence.

Ensure that all required reports have been prepared.
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RESPONSE MANAGER (RM)

The RM must immediately report emergency situations to the OSC, take appropriate measures
to protect site personnel and assist the OSC as necessary in responding to and mitigating the
emergency situation.

TECHNICAL ASSISTANCE TEAM (TAT)

The TAT must immediately report emergency situations to the OSC, take appropriate measures
to protect site personnel and assist the OSC as necessary.

11.2  Medical Emergencies:

Any person who becomes ill or injured in the exclusion zone must be decontaminated to the
maximum extent possible. If the injury or illness is minor, full decontamination should be
completed and first aid administered prior to transport. If the patient’s condition is serious, at
least partial decontamination should be completed (i.e., complete disrobing of the victim and
redressing in clean coveralls or wrapping in a blanket.) First aid should be administered while
awaiting an ambulance or paramedics. All injuries and illnesses must immediately be reported
to the OSC.

Any person transporting an injured/exposed person to a clinic or hospital for treatment should
take with them directions to the hospital and information on the chemical(s) they may have
been exposed to. This information is included in Table 2.3. Any vehicle used to transport
contaminated personnel, will be cleaned or decontaminated as necessary.

11.3  Fire or Explosion:

In the event of a fire or explosion, the local fire department should be summoned immediately.
Upon their arrival the OSC or designated alternate will advise the fire commander of the loca-
_tion, nature and identification of the hazardous materials on- site.

If it is safe to do so, site personnel may:

u Use fire fighting equipment available on site.
n Remove or isolate flammable or other hazardous materials which may contribute to the
fire.

11.4 Spills, Leaks or Releases:
In the event of a spill or a leak, site personnel will:
= Locate the source of the spillage and stop the flow if it can be done safely.

= Begin containment and recovery of the spilled materials.
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11.5 Evacuation Routes and Resources:

Evacuation routes have been established by work area locations for this site. All buildings and
outside work areas have been provided with two designated exit points. Evacuation should be
conducted immediately, without regard for equipment under conditions of extreme emergency.
See site map for evacuation routes.

n Evacuation notification will be three blasts on an air horn, vehicle horn, or by verbal
communication via radio.

L Keep upwind of smoke, vapors or spill location.
] Exit through the decontamination corridor if possible.
] If evacuation is not via the decontamination corridor, site personnel should remove

contaminated clothing once they are in a location of safety and leave it near the
exclusion zone or in a safe place.

L] The OSC will conduct a head count to insure all personnel have been evacuated safely.
u In the event that emergency site evacuation is necessary, all personnel are to:

1. Escape the emergency situation;

2. Decontaminate to the maximum extent practical; and,

3. Meet at the U.S. EPA command post.

= In the event that the U.S. EPA command post is no longer in a safe zone, meet: River
City Landscape trailer.

12.0 CONFINED SPACE

A confined space is defined as a space or work area not designed or intended for normal
human occupancy, having limited means of access and poor natural ventilation, and or any
structure, including buildings or rooms which have limited means of egress. Examples include
tanks, vats, and basements. Confined spaces identified at this site are listed below. If a
confined space entry is conducted, it will be done in accordance with procedures presented in
Attachment ,’J/A

Type of Confined Space  Location On-Site =~ Comments

None anticipated.
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ATTACHMENT A

SITE SAFETY PLAN AMENDMENTS
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SITE SAFETY PLAN AMENDMENT #

SITE NAME:

DATE:

TYPE OF AMENDMENT:

REASON FOR AMENDMENT:

ALTERNATE SAFEGUARD PROCEDURES:

REQUIRED CHANGES IN PPE:

ERCS Response Manager (Date) ERCS Safety Manager (Date)
E & E Lead TAT Member (Date) E & E RSO (Date)
U.S. EPA OSC (Date)
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ATTACHMENT B

SITE MAPS
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ATTACHMENT C

CHEMICAL HAZARD INFORMATION
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acology and environment. inc.
JOB NO 1T2051 HAZARD EVALUATION OF CHREMICALS PREPARATION/UPDATE DATE S-8-90

CHEMICAL NAME: BENZENE
CAS NUMBER: 71-43-2 DOT NAME/ID NO.: RQ:
SYNONYMS: BENZOL, BENZOLE, CYCLOHEXATRIENE, BENZOLENE, BICARBURET OF HYDROGEN, CARBON OIL, COAL NAPHTIA

CHEMICAL AND PHYSICAL PROPERTIES:
CHEMICAL FORMULA: C616 MOLECULAR WEIGHT: 78 PHYSICAL STATE: LIQUID

VAPOR PRESS: 75MM FREEZING POINT: 42 F BOILING POINT: 176 F FLASH POINT: 12 F
ONOR CUARACTERISTICS: 4.68 PPM

INCOMPATABLILIETIES: STRONG OXIDIZERS, CHLORINE, DROMINE

BIOLOGICAL PROPERTIES:

SPG/D 0.879 SOLUBILITY (H20): SLIGHTLY
FLAMMABLE LIMITS: 1.3-7.1%

IDLH: TLV-TWA: 10 PPM PEL: 1 PPM ODOR THRESHOLD:
HUMAN (LCLO): TCLO 100/CNS RAT/MOUSE (LCS0): TCLO 50/ AQUATIC:
CARCINOGEN: HUMAN-SUS TERATOGEN:;

MUTIGEN: EXPER
ROUTE OF EXPOSURE: (X} INHALATION {X) EYE CONTACT {X) SKIN CONTACT {X) INGESTION

HANDLING RECOMMENDATIONS (PERSONAL PROTECTIVE MEASURES):
10 PPM USE SCBA, USE PROTECTIVE CLOTHING, EXCEL-VITON;GOOD-NEOPRENE, SARANAX; POOR-BUTYL, NATURAL RUDBER FOR GLOVES, AVOID SKIN/EYE CONTACT

MONITORING RECOMMENDATIONS:

~
~
HEALTH HAZARDS: CAN CAUSE DIZZINESS, EUPHORIA, GIDDINESS, HEADACHE, NAUSEA, STAGGERING GAIT, WEAKNESS, DROWSINESS, RESPIRATORY IRRITATION,
PULMONARY EDEMA AND PNEUMONIA, GASTROINTESTINAL IRRITATION, CONVULSIONS, AND PARALYSIS. CAN ALSO CAUSE IRRITATION TO SKIN, EYES
ACUTE SYMPTOMS: SKIN IRRITANT, CNS DEPRESSANT, MOSTLY IHL, INITIAL EXCITATION FOLLOWED BY HUEADACHE, DIZZINESS, VOMITING, DELIRIUM, SEVERE

EXPOSURE MAY SEE TREMORS, BLURRED VISION, SIALLOW RESP, CONVULSIONS

CHRONIC SYMPTOMS: ANOREXIA, DROWMSINESS, ANEMIA, BLEEDING UNDER SKIN, REDUCED BLOOD CLOTTING;LIVER, KIDNEY, BONE MARROW DAMAGE,

LEUKEMIA
FIRST AID .
INHALATION: REMOVE TO FRESH AIR, GIVE ARTIFICAL RESPIRATION IF NEEDED, SEEK MEDICAL ATTENTION
EYE CONTACT: FLUSH/RINSE WITH LARGE AMOUNTS OF WATER FOR AT LEAST 15 MINUTES
SKIN CONTACT: REMOVE CONTAMINATED CLOTHING; WASH WITH SOAP AND WATER
INGESTION: DO NOT INDUCE VOMITING, GIVE WATER OR MILK, GET MEDICAL ATTENTION IMMEDIATELY
DISPOSAL/WASTE TREATMENT:
TOXIC FUMES OF CARBON DIOXIDE, CARBON MONOXIDE
REFERENCES CONSULTED: { | VERSCHUERAN ( | MERCK INDEX (X] HAZARDLINE [X] ACGIR [ ) TOXIC & HAZARDOUS SAFETY MANUAL ([ | CHRIS [ | SAX

{X} NIOSH/OSHA POCKET GUIDE
[ } OTHER: CHRIS {VOL I1I), SAX, ALDRICH, RTECS



fcology end Environment, Inc.
Hezard Evaeluation of Chemicals
Region V - Chicago

/ / CHEMICAL NAME: Ketliane

O Syronym: Marsh gas, Methyl Hydride
CAS No. @ 74-62-% Formula: CH4
[OT Class: FLAMFALLE GAS INNA £: UN 1971
CHEMICAL PROFERTIES
Phys St: Gas. Lig. Boil Pte -202.22 oF  Jonz Pot ¢ 12.9% &/ FI Pt: -3C4.00%F
Mol WE 2 14.04 ¥elt Pte -256.50 ©°F  Vap Press: 1&50.74000 by UL @ 5.0
S 6r :0.42 Frz ft 2 -25¢.%0 ©  Odr The ¢ -- FL o 15.007
Stable = T Hazardaus Polymerization will cccur ¢ F

Odor @ OLORLESS
Incompat/React:farms explesive mivtures with airy inert to acids, alkalies
Solubility  :slcohol, ether, organic solwents, slightly in water

TOXICOLOGICAL PROPERTIES
Exposure Limits: TLV-THA (ACGIH: — PEL @SHA): — ML —
STEL: -- STEL: —
Other Properties : SIKPLE ATFHYXIANT. Mo exposure limits established. N10SH RLL: 100 ppe/Shr
Tox Data: Inhalation: NE

Dermal -
Oral T
Carcinogen: NE
Mutagen : MNE
Reproduct.: N
Aquatic : N

Other Tx.: IE
Routes of Exp.: Inhalaticn

: PERSONAL PROTECTIVE HMEASURES
Respirators : 1-100 FFH-NO RESFIRATOR AVAILABLE; 100-500 PFM-UPGIALE TO A SCBA; 3500 ¥ EVACURIE AEA
Cartridge Type ¢ NO CARTRILGE AVRLLAELE

Protective Clothing: COVERALLE: TYUX GLIVES:  LATEX
Special Precautions: EXTIEMELY FLAMMARLE. VATOR EXFLDSION HAZA'\( INI!CRS QUTOOGRS Ok IN SEMCRS. KErF GY OF L0k AEAY HITH

METHANE READINGS

FIRST AID
Inhalations move to fresh air, artf resp if nec, SEEK WEICAL ATTENTION
Eve/Skin : flush w/water at least 15 min, SEEX KEDICAL ATTENIION
Ingestion : NA

— -

SYMPTOMS

Acute @ HUALRCHD, DIZZINESS, LIFFICULTY EFEATHING, NAUS/VONTG, DEFRESSION, EXCITEMLNY, CONJULSIONS, LOSE OF CONGLIDUSHESS. L-
TQUID WILL CARUSE FOSSIGITE

Chronic: NOWE KNDHH

— - —
DISPOSAL, FIRE, SPILLS (see attached sheet)
Jispesal: W Fire: Lesks B Spills: £
Jecomposition Froducts: NI
—

REFERENCES CONGULTED
Inder, ACGIH TLV Sk let

Cther RcfcrrnCeS Bawleys (1ILR, DAL Rexp Info, boisem Handbk, 1st A€ Tor Chem Accidents
Last Revision Rate:

Chemical Classification: SIMLL RUHAT N /17990
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scology and envirooment. inc.
JOB NO ZT2051 RBAZARD EVALUATIOR OF CHEMICALS PREPARATION/UFDATR DATE 10/19/9)
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CHEMICAL NAME: PENTACHLOROPHENOL

CAS NUMBER: B7-B6-5 DOT NAME/ID NO.: ENV HAZ SUB, SOLID, n.o.s. (PENTACHLOROPHENOL) UN3077 RQ: 10
SYNONYMS: PCP, DOWICIDE 7, PENCHLOROL

CHEMICAL AND PHYSICAL PROPERTIES:
CHEMICAL FORMULA: C6C1SOH MOLECULAR WEIGHT: 266 PINSICAL, STATE: SOLID SPG/D 1.98  SOLUBILITY (120): 1MSOLUBLE

VAPOR PRESS: 0002 MM FRERZING POLINT: 370 ¥ BOLILING POINT: 590 FLASH POINT: HOT FLAM FLAMMADLE LIMITS: NOT #1L.AM
ODOR CARACTERESTICS :

INCOMPATANTLITTIES : STRONG OXIDIZERS, DASES, ACID CHLORIDE & ANNYDRIDES

BIOLOGICAL. PROPMERTIES:

10t TLV-THA: 0.5 MG/M3 PEL: 0.5 MG/M3 ODOR THRESHOLD: M/A
HUMAN (LCLO) : RAT/MOUSE (LC50): 11700 MQ AQUATI1C:
CARCINOGEN: PROBABLE HUMAN, CONF ANIMAL TERATOGEN: MUTIGEN: N/A
ROUTE OF EXPOSURE: {X) INHALATION {X) EYE CONTACT [X) SKIN CONTACT {X) INGESTION

HANDLING RECOMMENDATIONS (PERSONAL PROTECTIVE MEASURES):

APPROPRIATE CLOTHING TO PREVENT REPEATED OR PROLONGED SKIN CONTACT, WEAR EYE PROTECTION FACE SH1ELDS, RESPIRATORS WITH ORGANIC VAPOR AND DUST (H)
CARTRIDGES

HONITORING RECOMMENDATIONS :
PARTICULATE MONITORING: RAM/MINIRAM; HNU

HEALTH HAZARDS: CARDIOVASCULAR, AND RESPIRATORY SYSTEMS; EYES; LIVER; KIDNEYS; AND SKIN; CENTRAL NERVOUS SYSTEM

N

ACUTE SYMPTOMS: IRRITATION OF EYES & MUCOUS MEMBDRANCES, SNEEBZING, COUGHING, WEAKNESS, HIGH FEVER, ANOREXIA, SWEATING, DIZZINESS, NAUSEA,
VOMITING, CHEST PAINS

CHRONIC SYMPTOMS: DERMATITIS, LIVER AND/OR KIDNEY DAMAGE, RISK OF SERIOUS INTOXICATION INCREASES WITH HOT WEATHER

FIRST Al .
I&NIAQI\IT)‘ION: REMOVE 'll‘O FRESH AIR, GIVE ARTIFICAL RESPIRATION IF NEEDED, SEEK MEDICAL ATTENTION
EYE CONTACT: FLUSH/RINSE WITHL LARGE AMOUNTS OF WATER FOR AT LEAST 1% MINUTES
SKIN CONTACT: REMOVE CONTAMINATED CLOTHING; WASH WI1TIl SOAl’ AND WATER
INGESTION: GIVE LARGE QUANTITIES OF WATER; INDUCE VOMITING; SEEK MEDICAL ATTENTION

DISPOSAL/WASTE TREATHENT:
RCRA F027; DISPOSAL PER 40 CFR 261 AND 40 CFR 268

REFERENCES CONSULTED: { ) VERSCHUERAN [ ) MERCK INDEX {X]) HAZARDLINE {X]) ACGIHN ([ ] TOXIC & HAZARDOUS SAFETY MANUAL {X] CHRIS [X) SAX
[X] NI1OSit/OSHA POCKET GUIDE

{ )} OTHER: ALDRICH, SITTIG
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ecology and environment. inc.
HAZARD RVALUATION OF CHEMICALS PREPARATION/UPDATE DATE 5/8/9%0

CHEMICAL NAME: ARSENIC
CAS NUMBER: 7440-38-2  DOT NAME/ID NO.: ARSENIC, UN 1558

JOB NO 1T2051

RQ:
SYNONYMS :
CHEMICAL AND PHYSICAL PROPERTIES:
CHEMICAL FORMULA: As MOLECULAR WEIGHT: 74.9 PHYSICAL STATE: BLACK SOLID SPG/D N/A SOLUBILITY (H20): INSOL
VAPOR PRESS: FREEZING POINT: N/A BOILING POINT: SUBLIM FLASH POINT: FLAMMABLE LIMITS: N/A
ODOR CHARACTERISTICS: ODORLESS
INCOMPATADILIITIES: HALOGENS, OXIDIZERS, ZINC, DROMINE, AZIDE, AIR
BIOLOGICAL PROPERTIES:
IDLH: 100 MG/M3 TLV-TWA: 0.2 MG/M3 PEL: 10 UG/M3 ODOR TIRESHOLD:

HUMAN (LCLO) : ORAL RAT/MOUSE {LCSO) : AQUATIC:

CARCINOGEN: YES TERATOGEN : MUTIGEN:
ROUTE OF EXPOSURE: [X) INHALATION {X) EYE CONTACT [ 1 SKIN CONTACT {x] INGESTION

HANDLING RECOMMENDATIONS (PERSONAL PROTECTIVE MEASURES):
<100 UG/MI USE APR; >UG/M3 USE SCBA; VITON, VINYL, NITRILE, NEOPRENE.

HONITORING RECOMMENDATIONS:

.
\-

HEALTH HAZARDS: SYSTEMIC POISON REQUIRING SPECIFIC ANTIDOTE

£

ACUTE SYMPTOMS: ING-STOMACH DISTURBANCES, BURNING/DRY ORAL CAVATIES, VOMITING, SEVERE WEAKNESS, PERFORATION OF NASAL SEPTUM, IRRITATION OF

RESPIRATORY TRACT, POSSIBLE SKIN IRRITATION

CHRON1IC SYMPTOMS: IHL-INDUSTRIAL CHRONIC POISIONING, FATIGUE, WEAKNESS, LOSS OF APPETITE, NAUSEAU, DIARRHEA, HORSENESS, UPPER RESP MUCOSA
IRRITATION, ADVANCED STAGES SEE NERVE PROBLEMS IN EXTREMITIES, LIVER DAMAGE, LUNG CANCER, SKIN CANCER.

FIRST AID
INHALATION REMOVE TO FRESH AIR; GIVE ARTIFICIAL RESPIRATION IF NEEDED
EYE CONTACT: FLUSH/RINSE WITH LARGE AMOUNTS OF WATER FOR AT LEAST 15 MINUTES
SKIN CONTACT: REMOVE CONTAMINATED CLOTHING; WASH WITHl SOAP AND WATER

INGESTION: GET MEDICAL ATTENTION IMMEDIATELY

DISPOSAL/WASTE TREATHENT:

REFERENCES CONSULTED: [ ) VERSCHUERAN [ ) MERCK INDEX [ ) HAZARDLINE ([X) ACGIH ([ ) TOXIC & HAZARDOUS SAFETY MANUAL
[X] N1OSH/OSHA POCKET GUIDE

(] OTHER: SAX, ALDRICH

[ 1 CHRIS [ ] SAX
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ecology and environment. ine.

JOB NO ZT2051 HAZARD EVALUATION OF CHEMICALS PREPARATION/UPDATE DATE 4-12-89

CHEMICAL NAME: BARIUM
CAS NUMBER: DOT NAME/ID NO.: 1400 RQ:
SYNONYMS: METALLIC BARIUM, BARIUM METAL

CHEMICAL AND PHYSICAL PROPERTIES:

CHEMICAL FORMULA: BA MOLECULAR WEIGHT: 117.36 PHYSICAL STATE: SOLID SPG/D 3.5 SOLUBILITY (1120} : REACTS

VAPOR PRESS: 10MM FREEZING POINT: 1337 F BOILING POINT: FLASH POINT: FLAM SOLID FLAMMADLE LIMITS:
ODOR CHARACTERISTICS:

INCOMEATARILTUTIES : REACTS WITH WATER RELEASING TOXIC GASES. AMMONIA, O7,IALOGENS, ACIDS METAL TN POWDERED FORM 1S EXPLOSIVE
BIOLOGICAL PROPERTIES:

IDLH: 250 MG/M) TLV-THA: 0.5 MG/M) PEL: 0.5 MG/M) ODOR FIRESHOLD ;
HUMAN {LCLO) : RAT/MOUSE (LCSO) : AQUATIC:
CARCINOGEN: TERATOGEN : MUTIGEN:
ROUTE OF EXPOSURE: (X} INMALATION {X) EYE CONTACT [X} SKIN CONTACT {X] INGESTION

HANDLING RECOMMENDATIONS (PERSONAL PROTECTIVE MEASURES):
PREVENT SKIN CONTACT, WEAR GLOVES, IMPERVIOUS CLOTHING

MONITORING RECOMMENDATIONS:
N
\‘.
HEALTH WAZARDS SOLUBLE BARIUM COMPOUNDS ARE PRIMARY SKIN IRRITANTS AND CONVULSANT POISONS. MAY CAUSE LOCAL IRRITATION OF EYES, NOSE, THROAT,
BRONCHIAL TUBES AND SKIN. SOLUBLE BARTUM COMPOUNDS MAY ALS0 CAUSE SEVERE STOMACH PAINS, SLOW PULSE RATE, IRREGULAR HEART BEAT,
ACUTE SYMPTOMS: TIGHTNESS OF NECK AND FACIAL MUSCLES, VOMITTING, DIARRHEA, PAIN, WEAKNESS, CARDIAC DISTURBANCES AND CONVULSIONS

CHRONIC SYMPTOMS: NO CHRONIC POISONING HAS BEEN REPORTED

FIRST AID
INHALATION: REMOVE TO FRESH AIR, GIVE ARTIFICAL RESPIRATION IF NEEDED, SEEK MEDICAL ATTENTION
EYE CONTACT: FLUSI/RINSE WITH LARGE AMOUNTS OF WATER FOR AT LEAST 15 MINUTES
SKIN CONTACY: REMOVE CONTAMINATED CLOTIING: WASH IMMEDIATELY WITH SOAP AND WATER
INGESTION: GIVE LARGE QUANTITIES OF WATER; INDUCE VOMITING; SEEK MEDICAL ATTENTION

DISPOSAL/WASTE TREATMENT:

REFERENCES CONSULTED: { )] VERSCHUERAN [ ] MERCK INDEX [ | HAZARDLINE { ) ACGIH { ) TOXIC & HAZARDOUS SAFETY MANUAL [ } CHRIS [ ) SAX
[ ) NIDSH/OSHA POCKET GUIDE

{ } OTHER: OIS DATABASE
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ecology and environment. inc.
JOB NO 2T2051 HAZARD EVALUATION OF CHEMICALS PREPARATION/UPDATE DATE 5-8-90
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CHEMICAL NAME: CADMIUM
CAS NUMBER: 7440-43-9 DOT NAME/ID NO. :

RQ:
SYNONYMS: C.1 77180
CHEMICAL AND PHYSICAL PROPERTIES:
CHEMICAL FORMULA: CD MOLECULAR WEIGHT: 112.4 PHYSICAL STATE: CRYSTALS SPG/D B.642 SOLUBILITY {1120): INSOLUBLE
VAPOR PRESS: FREEZING POINT: 609 F BOILING POINT: 1412 F FLASH POINT: N/A FLAMMARLE LIMITS: N/A
OPOR CHARACTERISTICS: NONE
INCOMPATABILTIITIES: STRONG OXIDIZERS, SULFER, SELENIUM, ZINC, AMMONIA
BIOLOGICAL PROPERTIES:
IDLH: 40 MG/M3 TLV-THA: .05 MG/M) PEL: .2 MG/M3 ODOR THRESHOLD:
HUMAN (LCLO): TCLO 39MG/M3/20M RAT/MOUSE ({LCS0) : AQUATIC: N/A
CARCINOGEN: ANIMAL-POS TERATOGEN : MUTIGEN: EXP
ROUTE OF EXPOSURE: [X) INHALATION [X) EYE CONTACT [X) SKIN CONTACT [X) INGESTION
HANDLING RECOMMENDATIONS (PERSONAL PROTECTIVE MEASURES):
ANY DETECTABLE AIR CONCENTRATION-USE SCBA, USE CHEMICAL RESISTANT GLOVES & BOOTS
MONITORING RECOMMENDATIONS:
N,
.‘\

HEALTH HAZARDS: CADMIUM DUST MAY CAUSE JIRRITATION OF THE NOSE AND THROAT. IF ENOUGH ‘HAS BEEN INHALED AFTER A DELAY OF SEVERAL HOURS, A PERSON

MAY ALSO DEVELOP COUGH, CHEST PAIN, SWEATING, CHILLS, SHORTNESS OF BREATH, AND WEAKNESS. DEATH MAY OCCUR. INGESTION OF CADMIUM
ACUTE SYMPTOMS: IRRITATION OF NOSE & THROAT, 2-HOUR DELAY BEFORE SYMPTOMS OF COUGH, CHEST PAIN, NAUSEA, VOMITING, DIZZINESS, CHILLS, STOMACH

DISTRESS, NAUSEA, VOMITING, DIARRHEA, ABOMINAL CRAMPS

CHRONIC SYMPTOMS: LOSS OF SMELL, ULCERATION OF NOSE, SHORTHMESS OF DREATH, LIVER DAMAGE, KIDNEY DAMAGE (MOST AFFECTED), MILD ANEMIA, EMPHYSEMA,
LINKED TO CANCER & HYPERTENSION

S .
FHI{N.}[IA?J‘\EION: REMOVE TO FRESH AIR, GIVE ARTIFICAL RESPIRATION IF NEEDED, SEEK MEDICAL ATTENTION
EYE CONTACT: FLUSH/RINSE WITH LARGE AMOUNTS OF WATER FOR AT LEAST 15 MINUTES
SKIN CONTACT: REMOVE CONTAMINATED CLOTHING; WASH WITH SOAP AND WATER
INGESTION: GIVE LARGE QUANTITIES OF WATER; INDUCE VOMITING; SEEK MEDICAL ATTENTION

DISPOSAL/WASTE TREATHENT:
TOXIC CD FUMES

REFERENCES CONSULTED: [ ) VERSCHUERAN { ) MERCK INDEX ( ) HAZARDLINE [X) ACGIH { ] TOXIC & HAZARDOUS SAFETY MANUAL [ ) CHRIS { | SAX
[X} NIOSH/OSHA POCKET GUIDE

[ ) OTHER: SAX,ALDRICH,RTECS, CASARETT & DOULL’S TOXICOLOGY, NIOSH OCCUPATIONAL HEALTHGUIDES
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ecology and environment. inc.
JOB NO 2T2051 HAZARD RVALUATION OF CHEMICALS PREPARATION/UPDATE DATE §/07/93
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CHEMICAL NAHE: Chromium
CAS NUMBER: 744-47-3 DOT NAME/ID NO.:

RQ:
SYNONYMS: Chromium metals and insoluable salts
CHEMICAL AND PHYSICAL PROPERTIES:
CHEMICAL FORMULA: Cr MOLECULAR WEIGHT: 52 PHYSICAL STATE: Solid SPG/D 7.2 SOLUBILITY (H20): insoluable
VAPOR PRESS: Variable FREEZING POINT: 3339 F BOILING POINT: 4842 F FLASH POINT: variable FLAMMARLE LIMITS: 23% LEL B
ODOR CHARACTERISTICS: NA
INCOMPATABILIITIES: Strong Oxidizers,
BIOLOGICAL PROPERTIES:
IDLI: 500 mg/m3 TLV-THA: NA PEL: 1.0mg/m3 ONDOR THRESHOLD :

HUMAN ({L.CLO) : RAT/MOUSE {LC50) : AQUATIC:

CARCINOGEN: TERATOGEN: MUT1GEN:
ROUTE OF EXPOSURE: {X} INHALATION {X} EYE CONTACT X} SKIN CONTACT X} INGESTION
HANDLING RECOMMENDATIONS (PERSOMAL PROTECTIVE HMEASURES):
Respiratory protection with GMC-H cart. >Smg/m3 use SCBA
Skin protection (gloves and coveralls)
HONITORING RECOMMENDATIONS:
Particulates in air - wminiram N

N

WEALTH HAZARDS:
ACUTE SYMPTOMS: contact dermatitis, ulceration of skin and nasal mucosa, {rritation of eyes and mucous membrane
CHRONIC SYMPTOMS: Not available
FIRST AID

TNHALATION: REMOVE TO FRESH AIR, GIVE ARTIFICAL RESPIRATION IF NEEDED, SEEK MEDICAL ATTENTION

EYE CONTACT: FLUSH/RINSE WITH LARGE AMOUNTS OF WATER FOR AT LEAST 15 MINUTES

SKIN CONTACT: REMOVE CONTAMINATED CLOTIIING; WASH WI'tIl SOAP AND HWATER

INGESTION: GIVE LARGE QUANTITIES OF WATER; INDUCE VOMITING; SEEK MEDICAIL, ATTENTION
DISPOSAL/WASTE TREATMENT:
Segregate contaminated material, double bag, dispose of as hazardous materlal
REFERENCES CONSULTED: 1 ) VERSCHUERAN { ) MERCK INDEX | )} NAZARDLINE [X) ACGIM [ ) TOXIC & HAZARDOUS SAFETY MANUAL {X) CHRIS [ | SAX

iX} N10SH/OSHA POCKET GUIDE
[ ) OTHER: Pattys Industrial Hygliene and Toxicology
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JOB NO ZT2051 HAZARD EVALUATION OF CBEMICALS

PREPARATION/UPDATE DATE 5-22-90

CHEMICAL NAME: ETHYL BENZENE
CAS NUMBER: 100-41-4 DOT NAME/ID NO.:

RQ:
SYNONYMS: PHENYLETHANE, ETHYL BENZOL
CHEMICAL AND PHYSICAL PROPERTIES:
CHEMICAL FORMULA: C2H5C6HS MOLECULAR WEIGHT: 106 PHYSICAL STATE: LIQU’ID SPG/D 0.867 SOLUBILITY (N20): SLIGHTLY
VAPOR PRESS: 7.1 MM FREEZING POINT: -139 F DOILING POINT: 277 F FLASIL POINT: 59 F FLAMMABLE LIMITS: 1.0-6.7%
ODOR CHARACTERISTICS:
INCOMPATADILIITIES: OXIDIZERS, OZONE, OXYGEN
BIOLOGICAL PROPERTIES:
IDLH: TLV-THA: 100 PPM PEL: 100 PPM ODOR THRESHOLD: 140 PPM
HUMAN (LCLO): 100 PPM RAT/MOUSE (LC50): 400 PPM AQUATIC: 100-10 PPM
CARCINOGEN: NEG TERATOGEN MUTIGEN: NEG
ROUTE OF EXPOSURE: [X) INHALATION {X] EYE CONTACT [X] SKIN CONTACT (X] INGESTION

HANDLING RECOMMENDATIONS (PERSONAL PROTECTIVE MEASURES):
100 PPM APR W/CHEMICAL CARTRIDGE, 2000 PPM-SCBA, EXCEL-VITON;POOR-BUTYL, NATURAL; VAR-NEOPRENE, NITRILE

MONITORING RECOMMENDATIONS:

HEALTH HAZARDS: DO NOT INDUCE VOMITING MEDICAL ATTENT TO REMOVE BY GASTRIC LAVAGE, MOVE TO FRESH AIR, CPR IF NECESSARY, MEDICAL ATTENT, IRRIGATE

IMMED W/WATER, WASH SKIN THROUGHLY W/SOAP & WATER

IRRITATION OF SKIN,EYES, NOSE, MUCOUS MEMBRANES, DIZZINESS, CONSTRICTION OF CHEST, LACRIMATION, NAUSEA, HEADACHE, VOMITING, CNS
DEPRESSION

ACUTE SYMPTOMS:

CHRONIC SYMPTOMS: SKIN CONTACT MAY CAUSE ERYTHEMA & SKIN INFLAMMATION, NO OTHER DATA FOR CHRONIC EFFECTS

A .
F"I{lsizlf\hll\EION: REMOVE TO FRESH AIR, GIVE AMYL NITRITE PEARLS; GIVE ARTIFICAL RESPIRATION IF NEEDED, SEEK MEDICAL ATTENTION
EYE CONTACT: FLUSH/RINSE WITH LARGE AMOUNTS OF WATER FOR AT LEAST 15 MINUTES
SKIN CONTACT: REMOVE CONTAMINATED CLOTHING; WASH WITH SOAP AND WATER
INGESTION: DO NOT INDUCE VOMITING

DISPOSAL/WASTE TREATMENT:

REFERENCES CONSULTED:
{X) NIOSH/OSHA POCKET GUIDE
[ ] OTHER: ALDRICH

{ ] VERSCHUERAN ( } MERCK INDEX [ ) HAZARDLINE ([X] ACGIN ( ) TOXIC & HAZARDOUS SAFETY MANUAL ([X] CHRIS [X]) SAX
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JOB NO ZT2051 HAZARD EVALUATION OF CHEMICALS PREPARATION/UPDATE DATE S5-23-90

CHEMICAL NAME: NICKEL
CAS NUMBER: 7440-02-0  DOT NAME/ID NO.: RQ:
SYNONYMS: RANEY ALLOY, NICKEL PARTICLES

CHEMICAL AND PHYSICAL PROPERTIES:

CHEMICAL FORMULA: NI MOLECULAR WEBIGHT: 58.7 PHYSICAL STATE: POWDER SPG/D N/A SOLUBILITY (#20): INSOLUBLE
VAPOR PRESS: N/A FREEZING POINT: 2651 F BOILING POINT: 4946 F FLASH POINT: N/A FLAMMABLE LIMITS: N/A
ODOR CHARACTERISTICS:

INCOMPATABILIITIES: STRONG ACIDS, SULFUR, WOOD, POTASSIUM PERCHLORATE, POWDER FORM 1S EXPLOSIVE

BIOLOGICAL PROPERTIES:

1IDLH: TLV-THA: 1 MG/M3 PEL: 1 MG/M3 ODOR THRESHOLD: NONE
HUMAN (LCLO) : RAT/MOUSE (LC50) : AQUATIC:
CARCINOGEN: HUMAN-SUS TERATOGEN : MUTIGEN: EXPER
ROUTE OF EXPOSURE: {X] INHALATION (X) EYE CONTACT {X} SKIN CONTACT (X) INGESTION

HANDLING RECOMMENDATIONS (PERSONAL PROTECTIVE MEASURES):
ANY DETECTABLE LIMIT USE SCBA, PREVENT SKIN EXPOSURE OR PORLONGED CONTACT

MONITORING RECOMMENDATIONS:
\‘.
b
HEALTH HAZARDS: N
ACUTE SYMPTOMS: IRRITATION OF SKIN, EYES, MUCOUS MEMBRANES OF UPPER RESPIRATORY TRACT, NAUSEA, VOMITING, GIDDINESS, HEADACHE

CHRONIC SYMPTOMS: DERMATITIS RESULTING FROM SKIN SENSITIZATION, CANCER OF THE LUNG & NASAL PASSAGES IN NICKEL REFINING EMPLOYEES

FIRST AID :
INHALATION: REMOVE TO FRESH AIR, GIVE ARTIFICAL RESPIRATION IF NEEDED, SEEK MEDICAL ATTENTION
EYE CONTACT: FLUSH/RINSE WITH LARGE AMOUNTS OF WATER FOR AT LEAST 15 MINUTES
SKIH CONTACT: REMOVE CONTAMINATED CLOTHING; WASIHE WITH SOAD AND WATER
INGESTION: DO NO INDUCE VOMITING; SEEK MEDICAL ATTENTION TO REMOVE BY GASTRIC LAVAGE

DISPOSAL/WASTE TREATHENT:

REFERENCES CONSULTED: ( ) VERSCHUERAN { ] MERCK INDEX {X] HAZARDLINE (X] ACGIH { ]} TOXIC & WAZARDOUS SAFETY MANUAL { } CHRIS {X} SAX
{X} NIOSH/OSHA POCKET GUIDE
{ ] OTHER: ALDRICH
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JOB NO 2T20S51 HAZARD EVALUATION OF CHEMICALS PREPARATION/UPDATE DATE 5-29-90
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CHEMICAL NAME: XYLENE, ALL ISOMERS
CAS NUMBER: 1830-20-7 DOT NAME/ID NO.: FLAMMABLE RQ:
SYNONYMS: DIMETHYLBENZENE, XYLOL

CHEMICAL AND PHYSICAL PROPERTIES: :
CHEMICAL FORMULA: C6M4 (CH3)2 MOLECULAR WEIGHT: 106.20  PHYSICAL STATE: LIQUID SPG/D 086 SOLUBILITY (H20) :

INSOLUBLE
VAPOR PRESS: 9 MM FREFZING POINT: BO1LING POINT: FLASHH POINT: 31 F FLAMMABLE LIMITS:
OPOR. CHARACTERISTICS: AROMATIC ODOR, SWEET
INCOMPATABILIITIES: STRONG OXKIDIZERS
BIOLOGICAL PROPERTIES:
IDLH: 1000 PPM TLV-TWA: 100 PPM PEL: 100 PPM ODOR THRESHOLD: 20 prpM

HUMAN (LCLO) : RAT/MOUSE (LC50) : AQUATIC:

CARCINOGEN: TERATOGEN: MUTIGEN: EXPER
ROUTE OF EXPOSURE:  [X] INHALATION (X] EYE CONTACT (Xl SKIN CONTACT [X] INGESTION
HANDL ING RECOMMENDATIONS (PERSONAL PROTECTIVE MEASURES):
APR DUSTY/WINDY CONDIT OR KNOWN HIGH CONCENT OR 1 BUT SPPM SCBA, COVERALL PE TYVEK, GLOVES PVA, VITON PVA DEGRADES IN WATER
HONITORING RECOMMENDATIONS:

N,
\.
HEALTH MAZARDS:
ACUTE SYMPTOMS: VAPOR CAUSE DIZZINESS, HEADACHE, COUGH, PULMONARY DISTRESS/EDEMA, NAUSEA/VOMITING, ABDOMINAL CRAMPS, NARCOTIC IN HIGH CONCENT,
MILD SKIN IRRITANT

CHRONIC SYMPTOMS:  POSSIBLE LIVER AND/OR KIDNEY DAMAGE, PULMONARY CONGESTION, INGESTION MAY BE FATAL
FIRST AID »

INHALATION: REMOVE TO FRESH AIR, GIVE ARTIFICAL RESPIRATION IF NEEDED, SEEK MEDICAL ATTENTION

EYE CONTACT: FLUSH/RINSE WITH LARGE AMOUNTS OF WATER FOR AT LEAST 15 MINUTES

SKIN CONTACT: REMOVE CONTAMINATED CLOTHING; WASIt WITH SOAP AND WATER

INGESTION: DO NOT INDUCE VOMITING; SEEK MEDICAL ATTENTION
DISPOSAL/WASTE TREATMENT:
REFERENCES CONSULTED: { 1 VERSCHUERAN (X} MERCK INDEX ( ] HAZARDLINE (X} ACGIN [ | TOXIC & UAZARDOUS SAFETY MANUAL [X] CHRIS { | SAX

[X] N1OSH/OSHA POCKET GUIDE
[ ) OTHER: RTECS, NIOSH GUIDES, SIGMA-ALDRICH
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JOB NO ZT2051 HAZARD EVALUATION OF CHEMICALS PREPARATION/UPDATE DATE 6-09-913

CHEMICAL NAME: ZINC
CAS NUMBER: DOT NAME/ID NO.: RQ:
SYNONYMS: BLUE POWDER, CI 77945 JASAD

CHEMICAL AND PHYSICAL PROPERTIES:

CHEMICAL FORMULA: ZN MOLECULAR WEIGHT: 6517 PHYSICAL STATE: SOLID SPG/D 714 SOLUBILITY (H20): INSOLUBLE

VAPOR PRESS: FREEZING POINT: 787 F BOILING POINT: 1655 F FLASH POINT: NON FLAM FLAMMABLE LIMITS:
ODOR CHARACTERISTICS:

INCOMPATABILIITIES: ACIDS, SODIUM PEROXIDE, CHLORINE, WATER SULFER

810LOGICAL PROPERTIES:

IDLH: TLV-TWA: 10mg/m3 PEL: 10mg/m3 ODOR THRESHOLD:
HUMAN (LCLO) : RAT/MOUSE (LCS0) : AQUATIC:
CARCINOGEN: TERATOGEN : MUTIGEN:
ROUTE OF EXPOSURE: {X) INHALATION (X} EYE CONTACT {X} SKIN CONTACT {X} INGESTION

HANDL ING RECOMMENDATIONS (PERSONAL PROTECTIVE MEASURES):
PREVENT PROLONGED SKIN CONTACT WEAR IMPERVIOUS CLOTHING, GLOVES AND FACESHIELD

MONITORING RECOMMENDATIONS:

™.
\

HEALTH HAZARDS: N
ACUTE SYMPTOMS: SKIN IRRATATION, COUGHING WEAKNESS, MUSCULAR ACHE, FEVER, NAUSEA VOMITING
CHRONIC SYMPTOMS: NONE SPECIFIED
FIRST AID

INHALATION:

EYE CONTACT: FLUSIH/RINSE WITIH{ LARGE AMOUNTS OF WATER FOR AT LEAST 15 MINUTES; SEEK MEDICAL ATTENTION

SKIN CONTACT:

INGESTION:

DISPOSAL/WASTE TREATMENT:
PLACE CONTAMINATED CLOTHING IN CLOSED CONTAINERS FOR STORAGE UNTIL LAUNDERED OR DISCARD

REFERENCES CONSULTED: (] VERSCHUERAN [ | MERCK INDEX { ] HAZARDLINE (X} ACGIH ([ ]} TOXIC & HAZARDOUS SAFETY MANUAL (X} CHRIS [ } SAX
{X) NIOSH/OSHA POCKET GUIDE

[ } OTHER: OHS, Pattys Industrial Hygiene and Toxicology



DRUM HANDLING/OPENING SOP
29 CFR 1910.120 PRARAGRAPH J

1) HANDLING:
A) All drums are to be inspected for integrity before moving or

2)

B)

c)

D)
E)

F)

opening.

All inaccessible drums will be moved at a later time for
better access if possible.

All unlabeled/unmarked drums/containers are to be considered
hazardcus and handled accordingly.

DO NOT climb on or stand on drums for any reason.
DO NOT move or attempt to open bulging drums.

Avold suspicious or unusual containers.

OPENING:
A) Employees/workers not involved in drum opening will keep a

B)

c)

E)

F)

safe distance from drums/containers being opened.

If workers are to work near to drums/containers being opened,
shielding must be provided that does not interfere with the
work operation and must be placed between the workers and the

drums/containers being opened. (w«<z . gei- o y

v

When opening drums, wear level B protection, splash apron,
face shield and all other appropriate PPE.

Visgueen shielding will be placed between worker and drum
when opening in such a manner as to prevent contamination

to the worker.

Use a brass bung wrench when opening a bung top
drum/container; bungs should be turned slowly to release any
pressure in the drum. Allow pressure to equalize with the

atmosphere.

Suspected shock sensitive drums/containers and/or radiocactive
waste/chemical drums/containers should be left alone. Contact
the regional safety officer.

-~
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Hazard (liquid): By ingestion and inhalation; skin polychlorlmd bipheayl. (PCB).

irnitant. .
See also polymer, stereospecific.

polybutene. See polybutylene.

ybutylene. (polybutene; polyisobutylene;

1y1sobutene) Any of several thermoplastic
isotactic (stereo-regular) polymers of isobutene
of varying molecular weight, also polymers of
putene-1 and butene-2. Butyl rubber is a type
of polyisobutene to which has been added 2%
of isoprene, which provides sulfur linkage sites
for vulcanization. [sobutene can be homopoly-
merized to various degrees in chains containing
from 10 to 1000 units, the viscosity increasing
with molecular weight. Combustible.
See also “Vistanex.”
Use: Lubricating-oil additive, hot-meit adhesives,
sealing tapes, special sealants, cable insulation,
polymer modifier, viscosity index improvers,

- films and coatings.

butylene terephthalate. An engineering plas-
tic derived from 1,4-butanediol, it is a thermo-
f ‘plastic polyester with a broad spectrum of uses.

f’" ;'-ulyenrbaﬂl."“’ TM for a glass fiber-reinforced
4 lycarbonate.

ate.

(COOCHsC(CHy)yCeH;sO0)n .
& A synthetic thermoplastic resin derived from bis-
I~ phenol A and phosgene, a linear polyester of
carbonic acid: Can be formed from any dihy-
droxy compound and any carbonate diester, or
by ester interchange. Polymerization may be in
eous emulsion or in n solution.
rties: Transparent (90% light transmission),
soncorrosive, weather and ozone-resistant, non-
toxic, stain-resistant. Combustible but self-extin-
yguishing, low water absorption, high impact
ength, heat-resistant, high dielectric strength,
dimensionally stable, soluble in chlorinated hy-
drocarbons and attacked by strong alkalies and
somatic hydrocarbons, stsble to nimeral acids,
£ imsoluble in aliphatic aicohols. Excellent for all
molding methods, extrusion, thermoformisig etc.;
ily fabricated by all methods imciuding ther-
oforming and fluidized bed#
: Molded products, sok ‘or ﬂtnlded
ﬁlm, structural parts, tubes-umsd piping, pros-
thetic devices, meter face ‘nonbeeakable

‘mdows street-light globﬂ; m appli-

boxylic acid. An orgam'c acid contnining
0 or more carboxyl (COOH) groups.

tMor. General name for synthetic chlowi-
td hydrocarbons.
Pesticides.

933

POLY-1, l-DIHYDROPER

CAS: 1336-36-3. One of several aromatic
compounds containing two benzene nuclei with \
two or more substituent chlorine atoms. They :
are colorless liquids with d 1.4-1.5. Because of l
their persistance, toxicity, and ecological damage |
via water pollution their manufacture was dis- /
continued in the US in 1976.

L'Hawd Highly toxic. o ¥
polychiorepreme. See neoprcne

polychloretrifinoroethylese. (PCTFE).
See chlotwﬁuoroethylme polymer.

“Polycin.”™s . TM for (1) an elastic, tacky, gel-
like solid resulting from the polymerization of
castor oil, used in rubber compounding, floor
tile manufacture, and as a polymeric plasticizer;
(2) a series’ of polyols used in the preparation
and of urethane polymers for protective
coatings, insulation, and elastomers.

“Polyco. """ :m for a series of thermoplastic
polyma:g}h:hofwam emulsions or sol-
vent solug ,tovmylacetatepdymem

. yinyl and vmyhdenechlonde
eopnlym and wntcr—solu-
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stensen,
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Caution: Va
eyes. Prolonged
dizziness, 1

3046. 2,2’ Dj
Phenyl]-4,4' diamine.
56.94%, H 3.98%, C]
chloronitrobenzene:
Cain, May, J. Chem.

Needles from water or

insol in water;
Hydrochloride,

moderately sol in wate;

chlorobenzidine,

Soc. 97, 723 (191

moderately sol in alc;
CuH,.Cl,Nz.ZHCI.

C,,H, ,CLLN
28‘011%.‘.N2H.07%.
Laubenheimer, Ber,
0).

Cl1 cl

prisms from aic,

T.

USE: Manuf azo dyes.

3047. 3,3 -
phenyl)-l,l’-diamine;
DCB. CH,, O
28.01%, N 11.07%

Dichlorobenzidine,
LN, mol wt 253.13. Cs

3,3 -dichloro-4,4

Prepn from o-chlo

900). Review and evaluation of stud

ies of carcinogenicity in laboratory animalg

Page 482

49-55 (1974).

n and crystn: Mueller, W,

P —24.76". dP 1.2884,

ustrial

dP 1.30s9,
Flash pt, closed cup: 15
ter; miscible with alc, ether,

Paracide; PDB; Paradichloro
Di -chloricide; Paramoth. Empirical
and o-dichloroben -
structure
Housty, Clastre,

Acta Cryst. 10, 695
(1957); of monoclinic form (a«
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Prepn: Thiele, Giinther,

Note: This substance may reasq
carcinogen: Fourth Annual Repoey
85-002, 1985) p 79, oL TF

USE: M.nufazodyu;uap' lormg
Yellow pigments.

3048, Dichlorobenzy! ‘Akcdhol, ¥

l; Dybenal. C-,H‘G}O, mol W

H 3.42%, 40.05%, O 9.04%,. Prepa:

Trav. Chim. 51, 98 (1932); Metayer, D
Chim. France 1954, 615.

x

i

e ‘Waugh, 1. Org. Chem. 30, 3240 (
l 4]
NC. 1
[ " o
Crystals, mp 59.5°. )

THERAP CAT: Antiseptic.

*. Dec

tals, mp 213.5-215° :

m’. 1 l-Dichloro '2,2 -bis(p-cl w crys . . Slightly sol :
I'.(2_2-D|'c’hloro¢rhyliden¢)l?i:[4-c ) mge flceuc acid. gh

rggxl;;h;npylfggrg pr,,la%gfgfmr . '~ agent, especially in ste- "{“"

320.05. C 52.54%, H 3.15%, Q1 44.31% - methane. Di. dich

Pesticide; a component of technical grade DERM
condensing dichloroacetaldehyde with d Y
ler et al, J. Am. Chem. Soc. 67, 159, 1

cHel, L
| -
0

\ 1% Freon 12; Frigen 12; Geuctron
» Mol wt 125.92. C 9.?370. Cl
&h: Henne, Organic Reactions 2,
Zentr, 1907, 11, 581. Manuf: Fait}
"nal Chemicals, F. A. Lowenhei
v -Interscience, New York, 4th

Peactical)y odorless, noncorrosive.

- € Bas.  Faint, cther-like odor ir.

. o . hue u 8 —298 | 486.

Crystals, mp 109-110". The chemical P TN bpy. 21“2’.25,_50;‘, d +16.1% bp,

imilar to those of DDT. LDy ; YD, bp.‘ +95.6°. Concal temp 111

/kg, T. B. Gaines, Toxicol Appl = 04 ae 82 Ib/sq inch). Dipole mc

1969). ightly © S Sol in alcohol, ether. Absorb

USE: Insecticide. Caution: Slightly - e Has little, if any, anesthetic or t

Acute toxicity symptoms: lethargy but ""; » "'nua may be formed on contact v
/mated fatal oral dose 5 g/kg body ‘%.

Symptoms: atrophy of adrenal cortex. iver
toms similar to DDT, q.v.

3050. 1,1-Dichloro-2,2-b
(2,2-Dichloroethylidene) bis[ 4-ethylbenzentt X

% ."‘hlesl Government regulation:

L aerosol propellant.
3

phoiniy , 5,5 dim dantoin.
Phenyl)-1,1 -dichloroethane; di(p—elh’;ln 301 B ,”'2-4~imi:isazou:::z,l::¢y".¢; Dact:
ane; Perthane; Q-137. C,,H,,Cl,; mol . R fopdl wt 19703 @ 30.48% H
H 6.56%, C1 23.08%, Prepn: McKeeV! . ™ o 57 O 16249, Prepd by pass
2,917,553 (1955 to Rohm & Haas). Qe Yol of 5:5-dimethylhydantoin:
_ fmma, 1131 248 (1926). Oros Orto, -

1, 153 (1953), C.4. 48, ;
36y 5y SThoogen, Martin, Bull
K ﬂih(;l.?‘w) Purification by dissolv:

i o

o Qgsg 118 .Wllh ice-water: Loren
Crystals from ethanol mp 56'5,7;“ fod- [ rex).
water; sol in acetone, kerosene, die cats: 7o c1
Ppersistence in the soil. LDy, orally TS Hae !
T. B. Gaines, Toxicol. Appl. Pharma‘—“’m“s ” Hoe \rD
USE: Insecticide. Caution: Sympt Y. 3 ‘el
3051, Dscuom(z-cMorovinyl)ars!';o -
arsonous dichloride; 2 -chlorovinyldic s " Poiniey
nylarsine dichloride: Lewisite. C;Hr’;l 31 B at od3ms from o rm
C 11.59%, H 0.97%, As 36.13%, O 5! - urns broy ia

. |0 ot
AsCl,.  Obtained together with bis(2-<H7 & at 137

Comltthecmcindckfu!uingthismiom

). The dry crystal

sine and tris(2-chlorovinylarsine uPO?

Consult



ibromsalan

Ji- 9534. Tricarballylic Acid.

) 1,23 thiﬂide' 6+Chloro-3-(dichlorometh-
on | acid; 8-carboxyglutaric acid. C ‘O'Pro . el 2 4-benzothiadiazine-7-sulfonamide
lo- | 40.92%, H 4.58%, O 54.51%. K¢ 8 r;"“ . zH"'_ 7.dichloromethyl -7 -sulfamyl -3,4-di-

“OH. The calcium salt is found in

21e walls of evaporators j Mapf
po n [y,

0- A . 220 N
s aydrolysis of ethyl propane.) SU8ar n famY . hylhydrochlorothiazide; hydro-
% Clarke. Murray, Org. Syn. coll. voll‘l'z'S‘ ~ ; "ﬁchl?rhol‘:romethilﬂde; Achletin; Anatran;

from aconitic acid by reduction “’il.h &!_Id o, § T 1€ arvacron; Diurese; Triclordiuride:

-a- r
J. | tis Ann. 314,15 (1901); by hyq

bomethoxypropane, obtained brolyais of"hn

re; . R I,
" | nate with HCN in the presence o 2ction ionif 1 5.8, mol wt 380.67. C 25.24%,
S| pat. 2,992,268 (1958 10 Prigery ' KON. ¢ g 5 34%, 0 16.81%, S 16.85%. Prepn:

Large. orthorhombic pris;
K, at 30" = 325 x 10-4 Ko 1M ware,
10-¢ At 18" 50 g dissolve in 10‘05 X 10-1
solve in 100 mi ether. Quite sol § mi Wate’
trum: Bielecki, Henri, Ber. 4g, 25};’ ?lc. A

)

ﬂ‘gn(l‘a
L
y: E

O\ ,0

A,

salt is neutral to litmus.

Trimethyl ester, C,Huo‘, dz 1~1822

9535. Tricetamide. w~.[3.

fDi" h

3,4,5-trimethoxybenzamide- Ryiamie
3.4.S-trimethoxybgnZG,nide’; N.(d'“!'"c.“.'.
in | N.N-diethylacetamide; N.(3,4 5., “trimegy

diethylamide: Riker 548; T

<h wt 324.37. C 59.24%. H 7.46%,

from N-(3.4,5-trimcthoxybe .

ym | Ylamine: Kuchne, Lambert, J
(1959); from N-(3.4,5-trimethay, (" Chem, Py

Ty Cison dretratamne:” ¥ T

,5., X X to Riker), ow, %

g watbss! .
e . antihypertensive.

wl 40. C
47.40.
v ! i

of by chlorinating alcohol, treating
49 CONHCH., 0oy . N ning: Liebig, Ann. 1, 189 (1832);

200 (Ca,) ,.mg‘,‘""':“‘[q 10, 350 (1869); 11, 205
bp 4 Phorm- Soc. Chim. France [3] 17, 228 (1897);
er. . ""‘32 (1897); Trillat, Bull Soc. Chim.

LK
oaa, I, 553

c p gidehyde: Soci
pd f;g:;’;’sci'ﬁmsjatc_f, mp 133.13¢ il @ [ndustrie
g dative.

9536. Trichlorfon. (2,2 2.7+
mn; ‘phonic acid dimethyl ;:z;f'r.
i:l .-trilcl;‘lo;oethylphosphona!e; o0
~0r0 -1 -hydroxyethylphos chiorefes
\T- | trichlorphene; Bayer )i_p13/§9h;03:fm
bot Equine; Danex; Dipterex; Neguvoa: g
nd | Dylox: Bilarcil; Tugon: Proxol: Foschior, C R
€. | wt 257.45. C 18.66%, H 3.13%, Q 4.0 § - irritating odor;
er; 12.'03%. Prepd by reaction of chlors il
H | Phite: Lorenz, U.S. pat. 2,701,225 (1935 s
etal, J. Am. Chem. Soc. 76, 4186 (1934k
7 | 77,2554 (1955). Activity: R. L. Messll & e
Entomol. 52, 44 (1959). Identification of
Lange, Z. Chem. 20, 446 (1980).

~Y]

. N
: P— Acll. TCA. C1,0,;; mol wt
@ o/ BOA% Q 65.10%, O 19.58%. CCl,-
3 abdation of chloral hydrate with nitric

—

. White crystals, mp 83-84". dff 1.TA ’ .
7| press at 20 7.8 x 10-¢ mm Hg Sy SAY
g/100 ml; chloroform 75 g/100 A

515 (1969). .
Note: Neguvon A contans

for ;
Am. Vamt ey

anthelmintic compositions

“J,]of‘_’ Jiazine 1,1-dioxide; 3-dichlorometh-
pth18 3.4 _dihydro-1,2,4 -benzothiadiazine

”,on'ﬂ; (ra; Fluitran; Intromene; Kubacron;
; FIUS - lcasone; Triflumen; Gangesol:

16, 113 (1960); Sherlock er al.
Goldenthal, Toxicol. Appl. Phar-

acetone + water, dec 266-
e 48‘31255‘. Soly (mg/mi) at 25" water
o 38 2 60. LDgg orally in rats: > 20,000

, Chioral; anhydr chloral.
16.30%, H 0.68%, Cl 72.16%, O

B Besson, Ger. pat. 133,021 (1902);

ti- 3 . g 0 (89 e Ger. pat. 734,723 (1943),
by chlorination of a mixture of

am). Prepn y‘é‘é d‘Electrochimie, Fr. pat.

ie 21, 567 (1929). Prrepn f(rjo?
'3y surotropic distn: Mahoney, Pierson, U.S. |
o.;n w Merck & Co.). From hypochlorous
avicne: Stevens et al, US. pat. 2,759,-
Southern). In the laboratory anhydr
obtsined by shaking pharmaceutical
with concd H; SO, separating the two
Gattermann, Wieland, Praxis des
{(de Gruyter, Berlin, 40th ed., 1961)

1.510; 4 1.5050.

1n alcohol forming
izes under the influ-
hednpaion ; hi
. i gposemce othnlluac acid forming a white
] s may be babit forming and is list-
Fage: jons, Title 21 Part

Chem. & Ind. (London) 1954,
of acetic acid: Eaker, U.S. pat.

benzene 15.2 g/100 mi. Very g Sy . ‘i 0.1 part water; very
hexane. Dec by alkali. LDy 2 b Sesting with csustic alkalies into
630, 560 mg/kg, T. B. Gaines. Tambsl .:h-. I® aq soln is very acid.

_ Cohn, Fischer, Monatsh. 21, 278 (1900).

42 Kesy tightly closed in a cool
Muﬁloln:inwataofl&ss

gredient, coumaphos, ¢.v. . o "mmended. Decompn products
USE: Insecticide for the Gm"dz -, oty scid, oarbom dioxide and car-
S in rate: 9000 mg/kg, G. W.

1,2,4-Trichlorobenzene 9543

Sodium salt, C,Cl,NaO,. sodium trichloroacetate, Konesta,
Varitox. Yellow deliquesc powder. mp > 300°. Soly in
water at 25" 1.2 kg/l. Sol in ethanol.

Caution: Very corrosive! When sufficient penetration has
occurred, the parts should be irrigated with sodium car-
bonate soln.

USE: As a decalcifier and fixative in microscopy; also as a
precimitant of protein. As herbicide.

THERAP CAT: Caustic.

THERAP CAT (vET): Caustic, vesicant.

9540. Trichloroacetonitrile. Trichloromethylnitrile; Tri-
tox. C,CL1N; mol wt 144.40. C 16.63%, Cl 73.66%. N
9.70%. CCI,CN. Prepared from ethyl trichloroacetate and
aq ammonia: Davies, Jenkin, J. Chem. Soc. 1954, 2374, by
action of phosphorus pentoxide on tnchloroacetamide: Car-
penter, J. Org. Chem. 27, 2085 (1962). Manuf by reaction of

. methylnitrile, HCl and chlorine gas: Kabisch, U.S. pat.

2,745,868 (1956 to Degussa). Physical and thermodynamic
properties: Davies, Jenkin, loc. cit.

Liquid, bpyg 85.7% di* 1.4403, dj5 1.4223: n® 1.4409, nf*
1.4375. LDy, orally in rats: 0.25 g/kg, H. F. Smyth et al,
Am. Ind. Hyg. Assoc. J. 23, 95 (1962).

USE: Insecticide. Caution: A strong irritant to eyes, skin.

9541. 2,4,6-Trichloroanisole. Tyrene. C,H,Cl,O: mol
wt 211.49. C 39.75%, H 2.38%, Cl 50.30%, O 7.57°%. Prepd
by reaction of 2,4,6-trichlorophenol with dimethyl sulfate:
Kohn, Heller, Monatsh. 46, 91 (1925).

ocn,

c1 cl

c1

Monoclinic needles from alc, mp 60°. bpqy,, 240°, bpy
132°. Faint odor similar to that of acetophenone. Sublimes
slowly at room temp. Volatile with steam. Practicaly insol
in water. Sol in methanol, dioxane. benzene, cyclohexanone.

USE: Formerly as a dye i bers.

9542, 1,2,3-Trichlorobenzene. vic-Trichlorobenzene,
C¢H,Cl;; mol 181.46. C 39.71%, H 1.67%, C1 58.62%. Pre-
pared from 3.4,5-trichloroaniline by diazotization: Cohen,
Hartley, J. Chem. Soc. 87, 1365 (1905); Holleman, Rec. Trav.
Chim. 37, 196 (1918); from 2,3.4 -trichloroaniline by diazoti-
zation: Dadien et al, Monatsh. 61, 431 (1932); from 2,3.4-
trichloroaniline by treatment with ethyl nitrite: Beilstein,
Kurbatow, Ann. 192, 234 (1878).

C1

C1

Platelets from alc, d 1.69. mp 52.6°. bp 221°. nf} 1.5776.
Flash pt 113°(235.4°F). Volatile with steam. Insol in water.
Sparingly sol in alc. Freely sol in benzene, carbon disulfide.

Use: A commercial grade (mixture of isomeric trichloro-
benzenes) is used to combat termites. Caution: Irritating to
eyes, mucous membranes.

9543. 1,2,4-Trichlorobenzene. unsym-Trichlorobenzene.
CH;Cly; mol wt 181.46. C 39.71%, H 1.67%, C1 58.62%.
Prepd from 2.4-dichloroaniline or 2,5-dichloroaniline or
3,4 -dichloroaniline by diazotization and treatment with Cu,-
Cl,: Beilstein, Kurbatow, Ann. 192, 230 (1878); van der
Lande, Rec. Trav. Chim. 51, 104, 110 (1932); from 1,3.di-
aminobenzene by tetrazotization and treatment with Cu,Cl,:

A\

Cl
A\ &

0. | U.S. pat. 3.111.457}'_(;,963 to . - , 97 (1965). \ /
tly | A cholinesterase inhibitor. ) f . y : Clear liq; -
THERAP CAT (VET): Anthelminsic- 5 B - 303, bp 165°. P 1.4507
worms. " S b, otlbeir, 4 &
yd
. . . d
dex before using this sectioR. Comenit the cross index before using this section. o Page 1515
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7205

THERAP CAT: Antipyretic, analgesic.

7205. Phenoctide. N,N-Diethyl-N-[2-[4-(1,1,3,3~tetra-
methylbutyl)ph y)ethyl]ben eth. inium chloride;
benzyldiethyl-2-[(p-1,1,3,3-setramethylbutyl)phenoxyjethyl.
ammonium chloride; g-p-tert-octylphenoxyethyldiethylben
zylammonium chloride; Octaphen. CpH,CNO; mol
432.11. C 75.05%, H 9.80%, Cl 8.21%, N 3.24%, O 3.
Prepn:  Goldberg, Besly, Brit. pat. 703,477 (1954 to W
Blenkinsop); Erekaev, C.A. 54, 12483i (1960).

l (‘,‘H3 ?“3 C2H5
+ -
CH3FCH2C ocnzcn,‘,?‘e—cn?csns (]
i
CHy CHy CoHg

i
l
Crystals from ethyl acetate. mp 112-114° (Goldberg,
Besly); mp 95" (Erekaev).
Use: Orthophosphate as lubricant: Semmens, Summers-
Smith, Brit. pat. 790,056 (1958 to 1.C.1.).
THERAP CAT: Topical i-i tive.

7206. Phenol. Carbolic acid; phenic acid; phenylic acid;
phenyl hydroxide; hydroxybenzene; oxybenzene. CHO;
mol wt 94.11. C 76.57%, H 6.43%, O 17.00%. Ob
from coal tar, or made by fusing sodium benzenesulfonate
H with NaOH, or by heating monochiorobenzene with aq
i’ NaOH under high pressure. The crystalline article of

commerce contains at least 98% phenol. Review of mig
| processes:  A. Dierichs, R. Kubicka, Phenole und
Vorkommen und Gewinnung (Akademie-Verlag, Berlin,
1958) 472 pp; Faith, Keyes & Clark’s Industrial Chem
F. A. Lowenheim, M. K. Moran, Eds. (Wiley-In i
New York, 4th ed., 1975) pp 612-623. Use in treatm of
spasticity: D. E. Garland et al, Clin. Orthop. 168, 217
(1982); eidem, Arch. Phys. Med. Rehab. 65, 243 (19§4).
Review of use in pain relief: K. M. Wood, Pain 8, 205-229
(1978). Review of toxicology: H. Babich, D. L. Day
Regul. Toxicol. Pharmacol. 1, 90-109 (1981). Toxicity:
B. Deichmann, S. Witherup, J. Pharmacol. Exp. Ther.
233 (1944). Review: C. Thurman in Kirk -Othmer Encyc
pedia of Chemical Technology vol. 17 (Wiley -Interscien
New York, 3rd ed., 1982) pp 373-384.

OH

Colorless, acicular crystals or white, crystalline mass;
characteristic odor. Poisonous and caustic! Prone to redden
on exposure to air and light, hastened by presence of alka-
i linity. d 1.071. When free from water and cresols it con-|
geals at 41° and melts at 43°. Ultrapure material mp 40.85°.
The commercial product contains an impurity which raises
the mp. bp 182°. Flash pt, closed cup: 175°F (79°C). nf,‘
1.5425. pKa at 25° = 10.0. pH of aq solns about 6.0. 1t1s
liquefied by mixing with about 8% water. One gram dis-
solves in about 15 ml water, 12 ml benzene; very sol in alco-
. hol. chloroform, ether, glycerol, carbon disulfide, petrola-
; tum, volatile and fixed oils, aq alkali hydroxides. Almost
' insol in petr ether. LDy, orally in rats: 530 mg/kg (Deich-
i mann, Witherup). Keep well closed and protected from light.
' Do not handle with bare hands.

Incompat. Phenol coagulates collodion; liquefies or be-
comes semiliquid when triturated with acetanilide, butyl-
chloral hydrate, camphor, monobromated camphor, chioral
hydrate, diuretin, lead acetate, menthol, naphthalene, naph-
thol, acetophenetidin, pyrogallol, resorcinol, salol, sodium
phosphate, thymol, urethane, chloralamide, terpin hydrate.

Ammonium salt, CCH,NO, ammonium phenate, ammoni-
um carbolate. White 10 pink cryst masses. Sol in water.

Sodium salt, CHyNaO, phenolate sodium.

Aqueous solution with phenolate sodium, Chloraseptic.

Human Toxicity: Ingestion of even small amounts may
cause nausea, vomiting, circulatory collapse, tachypnea,

e .

Page 1150 Consult the cross i

Phenoltetrﬂchloro, lebn

THERAP CA

cerol 1s PIes- .

paralysis, convulsions, r on‘ﬁgh::a%ly"s the BC\%‘; -12‘5%;1{&:
uﬁng, necrofsis of mouth aag o4 fa Colorless ¢ pH 8.5 iclldsv_’%' H .
respiratory failure, % ' ]
fatal dosc is 15 g but death : 9 abtl: .;::oa;)c
been reported.  Fatal Poisching mug sed as 8 laxative. vy 321,
absorption following applicatiey e I = * i<(4-hydroxyphen- pat. ‘e Bl:i
poisoning with renal and » 3,3-Bis(4- H,,N2,0¢ Bymn’ of a
industrial contact. See C. J. Polg, ,.,”0‘17,67%. ;;663?
Bichmann K cpoaco g S Bl
Toxicology vol. 2A, G. D. Clayun, e
ley-Interscience, New York, ed :_

USE: As a general disinfectant, dghgy
slaked lime, etc.. for toilets, stablm,
etc.; for the manuf of colories or fight
resins, many medical and indwetrial
dyes; as a reagent in chemica) [N
(preservative). {

THERAP CAT:  Aqueous soln ss supasl
antiseptic; topical antipruritic.

THERAP CAT (VET): Antiseptic comtie. Deli
pruritic skin conditions. Has bes wed ale AWM

iseptic. ,or P
ternally as an_antiseptic nass with coPPe‘fyA‘“st::;eep-\‘ fonate
207. Phencldisulfonic Acid. A giving Bar

Soluble in water.

m. The unstable enol
nm.

sulfonic acid; 4-hydroxy-m
nol-2,4-disulfonic acid.

, 550-555
28.34%, H 2.38%, O Py £ 0

. en l)met',ly',]" Caut
by hydrolysis of the dichloride which & 2.[Bis(4-hyd'_°{‘yg:m:lin; 4'.4"- USE:
tion of chiorosulfonic acid on phesd & - phmo\phtha-\ﬂm . CpHiO4 | In the
et al., Monatsh. 46, 395 (1925). Bane -2 -carboxy 19.98%. Made by 121
Sulfonation and Related Reactions B N9, H 5.04% 0‘ o alkaline soln. 12
1965) 529 pp. n Wwith 210 g “Zoln. Prepd bY dlso_f Zl\v-t)x;x

magent’ when wn 50 a des'\red amt i
faali 20 g KOH 10 1 of 95% | drox
OH Ja ® ith an equal VO Ond its red:
SOH »d q:lunng repn of test soln Y. C.4 4.3
directions for p 186-202 (1945, C. -
Chim. Belge 54 fo
phen
6, 94
SOH pat.

Deliquescent needles, vague md“::.
100°. Decomp above 100°. Frody
Practically insol in ether, petr ethﬂ" .
USE: In the manuf of aminOpd<
are intermediates in the dye industry-

7208. Phenolphthalein. 3'31-: o
(3H)-isobenzofuranone: 3-3‘“5(";5 et
a-(p-hydroxyphenyl)-a-(4-0%0-*

. . sol in nlcol'fO\v
mp 237 lusol in WAtEE SO pink

he alkaline solns E"ad“a“y bec

toluic acid; Chocolax o other oxidizing SUDSAT roxides:
:,;1)':1 31831, C 75.46% H 4"’":}3,; ® for oxidases, blood: HCN: PE

condensing pheno! with pmhalli
202, 69 (1880); Herzog, Chem- 2%
U.S. pat. 2,192,485 (1940 to E*
2,522,939 (1950 to Monsanto).

1, #UL

0

Salol,  2-[Bis(4-hydroxyP nzyl al-

'“iup-hygoxyp""'y'""""\y.uge.(a.i' -di-
nylmethenylbenzy) 16ONO% T v1) -
benzy) 1 bis(4-hydroxyP .

zyl alcohol: I, Regolax.
veaylmethane; EEMOC 00" 0 1
D64 ¢ 78.41% H 59T

[0}
f

(e} /4\/’

\ A

T J . Soc. % T,
Ak, piaar Cheamy 34 (1955), Bulesu, Ue

o lromedica). C-4-

3.
lggy 59, 1535b (1963} |

ol ’
o
n
Minute, triclinic crystals. 0“‘“,[:1:1\!"‘
.299. Color: White or yello® 0 W,
Phenolphthalein. Almost insolube ) &%
lves in 12 ml alcohol, in about o
kot in chloroform. indi*
USE: A 1% alcoholic soln as 87 s]k’

hloro-

& alc o
ohol, mp 201-202"- ¢
: lcp O, cr spv.als trom benzenc O
W BV CrY
* Soluble in dil NeOH.

before using this section.

] P qol.
mineral and organic acids and mos‘ a8 ”?, U0, crystals from methanol ©
for u:w:ia‘»_ Very ‘sebr;s'tt’gfoé" Tax ly insol in dil atkali-
m the g mus .
: cross inde

Consult the




ATTACHMENT H
WORKING AROUND HEAVY EQUIPMENT

GENERAL HEAVY EQUIPMENT OPERATIONS

SSP: Sauget Landfill DATE:02/16/95 PAGE 56 OF 62



GENERAL HEAVY EQUIPMENT OPERATIONS

Organize site, set up staging area, and designate routes for equipment.

All operators must be trained and experienced with the equipment they are
operating.

All equipment must be maintained in accordance with 29 CFR 1926 regulations.
Equipment requiring back-up or swing alarms must have an alarm or a spotter.
Equipment capacity must be designated and not exceeded.

Operators must wear seat belts unless the equipment does not have roll-over
protection.

’

Standard hand signals should be utilized when communicating with the equipment
operator.

No unnecessary personnel should be on the equipment.



WORKING AROUND HEAVY EQUIPMENT

No unnecessary personnel should be in the area of heavy equipment operation.

No personnel should be within 10 feet of the equipment when it is in operation.

Anyone approaching a piece of heavy equipment must make visual contact with the
operator.

No one except the operator should ride on heavy equipment.

Organize site, set up staging area, and designate routes for equipment.

Standard hand signals should be utilfzed when communicating with the operator.
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FEDERAL REGISTER
PART 1926.650 (AMENDED)
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engReer approning Lhe
destgn.

(i) Al least cae copy of the dasign
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1989 / Rules and Reqwancrns
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43ued or mads by V18 Manuisciurer
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manuiscturer Lsues specific writien
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Secretary upom request.

(3) Option (3p=Des:gns uzing other
labulated data, (i) Designa of support
1yetems, shisid systems. or other

tabulated data, such as tables and
charts.

(1) The tabuisted data shall be in
mtmtnmumwum
olie

{A) |dentification of the parameters

that affest 1he ssiection of s prowsctive

system draswa from such datse

(8) ldensufication of the limits of use of

the datas

damage or defects Liat might =our
heir praper fuscuen.

(21 Masuisctured materais ana
tqugment used {OF Srotecuve 1yvrie g
1naul be used ana mantaines :n g
Nanner that (s SONSISIENL With (N
recommendations of the manuigeiyrer.
and in o masaer Biat wiil prevent
employee exposure (0 hazaraa,

(3] Whena matertal or sawpmaent ‘=at
{8 used {or protecuve systems 13
damaged. & competent perven 304l
examune the material of eqwpmeni anc
evaluaig its suitability for concaged us
U the competent perves cannot 1ssury
the matenal or equipment {s adis 1o
seppert the (atended loads or ia
atharwise sutabls (or safe use, then
1ech Mmaterial or squipment stail be
remeved from servise. and shall be
evainated aad spproved by ¢ requisiere
professional cagmnser before beng
returned o servies.

{0} instal/stion end removsi of
suppert={1) Geserel (i} Mematery of
seppert systams shall be securely
conmecied logather to prevest siiding,
{ailing, kicksuta, or othar predictadis
{ailwre.

(15) Support sywiems shall be instaile
and remeoved i o manaer st protect.
empioyess frem cave-ina. strectunai
collapesn. or {rem being suues by
eembers of the seppen sysiem,

{ii) individeal membere of sucpont
sysiams shall ast be surected 10 108
exasuding these which hess memoer
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TABLE 3.
ZAXIMUM ALLOWABLE SLoPes

SOIL DR RQCK T/pg -

MAXIMUM ALLOwWASLE SLAPES (H:y s
FOR EXCAVATIONS LESSTHAN 295

(1]

JEC0 r1y
STABLE ROCK VERTICAL (909
TYPE A (3 _ I4:1 (539
TYPE 8 l:1 (4%
TYPE ¢ Iyl (3¢ )

NOTE

3
l. Numbers shown in Parenthesas next t3 maximym dllovadle slopes are dngles expressed 'a
degrees from thg horizantal. Angles have been rounded off,

2. A short-cerm maxiaum allowadle slope of 1/2H;:1v (63°) (s 3lloved (n
excavatiuns (a Type A soil cthae are 12 lece (3.67 =) or less (n depch.
Short-cerm maximyg alluwable siopes for éxcavacions yreacer than 12
feet (3.687 m) (a depeh shall de I/4H:iV (33*).

1. Slaping or benching for excavations greatar than 20 feet deep shall be designed by a reqisteres
professional angineer.
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TRUCK LOADING

[f drivers must enter the exclusion zone, they must have the proper level of
HAZWOPER training.

Personnel covering the load must have the proper level of Personal Protective
Equipment. The specific level will be contaminant specific. The Health and Safery
Manager should be consulted if the level of PPE is not designated in the Health and

Safety Plan.

Proper equipment must be provided to personnel for getting in and out of the
truckbed for lining and covering (ladder, etc.).

Proper equipment and experienced operators must be utilized for loading trucks.

The load must be centered and evenl.y distributed on the truck.
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SOIL SAMPLING

Proper level of Personal Protective Equipment is required. Sampling would not be
conducted if a hazard did not exist. If the level of PPE is not designated in the
Health and Safety Plan, the Health and Safety Manager must be consulted.

Specific sampling protocol for the contaminant must be must be followed (grab, 95%
sampling).

Proper ergonomics should be followed when sampling—bend at the knees, not the
waist.

Prevention of cross-contamination is important when sampling; therefore, methods
to prevent it should be addressed.

Proper shipping of samples must be addressed. Consult the Transportation and
Disposal Coordinator or Regulations Compliance Manager for assistance.



2.1.14

SSP:

Hazards and SOPs associated with Soil Sampling:
Hazards:

Contact with or inhalation of contaminants, potentially

in high concentrations in sampling media.

Back strain and muscle fatigue due to lifting, shoveling
and auguring techniques.

Contact with or inhalation of decontamination solutions.

SOPs

Proper awareness of chemical contaminants and review of
suspected contaminants should be completed and
implementation of adequate protection program as well.
Proper lifting (pre-lift wight assessment, use of legs,
multiple personnel) techniques will prevent back strain.
Use slow easy motions when shoveling, auguring, and
digging to decrease muscle strain.

Material Safety Data Sheets for all decon solutions
should be included with each Site Health and Safety
Plan.

DATE: PAGE 53 OF
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+.3.. JGeneral

~he ocjeczive of tais seczion is 0 give general guidance for Ine collec™
--3n of soil samples curing :cranch Zield favestigaticas. Cuidance ISt preparin

soil samsiizg crstcoeoals, including stacistizal sampiing ecncdelogy are included
in cme IPA4 zublicazica “Preparatisn of Soil Sampiing Protocel, Techtigues ang
szracegies” (22). Specific scandard soil sampling and Zield tachaizues used by
3rancs personnel are iaciuded as Appeadix H. ' ’

4.9.2 Sampiing 'ocaricn/Site Selectionm

Areas seiecced for soil sampling shall be stcategically located in order o
coilect a represencacive fraction of the soils with the minizoum number of sampies
and effsrz. A surface inspection of the subject area shall De made o locate per—
-<nenc ‘eacures (e.g., Tock ouzcTops, drainage paccterms, surface runoff, ponds,
lakes, weC areas, seeps, sSprings, permanent stTuctares, €411 areas, erosional
areas, cepositigcnal areas, etc.) and o evaiuate the relationship between these
featuces and potential sources of pollucicn. The locaciom of sedizent deposi-
cionai aress are good indicaccrs of surface runocif direccion. If the directZorn
of suriace runoif or drainage is difficult to decect, observation of new deposi-
:4on or sediment movement following 3 rain may prove helpful in establishing. this
direczion. The spreading or £fasmning out of the sediment body will indicace
direccion of flow.

In mos:t instances, the first investigation of a site will be 2 reconmais-
sance type survey. Soil sampling in these inscances will generally be confinec
to surface or near—surface soils and/or sedimenrs with hand equipment. For
screening purposes, sampling of this type should be conducced in depositionai
arsas on che periphery of the study area, primarily at the downstIeam oOr down~
gradieat portion(s) of the area of iateresc; however, an upgradient locatica
shoiiid also be selecced for obtaining background and/or conzssl samples. Inves-—
cigators should be aware that sampling in depositional areas tends 0 bias che
dampling ccward elevaced concenc=ations which is useful as a scceening tool, but
should not be conszTued as reprasentative of the area conditicas.

More in-depth {nvestigations ars usually conduccted after a preliminary study
or reconnaissance survey has been compleced. Review of previous investigations
will aid in selection of suitable sampling locarions and chese sctudies should be
examined witan the study plan for the more detailed study is prepared. The number
of samples znd the number of test pits and/or borings and :the specific depth that
gamples a-e colleccted will vary according to the site conditions and the scope of
che investisation.



fecIizn 43, -.7
levisicn No. -
Jaze -/1/88
Fage I 7 4
«.3.3 ZTzu--zenmz Available
The ::_lcwing 32ranch esulipment is availatle Izt . ileld use (n soil sampiin

sc3inlass sizel spoons; staizlsss scteel hand augers; stainless
Shel>y tus::; porzable zower augers (Lizctle 2eaver®); stainless stee. scooos:
gilass pan:; aod drill -i13s and associacted equ.czent (l.e., spliz spoon sampiecs)
<nicn 2ay 3:. scsasion be remnted or borrowad fo- special projects. '

steel snovelis;

~2.9.4 Sa.=_lzg Tachmicues

<.9. ... General — Sampling is often ccacucted i areas whnere a \egetative
cuzi has . 2en establisned. In these cases a clean stainless steel shovel should be
used 0 c:rzfully remove the turs so that it z=ay be replaced at the ccnclusion of
samsiing. “hen the soil sampie is obtaized, it snould be deposited inzo a glass
san fcr = .x.2g (or ccapositing, 1f applicable) prior to filling the szaple com=
zaizners. <.xizg of the scil sampie for chemical analysis shouid be peciormea in
accsrzanc. ith the procedures outlined in Section 4.8.3.3.4. If an uadiszusded

sampie 1s rz2eded, the Shelby tube sampier =ay De used as descriled iz Seciicn
L.9.4.2. '

If p-acsical, and at the project leader's disci.tion, all tTenches or holes
tha: were .xcavated for sampling should be £illed in and :the turf replaced.

4.9 4.. Surface Soil Sampling -—— Prior co sampling, leaves, grass, and
surface : 20vis should ba removed from tha area to be sampled using a clean scain-

less steel spoon OF shovel. Surface soil samples shall then be colleczed using a
precisants, stainless steel scoop or spoom.

4,9.5.. Shallow Subsurface Soil Sampiing — Shallow subsurface scil samples
zay be collacced by digging a hole or Sremcn with a stainless sceel shovel, then
removing all of the lcose soil and collecting a sample at Ihe desired dapch using
a stainless steel spoon, a sctainless scteal hand auger, or a Shelby tube.

The staizless steel hand auger coansists of cthree basic parts: (1) cthe
buckat, (2) extensioca, and (3) handle. AZ the bottocm end of the bucket are two
cucsing edges. The extensions are thrae feet long. When sampling deeper subsur—

face soil (Secziom 4.9.4.4), a numbar of excensions may be joined end Io end to
increase ii2 depth frcm vhich soil may be sampled.

The St2ldy tube is a stainless stael tube approximactely 12 inches long and 2
{nches in clamerer. One end of the tube has cthe edges beveled intoc a cutling
edge. The other end can be mounted on an adapter which allows attachmenz o the
end of the hand auger. The Shelby tube i3 pushed inco the soil o be sampled and
~hen remcved. The tubt2 can then be r=moved fzom the adaprer and the soil pushed
out using z decontaminated piece of equipment such as cthe handle of a stainless
sceel spoor. If an undisturbed sample is required, the Shelby ctube with i:ts
‘sample “.tac: =ay be chipped dirscecly to the laboratery for analyses.

4.7.4.5 Deever Subsurfaca Soil Sampling —— For deeper sampling using hand

equipmez, a stainless sctesl zuger (sea Seczxon 4.9.4.3) is used to bore a sam~
pling h:le :atil che desirsd dapch is raached. Another clean auger Sucker or a

L
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theldby tube is then used 5 coileec:s the sampile wnich Ls placed {n a glass .an
as descrised ‘a Seccizn =.9.4.0. Surface debris snouid Ye removed from .he
.ocaticn of the sampiing nole using a clean, stainless steel shovel or spuon
>eroTe augering operaticns are initiaced.

Ofcten the depth wnich can be reachned using a hand auger {s limited due to
the soil haviog low conesion wnich leads to the nole collapsing or to the siil
Seing very :iightly packed which can make turning and Temoving che auger difii-
culz. In cases such as these, a portable power auger Little Beaver® may be used
to reach cthe desired depti. The sample can then be collected as described in the
previous paragrapnri. <he portable power auger consists of an powered drive u=x:t
(hand~nheld) used by sampiing persomnel to drive crew—iike auger flights., The
auger flights shouid be cieaned using :he same procedures as for the ocher coil
sampiing equipment (Appendix B). For safery rzasons, the Little Beaver® portable
power auger shouid never be used with less than two sampling personnel presea:,

The split sroon sampler may be used for sampiing at greacer depchs. 3e-
cause of i:s weigat, :ie spli: spoon sampler is generally used with powver equi-
zent, l.e., drillizg cig., A hollow stem auger is used CO advance the hole to tae
desired depth. The spii: spoon is added to the correct length of drill rod and
forced inco the undisturbed soil by means of a l40-pound weight or hammer. The
split spoon is recrieved from the hole and opened to reveal che sample. The top
two or cthree inches of the sample normally will be disturbed and should be dis-
carded. The undisturbed portion should be placed in a glass pan by msans of a
clean stainless steel spoon or spatula. The procedurs is repeacted until cthe

desired amount of sampie is collecced. The sample should then be thoroughly
nixed. '

4.9.5 Special Pracaurions for Trace Contaminant Soil Samoling

The procedurss ouclined in Section 4.2.11 shall be followed. ALl soil
sazmpling equipment used for sampling for trace contaminanis should be conscructed
of stainless steel where possible. In no case will chromium, cadmium, or gal-
vanized placed or coated equipment be used for soil sampling operatioas. Simi-
larly, no painted equipzment shall be used. All paint and primer must be removed
from soil sampling eguipment by sandblascting or other means, before such equip=
ment can be used for collecting soil sampies.

4.9.6 Soil Sammles Collectec for Purgzeable Orgzanic Compounds Analvses (VOA)

Soil samples collecced for. purgeable organic compounds analyses should be
thoroughly mixed and containerized as soon as possible after sampling. The
sample should be placed in the sample container so that no head space is lef:t in
the container after the container is closed.

4,9.7 Specific Sampling Ecuipment Ouality Assurance Technigues
Sri_ling rigs and ocher major ecuipment used to collecr soil samples shall

be i_:nc.fisd so that this ecuipment can be traced through field records. A log
book sha.l be establishad Zor this equipment so that all cleaning, maintenance



leeczizsn Nc. -,
, Tevisicn No.

Jate: -/1./86

’age - Of ~

Tefalir trizozuses can Se Ifaced IS the person perIcrming Inese procedurss ang
..e sceciii: rcepairs =ade. Sampiing spoons, nand augers, Shelby ctubes, ana
SINEer =inor Llg csaole type eculpment afe exempied II33 INis equipment Lldentifi-

o -
zatocn reguira=_a:.

All ecuiczz.az used 2 collecs soil sampies shall bSe cieaned as outlined in

aopendix 3 a.z cespaired, Lf necessary, before deing stored at the ccncliusion of
Iield sctudies.

Any clean:i . conduczed in the field .(Appendix 3) or fileld repairs should
se thoroughl:® c.ocumented in field records.

~.9.8 Auxil_arr Data Collection

In addi.i:zan to ianforzmacion pertaining to an area or specific sice/locacion
that z=ay be sazvailable in EPA files from previous lavestigations (l.e., site
screenings, acer gquali:y, well nonicoring studies, ecc.) informacion and daca
zay be optai.zd Irom various city, county, state, and other federal agenc:es.

A systex of logging all pertinent data collected duriang drilling and sampling
operaticns should be maintained. The test hole locations should be recorded and
‘erenced toc the site map and/or datum base so that each location can be perme-
l-atly estabiished. Samples should bs accurately tagged and labeled with all
~artinent site informacion at the time of sampling. See Section 3 for sample
.raling and fisld recording procedures. Also, refer to the section on drilling
' in the Groundwater Sampling Section (Section 4.7.9.3). The lati:tude and
ongitude shall be obtained for each site for future STORET daz3 encry.
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SSIL SANPLING

- 7D FREIZNT THE JIFFERENT METHODS AND TIIENIQUES dsED T4 CSLL:
123 JURING AAZARDOUS WASTZ SiTE [NVEITIZATIING 2D RELATEZ Shus
RCRA AND SUPERFUND ACTIVIT:ES

_T 10N

MAKE 3 RECO!N OF THE AREA OF INTEREST

DETZIMINE THE 30UNDARIES OF THE AREA

EVALUATE GENERAL ON-SITZ AND OFF-3iTE COMDITIONS - DEAD YESETA

OR ANIMALS, GROUHD STAINING, LEACHATE STREAMS, ODORS, SOURCES
POLLUTION, ETC. : '

DETERMINE SURFACE DRAINAGE FLOW DIRECTION(S)

LOCATE ALL PERTINENT FEATURES - ROCK OUTCROPS, STREANS, DRAINA
DITCHES, DEPOSITIONAL AREAS, FILL AREAS, PONDS, SPRINGS, Z7C.

EVALUATE SOIL COMDITIONS - SANDY SOILS, CLAY SOILS, ROTKY SOIt
DETERMINE THE DEPTH TO THE SHALLOW GROUMDWATER TABLE.

DETERMINE THE TYPE OF SAMPLE(S) NEEDED - COMPOSIiTE OR INDIVID:
SAMPLES :

DETERMINE THE EXTENT OF SAMPLING - SURFACE SAMPLING, SHALLOY
SAMPLING OR DEEP DEPTH SAMPLING.

DETESMINE THE METHOD OF SAMPLING - POWER EQUIPHENT, HAND E2UI
OR BOTH. ~
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SANPLING ZZUIPMENT
0 POMER ZIUIPMEHT - SHEALLOU AWD DJEZ? CARPLING
A)  POMER AUGERS AND DRILLI!

1) SPLIT sPocl QAI‘;P"'
2)  LARGZ JIAMETER PUSH TUBES
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m
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8)  BACKHOE
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3 AAND TIUIERENT SHALLCA SAMPLINS

A)  IPOCNS - STAINLECDCD STEzi
3)  IPATULAS - SYAINWLZISS STEEZL
C.  $I2C°S - STAINLES:D siezi
D) SHOVELS
£ PUSH TURES (SHELZY TUBES) - SHALL ZIANMETEXR
Fy  P0ST-H0LS DIGEE=S
G, HAND AUGERS

AMPLING METRODS

0 SURFACZ AND SHALLOW DEZTH (<10 F7.) SAMPLILG

A)  PUSH TUBES - HAMD ZQUIPMENT

B)  CHUNK SAMPLING

C) SPOON, SPATULA, AND SCOOP SAMPLING

D) SHOVELS, POST-#0LE, DIGGERS, PICKS, EIC.
E)  HAND AUGERS

0 SHALLOW AND DEEF DEPTH SAMPLING

A)  SPLIT SPOOM SAMPLING - POWER EQUIPMENT
B)  PUSH TUBES - POMER AND HAND EQUIPMENT
C)  CHUNK SAMPLING - BACKHOE AND HAND EQUIPHENT
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sceas seieczed iz soil sampilsg shzili e scTacigicalily igcaged in order
o csilect Tepresenzative fraccion oI a2 coils with che mizi=uw= mumper oI
ca=nmius and effccT. A surlzce inspectizn I the subject area snall Se cade C2
‘seaze serzinunc fzatures (e.8e» soeis cuzizsss, draizage pacter=s, surface
—~:ncif, concs, lakes, wer areas, seeps, -:Iiuzgs, sarmazent STIUCIETES, £411
aceas, a2rosicnmal areas, deposicionll 2z22:, erc.) and tO evaivate Che rela-=
tionsniz tectweea chese featuIes and pecaz=tial sources of poiluticm. The loea~
ticns of sedizent iepositional areas &2 cs0d indicators of surface rumoff di-

—eccizn. If direczica of surface rumcii .- draicage is diffizuicr to decect,
cbsecratizn of new deposizion OF sedicsnz =ovemenr following 2 raiz =ay prove
heipgiul iz establishing this dizeecticz. “The spreadizg or f2aning out of txe
sedizenc Sody will izdicace dizeezion cI Ilow. .

T2 =ost izscances, the fizsst {pveszization of a site will Se a reconnalis=
sance or sctesmnizg type STucéye Sampiizs iz ‘these imstances will geserally be
coniized t3 surface soils oT shallow ccri=g using nand equipz=ent Suclk as shovels,
post hole diggers, oOF nand augers. 5oT sTTeenilg purposes, suriace soil/sedizs=t
sapziing shall te conducced i deposicisi2i areas on the peripnery of tie sTugy
area, prizarily iz the dowanstTean OT dswmgradiear portIcn of the area of izzarestS
however, an upgradient sampie is oftex vzluable as a concTol site. (Note:
sampling at depouitional aress cends to tcias the sampiing toward high concea~
tracions - this is a valuable screenictg t=o1 bur shouid not be construed as
represencative of the area conditions). .

Following i{aitial screening, =ore cophisticated 1gvestigaticns may in=
volve the use of power equipment such as drillizg rigs or backhoes. The nu=ser

_ of sampies or test holes and the specific depth of samplipg will vary accoréizg

tp site conditions and the scope. of the i=vestigation. In general, a-smini=e= o
three sampling sites or test holes stail be jpsctailed iz order to© adequacely
detercine subsurface conditions. Test holes or sites selecced for soil sampli=ng
should be locaced where che wager tabls Is far. enough below che ground suzface

so as not to incerfere wich the sampiicg operacion unless the study {involves
groundwacer sampling. - S

Sampling of undisturbed soils =2y te achieved by both hand and pover
equiz=ent. Hand equig=ent such as spoons, SCOOPS, shovels, hand augers, and
szall diamecer push tubes are available and shall be used for sampling at
shallovw depths. Hand equipment 4s li=ited even at shallow depchs when the soils
are difficulc to penecTate. Power equir=ent such as augers and dackhoes

may be used for sampling at shallow depchs when hand boring equipzent cannot be

utilized. Drillipg rigs can be used for both shallow and deep soil samplizg.

Shelby tubes or thin vall push cbes can be used with bocth power and hand
equizzent to sampie undisturbed soils. Stainless sceel conscruccion is reco="
sended for most types cf sampling. Soils can be .excruded from the tubes for
logging and selective sampiing ©of seaicd and senc directly to the laboracoery i
the tubes. When using drilling rigs fc< colleccing relatively undiscurbed soil
sagpias, spliz spocn sazplers shall %2 the preferred WSB mechod. These sas=pler
are made of sceel tubing chat will spiiz openm O ceveal the soil sample. The

[
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sancia then con Se exaomiznes, Logged, 2n: tlaces Iz 30PICDrIAla Ssamclie csmTasnars.
Follcw steo=zea augers stall te usea wWhall possible 11 DOTizg test ncles €y ell=-
inaze potentizl cavang prodblexs and ccmtalilzarizsa ITom both soil ang warer.
Sheizy ctuszes or spii:z spoons snall De u-ed with ctne nollow stemmed augers fcT
saabling. If test hcles need O De usei IST groundwacter sampiizg purcoses aZ a
later Zate, well zas:ng shall be ser iz:cide the hollow stemmed augers dpefors
augercs are pulled cuz 2 the hole (see well Instailsc:ion procedures iz zh
Greungwater Sampling secticn of this chcopoer).

Sampliling Tegcnhnizues

- amad

Undisturted/uncsncanizaced (Hote: conmtamization iz this czantext refers =2
he inzrcducciza of foreign zacerials Into the sampie througn colleczioca merncd-
legy) samples of surszce exposures sush as rsad banks, cceek banks, shallow
o1l horizsas, ctast ;its and tTenches =:y be obtaized as push tubdbe samples azd
chunk” samples. A push tube sample iz collecced by pressicg or pushing a ctu
fir=iy <{nco the soil uncil the ' tube is full of sampiej the sampie is exrrac:ze:z
by diggizg t2 2 depth beiow the sample, while naking sura that the sampie is not
disturted. The saxmpis is cut off at tze borttzzm of the tube with a shovel oo
xaife and removed frz= hole. TRe sampis may then e shipped to the laborats:sy
or extruded and placed iz sample containers. A “chunk” sampis is cbtaizned by
saootiing the goound or Zace surface ts remove any disturbed soil, and markizg
the ouclize of the chuaik to be takem. & tTench is them excavaced arouand tha
chunk, The chunk is cut off with a knife or ctraowel, trizmed, cemoved from cn2
hole and placed direcziy izto the appraopriate sample centziner(s) for shipzenc
to the laboraczaory (19). '

sy O 1

Ancther =ethod of obtaining an uccoatamizared (see praviocus noce) soil
sanple from the soil surfzce is tO use a spoon or scoop. Shallow depth saxmples
may be colleccted by diggicg a hole wizh a shovel, then removizg all the lcose
soll and collecrizg a sample at the desired depth using a sampling spoon.

For deeper sampling using hand equipmenc, a large diamecer auger is used uncil che
desirad depth is reached. A small diomecer auger is. then used to collect the sa=:.
If an undiscurbed sampie is required, a Shelby tube can be placed on a2 sampiing
head conneczed %o the correce length c¢f push rod and.pushed inrto the undisctusied
soil. The sample is extruded, the porzions thac are diszurbed and/or comtamizaced
are discarded, and the remainder is- piaced in the appropriace sample container(s).
The Shelby tube and sacple may also be shipped intact to the laboracory. for
analyses. These procecures shi#ll be rureared unpcil the desirad nucmber of-

samples are collecced. .

The split spoon sampler is used =mcstly with power equiz=ent because of i:ts
veight. The hollow stem auger {s usec to advance the hole to the desired depth.
The spiit spoon is added to the correcz length of drill rod and forced into the
undiscturbed soil by means of a 140 pound waighr or hammer. The split spoon is
tecrieved from the hole and opened to raveal the sample. The top two or three
inches of the sample normally will be disturbed and.should be discarded. The
undisturbed portion should be placed in a sample container by means of a clean
stainless steel spoon or spatula. The procedure is. repeaced uncil the desired
aumber of samples are collecced. ‘

ans of grab sampling. This mechod

Sedizent sampnles can be obtained :y == :
iz concaiaer by scooping or by using

coasists 0l colleczing sedizenr {a a sz=p
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a scoon. :s=ail snovel, spatula. ‘3T, cor sortle Iz place the sedizent I oIne <InT
tainer “\ere are aziso varisus Cypes of =s=cnanic2l sasplers availatles, especl
snere sezizent samriing in wacter is Teguired. fefer IO the sectica ¢a surizecs
“ater sz=oilng L 2nis chaptar fov Ianformacicn oz segdizent sampling ecuijsent
and Izznnizues.

Scecifliz fampiling Zzuizment Qualisy Assurance Tazhnizues

suirmenz uzilized $2:il samples incliucizg hand

s, nollcw stzem augers, cdrillizg cigs, Shellby tubes, ecl.,
u=nered so thart this equipzent can te ctrzcec through f£isid records.
cok shall =2 established for this equiszenr, so thar alil cleanizg, =aio-
nd repair procsdures can ke traced to the person perIorzing these

s and to the specifis repaiss sade. It snould be nored thar quality
ctocedures f£or cartain pieces of equirsz=enc, such as sedicear sampilz

, iTe conrained elsewnere i2 this chapter and cthac samplizg spoons azd
ocher =.zor disposable type equirzent.ars exempred Irca this requissment.
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ALl scuipzent ucilized ts collecr soil samvies shall Se cleaned as out~
- -

lizez iz Appendix C and repaized if necsssary beifors being stored at the conm™
clusian of fieid scudies,

All such eguirpzent shail be tasted before being issued for Zield scudies.

Any cleaning procedures conduczed fa the field (Appendix C) or field re-
pairs snould be thoroughly documented in fiZeld cecords.

Auxilizzy Data Collecticn

Sefore and after sites have bees selecced, additionai izformation aod
data czn be collected. fzom various city, councy, stace, and federal agencies.
Most areas of concera zo. EPA usually have data fre= surveys or studies chac
have tcen previously made. Water quaifry studies, hydrolcogic and geologic daca,
soil surveys, and well zonitoring studies are exacpies.

A system of.logging all pertisenr data collected during drilling and sa=-
plizg operations should be used and mzintaized. The test hole locacions should
be reccried and refersnced to the sitz zap and/or datum base so rhac each loca-
tioz can be permanenrly escablished. Sampies should be accuracely tagged and
labeied vith all pertizent site infor=acion at cthe tize of sampilng. See Chapcer
III for sample labeling and fileld reccréing procedures. Also, refer to the
seccizn on drilling logs in the Groundwater Sampiing section of this chapter.
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' jxfremes
Tomporetyre

COLD EMERGENCIIS

On days with low temperarures. high winds. ind humuditv 1mverne
can suffer from the extreme cold. severe cold exposure <in Se
life-chreaterung. Several factors increase the harmful erfects of co.
being very voung or very old. set clothung, having wounds or
fractures. smoking, dninking alcoholic beverages. fatigue. emoticn
stress, and cerwin diseases and medicanions. People exposed 0
severe cold can suffer from hvooih ua or (rostore.

Hypothermia

Signs and Symptems

The signs and symptoms of hypothermia include shivering,
dizziness, numbness, confusion. weakness, impaired judgment.
impaired vision. and drowsiness (Ffg 47). The sages are—
1. Shivering.

As hypothermia progresses, the victim may move clumsdy ind
have trouble hoiding things. [n the later scages, he or she mav

is fully conscious. Monitor ABCs.

Figure 47 is worse if the frostbitten parts are
]] Hypod | 0 the (njured pares. The effect

but
very cold and numb. The vicim may not be aware of




WY omperarure Ixtremes Action Guides

l Cold Emergencies

-

‘uney ‘he sCene
Do 3 pPrumary survey
Phone EMS g necessam
Do 2 econdary symey
WS the vicum Xposed o colag?

14

f
Yes I

No
Tvpe of €Xposure? Continye secondary e

I R
Hypothermis Frostbice
Remove from colq and ger to warm place Remove from cold and get 10 warm place
Remove wet clothes and cover with Rewarm frozen part by unmersing (n
dry clothing or blankets warm (not hot) waser; do ROt rub or massage
' Warm body siowly Put dry, sterile gauze between warmeg
Give nothing by mouth unjess victim 0€3 of fingers
is fully conscioys Loosely bandage
Monitor ABCs

b e Tt et et
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should be used when estimating the combined cooling effect
of wind and low air temperatures on exposed skin or when
determining clothing insulation requirements to maintain the
deep body core temperature.

Uniess there are unusual or extenuating circumstances, cold
injury to other than hands, feet, and head is not likely to occur
without the development of the initial signs of hypothermia.
Older workers or workers with circulatory problems require
special precautionary protection against coid injury. The use
of extra insulating clothing and/or a reduction in the duration
of the exposure period are among the special precautions
which shouid be considered. The precautionary actions to be
taken will depend upon the physical condition of the worker
and shouid be determined with the advice of a physician with
knowiedge of the cold stress factors and the medical condi-
tion of the worker.

Evalustion and Control

For sxposed skin, continuous exposure shouid not be per-
mitted when the air speed and temperature results in an
squivaient chill temperature of -32°C (~25.6°F). Superficial or
deep local tissue freezing will occur onty at temperatures below
-1°C (30.2°F) regardiess of wind speed.

At air temperatures of 2°C (35.6°F) or less, it is imperative
that workers who become immersed in water or whose clothing
becomes wet be immediately provided a change ot‘gthing and
be treated for hypothermia.

TLVs recommended for properly ciothed workers for pefiods
of work at temperatures beiow freezing are shown in Table 3.

Special protection of the hands is required to maintain
manual dexterity for the prevention of accidents:

1. If fine work is to be performed with bare hands for more than
10-20 minutes in an environment below 16°C (60.8°F), special
provisions shouid be established for keeping the workers'
hands warm. For this purpose. warm air jets, radiant heaters
(tued burner or slectric radiator), or contact warm piates may
be utilized. Metal handies of toois and control bars shouid be
covered by thermal insulating material at temperatures below
-1°C (30.2°F).

2. If the air temperature falls beiow 16°C (60.8°F) for sedentary,
4°C (39.2°F) for light, -7°C (19.4°F) for moderate work and
fine manual dexterity is not required, then gioves shouid be
used by the workers. ’

To prevent comact frostbite, the workers should wear anti-
contact gloves.

1. When coid surfaces beiow -7°C (19.4°F) are within reach,
a warning shouid be given to each worker by the supervisor
to prevent inadvertent contact by bare skin.

2. It the air temperature is -17.5°C (0°F) or less, the hands
should be protected by mittens. Machine controis and tools
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for use in cold conditions should be designed 3o that they can
be handled without removing the mittens.

Provisions for sdditional total body protection are required
if work i3 performed in an snvironment at or beiow 4°C (39.2°F)
The workers should wedr coia prowectiVe ciatning appropriate for
the level of cold and physical activity:

1. It the air velocity at the job site is increased by wind. draft.
or artificial ventilating equipment, the cooling effect of the wing
should be reduced by shieiding the work area or by wearnng
an easily removable windbreak garment.

2. It only light work is invoived and if the clothing on the worker
may become wet on the j0b site, the outer iayer of the clothing
In use may be of a type impermeabie 10 water. With more
severe work under such conditions, the outer iayer shouid be
water repeiient, and the outerwear should be changed as it
becomes wetted. The outer garments shouid include provi-
sions for sasy ventilation in order to prevent wetting of inner
iayers by sweat. if work is done at normal temperatures or
in a hot envionment before entering the cold area, the
empioyee shouid make sure that clothing is not wet as a con-
sequence of sweating. I clothing is wet, the empioyee should
change into dry ciothes before entering the coid area. The
workers should change socks and any removabie feit insoies
at reguiar daily intervals or use vapor barrier boots. The op-
timal frequency of change shouid be determined empincally
and will vary individually and according to the type of shoe
worn and how much the individual's feet sweat.

3. If exposed areas of the body cannot be protected sufficiently
to prevent sensation of excessive cold or frostbite. protective
items shouid be supplied in auxiliary heated versions.

4. If the available clothing does not give adequate protection to
prevent hypothermia or frostbite, work shouid be modified or
suspended until adequate clothing is made availabie or untit
weather conditions improve.

5. Workers handling evaporative liguid (gasoline, aicohoi or
cleaning fluids) at air temperatures below 4°C (39.2°F) should
take special precautions to avoid soaking of ciothing or gloves
with the liquids because of the added danger of cold injury
due to evaporative cooling. Special note should be taken of
the particularty acute effects of splashes of ‘‘cryogenic fluids’
or those liquids with a boiling point that is just above ambient
temperature.

Work-Warming Regimen

it work is performed continuously in the cold at an equivalent
chill temperature (ECT) or below -7°C (19.4°F), heated warm-
ing sheiters (tents, cabins, rest rooms, etc.) should be made

availabie nearby. The workers shouid be encouraged to use these
sheiters at reguiar intervais, the frequency depending on the

3
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TABLE 3. Threshold Limit Values Work/Warm-up Schedule for Four-Hour Shift*

£e

Air Temperalure — Sunny Sky !l No Noticesble Wind 5 mph Wind 10 mph Wind 15 mph Wind !0 mph Wind
] Max. Max. Max. Max. Max.

Work |No. off Work | No. of | Work |No. of{ Work |No.of| "Work | No. of
°C (approx.) °F (approx.) Period |Breaks| Period | Bresks | Period |Breaks| Period |Bresks lb_riod Breaks
-26° 10 -28° -15% 10 -19° (Norm. Breaks) |(Norm. Breaks) 1| 75 min 2 55 min 3 40 min 4
-29° 10 -31° 20° 10 -24° (Norm. Breaks) 1{ 75min 21 55 min 3 40 min 4 30 min S
-32% 10 -34° -25° to -29° 75 min 2] 35 min 3| 40 min 4 30 mun S |Non-emergency
-35%10 -37° -30° 10 -34° 5SS min 3| 40 min 4| 30 min S |Non-emergency work should cease
-38° 10 -39° -35° 10 -39° 40 min 4| 30 min S Non-emergency | %ork should cease

40° 1 -42° 40° 10 -44° 30 min 5| Non-emergency work should cease
431° & below 45° & below Non-emergency work should cease l
work should cease *

Notes for Table 3:
1 1. Schedule applies to any 4-hour work period with moderate to heavy work activity, with warm-up periods in : warm location

and with an extended break (e.g., lunch) at the end of the 4-hour work period in a warm location. For Light-to-Moderate
Work (limited physical movement): apply the schedule one step lower. For example, at -35°C (-30°F) wit 1 no noticeable
wind (Stcp 4), a worker at a job with little physical movement should have a maximum work period of 4) minutes with
4 breaks in a 4-hour peniod (Stcp 5).

The following is suggested as a guide for estimating wind velocity if accurate information is not availabl::
S mph: hight flag moves; 10 mph: hight lag fully extended; 15 mph: raises newspaper shect; 20 mph: blowing and
drifting snow

If only the wind chill cooling rate is available, a rough rule of thumb for applying it rather than the temperature and wind
velocity factors given above would be: 1) special warm-up breaks should be initiated at a wind chill cooling rate of about
1750 W/m?; 2) all non-emergency work should have ceased at or before a wind chill of 2250 W/m?. In general the warm-
up schedule provided above slightly under-compensates for the wind at the warmer temperatures, assuming acclimatization
and clothing appropriate for winter work. On the other hand, the chart slightly over-compensates for the actual iemperatures
in the colder ranges, since windy conditions rarely prevail at extremely low temperatures.

4 TLVs apply only for workers in dry clothing

* Adapted from Occupanional Health & Safety Division, Saskatchewan Department of Labour




seventy of the envircnmental exposure. The onset of heavy shiver-
1ng. frostnip, the feeling of excessive fatigus. drowsiness, irritabili-
ty. or euphona are indications for immadiate return to the sheiter.
when entening the heated sheiter, the outsr layer of clothing
should be removed and the remainder of the clothing loosened
to permit sweat evaporation or a change of dry work clothing pro-
vided. A changa nt Ary wnry rinthing ehauld he arended 33
necessary to prevent workers from returning to work with wet
clothing. Dehydration, or the loss of body fluids, occurs ingidiously
in the coid environment and may increase the susceptibility of
the worker 10 cold injury due to a significant change in biood flow
to the extremities. Warm sweet drinks and soups shouid be pro-
vided at the work site to provide caloric intake and fluid volume.

The intake of cotfee shouid be limited because of the diuretic and

circulatory effects.

For work practices at or below -12°C (10.4°F) ECT, the
followtng shouid apply: )

1. The worker shoukd be under constant protective observation
{buddy system or supervision).

2. The work rate should not be 30 high as to cause heavy
sweating that will result in wet ciothing; if heavy work must
be done, rest periods shouid be taken in heated shelters and
opportunity for changing into dry ciothing should be provided.

3. New empioyees shouki not be required to work fulltime in the
cold during the first days of empioyment unti! they become
accustomed to the working conditions and required protec-
tive clothing.

4. The weight and bulkiness of clothing should be included in
astimating the required work performance and weights to be
lifted by the worker.

5. The work should be arranged in such a way that sitting still
or standing still for long periods is minimized. Unprotected
metal chair seats shouid not be used. The worker shouid be
protected from drafts to the greatest extent possible.

6. The workers should be instructed in safety and hesith pro-
cedures. The training program should include as a minimum
instruction in:

a. Proper rewarming procedures and appropriate first aid
treatment.

Proper clothing practices.

Proper eating and drinking habits.

Recognition of impending frostbite.

Recognition of signs and symptoms of impending hypo-

thermia or excessive cooling of ths body even when shiver-

ing does not occur.

f. Sate work practices.

Speciai Workplace Recommenadations
Special design requirements for refrigerator rooms include
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the following:

1. In refrigerator rooms. the air velocity should be minimized as
much as possible and should not exceed ' meter/sec {200
fpm) at the job site. This can be achieved by properly design-
od air distnbution systems.

2. Special wind protective CiGiiniy »iOuiu pe proviaed 0asec
upon existing air velocities 1o whnich workers are exposed

Special caution should be exercised when working with tox-
1C substances and when workers are exposed to vibration Cold
exposure may reqQuire reduced 8xposure iimis

Eye protection for workers smployed out-ot-doors in a SNow
and/or ice-covered terrain should be supplied. Special satety
goggles to protect against ultraviolet light and glare (which can
produce temporary conjunctivitis and/or temporary loss of vision)
and blowing ice crystals shouid be required when there is an ex-
panse of snow coverage causing a potential eye exposure hazard

Workplace monitoring s required as follows:

1. Suitable thermometry shouid be arranged at any workplace
where the snvironmental temperature is beiow 16°C (60.8°F)
S0 that overall compliance with the requirements of the TLV
can be maintained.

2. Whenever the air temperature at a workpiace fails betow -1°C
(30.2°F), the dry buib temperature shouid be measured and
recorded at least every 4 hours.

3. In indoor workpiaces. the wind speed should aiso be recorded
at least every 4 hours whenever the rate of air movement
exceeds 2 meters per second (5 mph).

4. In outdoor work situations, the wind speed should be
measured and recorded together with the air temperature
whenaver the air temperature is beiow -1°C (30.2°F).

5. The equivalent chill temperature shouid be obtained from
Table 2 in all cases where air movement measurements are
required; it shouid be recorded with the other data whenever
the equivaient chill temperature is below -7°C (19 4°F).

Empioyees should be excluded from work in cold at -1°C
(30.2°F) or beiow if they are suffering from diseases or taking
medication which interferes with normal body temperature reguia-
tion or reduces tolerance to work in coid environments. Workers
who are routinely axposed to temperatures below -24°C (-11.2°F)
with wind speeds less than five miles per hour. of aif temperatures
below -18°C (0°F) with wind speeds above five miles per hour.
shouid be medically certified as suitable for such exposures.

Trauma sustained in freezing or subzero conditions requires
spectal attention because an injured worker s Jredisposed to cold
injury. Special provisions shouid be made to prevent hypother-
mia and freezing of damaged tissues :n addition to providing for
first aid treatment.
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SITE SAFETY PLAN ACKNOWLEDGMENT FORM

I have been informed and understand and will abide by the procedures set forth in the Safety
and Health Plan and Amendments for the Sauget Landfill site.

Printed Name Signature Representing Date

e Rewrries S RBer D LS o4 2/e3 Jos—
B/l Rifley  Rick Bl /de ] 23/75
JULL (e pde ] ; e _[Recdel 2/a 9T
Kochaci  Wovsfw i y Reclo) 2/t 3for
e S, FtE 7o 2. /23 Jac

Ken  Reste, Rick s
D)
//{casz D275 )it~ Zﬁ/ﬁ"
w1 4, . P4 H3/o5~
Nicole Alleq (KeS 213(75
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ATTACHMENT D
PERSONAL PROTECTIVE EQUIPMENT

AND
RESPIRATORY PROTECTION SOP’S
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[1]

[2]

3]
[4]

[6]

SSP:

INSPECTION OF PERSONAL PROTECTIVE CLOTHING

Determine that clothing material is correct for specified task
a. compatibility chart '

b. chemical hazard chart in Safety Plan

c. MSDS

Visually inspect material for:
imperfect seams
non-uniform coatings
tears
discoloration/degradation
malfunctioning closures

o Qa0 o

Hold up to light and check for pinholes.

Flex material;
a. observe for cracks
b. other signs of shelf deterioration

If the material has been used previously, inspect inside and out for signs of chemical

penetration/degradation

a. discoloration
b. swelling
C. stiffness

During the work task:

a. evidence of discoloration/degradation
b. closure failure

C. tears

d. punctures

e. seam discontinuities

Sauget Landfill DATE:02/16/95
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RESPIRATORY PROTECTION

General Guidelines

[1] All personnel required to use respirators will select and use the respirators based
upon guidelines established by OSHA., NIOSH, and the RES Respiratory
Protection Program.

(2] All individuals required to wear respirators will have received a documented
pre-issue qualitative fit test for the MSA full-face.

(3] Each individual will be responsible for conducting a positive/negative fit check
each time the respirator is donned.

[4] Each individual shall be responsible for cleaning his/her own respirator at least
once daily and is permitted to leave the work area to wash his/her own respirator
as needed.

[5] Cartridges or filters shall be changed after each daily use or whenever an
increase in breathing resistance/odor is detected, or if they become wet. All
changes will be made in uncontaminated areas.

[6] No RES employee shall wear a respirator until he/she has been examined by a
physician and determined to be physically able to wear respiratory protection.
This examination shall be documented at the site.

[7] All personnel must be qualitively fit test every six months.

Air Purifying Respirator Inspection and Checkout

[1] Visually inspect the entire unit for any obvious damages, defects, or deteriorated
rubber.

[2] Make sure the facepiece harness is not damaged.

[3] Inspect lens for damage and proper seal in facepiece.

[4] Exhalation Valve
Pull off plastic cover and check valve for debris, tears, or deformities in the
neoprene valve.

[5] Inhalation Valve
Screw off cartridges/canister and visually inspect neoprene valves for tears.

Make sure than inhalation valves and cartridge receptacle gaskets are in place.

[6] Insure that the speaking diaphragm retainer ring is hand tight.
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[7] Make sure than you have the correct cartridge.
[8] Don and perform positive and negative pressure check.

Storage of Air Purifying Respirators

[1] OSHA requires that respirators be stored to protect against:

Dust

Sunlight

Heat

Extreme Cold
Excessive Moisture
Damaging Chemicals
Mechanical Damage

¥ ¥ X K F X *

(2] Respirators must be stored in a clean area which is not likely to be contaminated
by the work in progress.

[3] Respirators should not be hung from their headbands for prolonged periods of
time.

SCBA Inspection and Checkout

[1] Monthly Inspection

check cylinder label for current hydrostatic test date
inspect cylinder for large dent or gouges

inspect cylinder gauge for damage

complete routine inspection

fill out inspection documentation card

oao o

[2]  Routine Inspection

a. Pre-Operational
* high-pressure hose connector is tight on cylinder fitting
* by-pass valve is closed
* mainline valve is closed
*

regulator outlet is not covered or obstructed

b. Backpack and Harness Assembly

* inspect backpack/harness straps for wear, damage, secure
* check wear and function of belts
* check backplate and cylinder holder for damage
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SSP:

Sauget Landfill

Cylinder and High Pressure Hose Assembly

*
*

check cylinder to insure firmly attached to backplate

open cylinder valve; listen or feel for leakage around packing and
hose connection

check high pressure hose for damage or leaks

Regulator

* cover regulator outlet with palm of hand

* open mainline valve

* remove hand from regulator outlet

* open by-pass valve slowly to assure proper function

* close by-pass valve

* open mainline valve

* note pressure reading on regulator gauge

* close cylinder valve while keeping hand over regulator outlet
* slowly remove hand from outlet and allow air to flow
*

*  *

note pressure when low pressure warning alarm sounds; it should
be 550-650 psi

close mainline valve

check regulator for leaks by blowing air into regulator for 5-10
seconds

draw air from outlet for 5-10 seconds

if a positive pressure or vacuum cannot be maintained, there is a
leak.

Facepiece & Corrugated Breathing Hose

*

inspect head harness and facepiece for damage, serrations, and
deteriorated rubber
inspect lens for damage and proper seal in facepiece

* inspect exhalation valve for damage and dirt buildup

* stretch breathing hose and carefully and inspect for holes and
deterioration

* inspect connector for damage and presence of washer

* perform negative pressure test with facepiece donned

Storage

* refill cylinder to 2216 psi

* close cylinder valve

* tightly connect high pressure hose to cylinder

* bleed pressure from high pressure hose by opening mainline valve

* close by-pass valve

* close mainline valve

* fully extend all straps

*

store facepiece in a clean plastic bag for protection

DATE:02/16/95 PAGE 50 OF 62



ATTACHMENT E

ALCOHOL AND DRUG PROCEDURES
(Riedel only)
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ALCOHOL AND DRUG POLICY (Riedel only)

SSP:

[1]
[2]

[3]

[4]

[5]

No personnel are to report to the site under the influence of drugs or alcohol.

Failure to comply will result in being barred or removed from the site and/or
other disciplinary action.

All RES employees will receive, and pass, a drug screen prior to work
beginning.

A drug screen will be required of any personnel involved in an accident
requiring medical attention.

a. The Response Manager is responsible for assuring that they have a copy
of all Riedel employee’s signed consent forms.

b. The supervisor will accompany the injured worker to the clinic for
medical treatment and collection of the drug urinalysis.

Response Manager will insure that they have Med-Tox Drug and Alcohol Kits
on site.
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ATTACHMENT F

ACCIDENT REPORTING/INVESTIGATIONS
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RIEDEL ACCIDENT REPORTING/INVESTIGATIONS

n All injuries or accidents must be reported to the Response Manager or Site Safety
Officer immediately.

n The Response Manager will conduct an immediate investigation of the accident and
document all results on the Supervisor’s Accident Investigation Report and State
Worker’s Compensation Form.

u The Response Manager will assign a supervisory individual to accompany all injured
personnel to the clinic and follow guidelines outlined in the RET Return to Work
Program.

. Copies of all Supervisor’s Accident Reports will be sent to the Riedel Corporate

Director of Health and Safety.
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1 INTRODUCTION

A key element in any hazardous vaste site investigation is actual
entry into the site. A safe and proper entry requires a careful and
coordinated team effort before, during, and after actual entry.

The entry team must conduct and complete reconnaissance of the
site, as vell as undertake other tasks in unfamiliar surroundings, in a
variety of situations, and vith umlknown hazards. The goals are to
complete the tasks vhile maintaining and protecting the health and
safety of E & E and subcontractor personnel.

B & E has established Standard Operating Procedures (SOPs) to serve
as training and guidance tools during the planning and implementation of
all phases of a site investigation. Of primary concern is the health
and safety of personnel. This is organized under the Corporate Health
and Safety Program and blueprinted in the Corporate Health and Safety
Plan for Toxic and Hazardous Substances. Other phases of investigations
are addressed in other SOPs, thus, those SOPs should be carefully
revieved prior to a site investigation.

This document presents site entry procedures and guidelines for all
E & E personnel vorking on hazardous vaste sites.

1.1 OBJECTIVES

The primary objective of the Site Entry SOP is to provide operating
guidelines and to establish procedures for the entry and inspection of
hazardous vaste sites. It encompasses preplanning, site safety
considerations, entry procedures, on-site guidelines, site egress, and
decontamination procedures. This document is not designed to present
site-specific procedures, but describes procedures applicable to a vide
variety of hazardous vaste sites.

1.2 SCOPE AND LIMITATIONS

The procedures outlined in this SOP are applicable to all E & E
personnel vho participate in the inspection or investigation of sites
vhere chemical or biological contamination is known or suspected.

The provisions of this document are not binding on non-E & E
personnel, unless othervise specified under contractual agreement.
Hovever, non-E & E personnel will be encouraged to follov these
procedures.

This document is applicable only to the conditions and limitations
specified within and does not address operations at radioactive or '
asbestos sites, or barrel-opening operations. For asbestos inspection,

recycled paper cenlugs atd enviconment
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assessment, or abatement oversight projects, please refer to E & E
Corporate Guidelines for Asbestos Inspection/Assessment, Laboratory
Analysis, and Abatement Oversiiﬁt. October 1987.

2 POLICIES AND DOCUMENTATION

2.1 POLICIES

The health and safety of site inspectinn persnnnel has precedence
over all other considerations in dealing wvith hazardous materials.
Vhen inspection personnel must be exposed to hazardous substances, every
effort should be made to ensure that concentrations are as lov as
reasonably achievable. E & E has established specific health and safety
policies and guidelines, set forth in the E & E Health and Safety Plan
for Toxic and Hazardous Substances.

Entry into a knowvn or suspected contaminated vaste site will be
conducted only vhen such entry is required to gather information not
obtainable by any nonentry means. The time on site will be kept as
short as possible. Entry onto any hazardous vaste site is expressly
forbidden unless conducted as part of a work assignment.

The Regional Manager/Supervisor and/or his or her designated
assistant will appoint a Site Safety Officer (SSO) for each on-site
inspection or investigation vhere there is suspected hazardous substance

contamination.

The SSO, in consultation with the Project Team Leader (PTL) will,
in accordance with this and other SOP documents, make decisions

regarding:
o The potential hazards present;
o The type of protective clothing to be worn;
o The type of respiratory protection to be worn;
o The type of decontamination solutionﬂ;) to be used;
o The distance to the exclusion area boundary; and

o The location of the Command Post (CP), the personnel
decontamination station (PDS), and the contamination control

line (CCL).

The PTL will assume full responsibility for the action of E & E
personnel only. The PTL vwill assume no responsibility for the action of
non-contractor personnel. Non-contractor personnel entering the
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hazardous vaste site vill be advised of the hazards present and safety
precautions deemed necessary. If non-contractor personnel choose to
enter the hazardous vaste site in disregard of the PTL’s advice, then
official vritten notification vill be made in the daily log, and the
Regional Manager/Supervisor vill be advised of the situation. The PM or
regional manager vill be advised of the situation. If the actions of
non-E & B personnel result in a threat to the velfare of E & E
personnel, the PTL can choose to cease on-site operations until the
situation is resolved.

2.2 DOCUMENTATION

Before site entry, documentation should be completed to address the
legal, health, and safety issues of site access. Legal issues
concerning E & E's right to enter the site are resolved by obtaining
permission to access the property(ies) that incorporate the site. This
permission may be granted by the property owner(s) or by appropriate
judicial authorities. Documentation of permission, in the form of a
court order or vritten authorization, should be available for disclosure
at the site during the investigation.

The PTL, PM, and SSO vill be responsible for maintaining all
records, logs, and reports required for, or generated by the on-site
activities (refer to E & E’s loghook SOP). Records vill be kept of the
folloving:

o A log of all information (i.e., calibrations) and all data from
personnel monitoring devices and instruments (e.g., dosimeters
and personnel air sampling devices);

0 An on-site activity log‘(updated hourly) to record the progress
of each activity, field data from each sample collected,
tracking numbers, and other information for all samples; and

o An on-site safety log of all personnel, safety activities (e.g.,
monitoring activities and results), changes from the original
safety plan, protective steps taken, special problems
encountered, and solution measures taken.

In addition, photo-documentation of site conditions is vital in any
investigation and can prove to be indispensable for later use in site
evaluations, reports, or litigation proceedings. It is important that
all information concerning each photograph be recorded in the field
logbook.
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3 FIELD OPERATIONS

3.1 SITE SAFETY CONSIDERATIONS

Upon initial entry into a site, the investigation team performs a
variety of tasks in unfamiliar surroundings vith unknovn hazards. The
team members vear protective clothing and respiratory protection devices
that restrict and hinder both movement and vision. If the entry is to
be performed smoothly and safely, proper planning and procedures must be
established.

The necessity to enter a site must first be evaluated before any
other site questions can be addressed. Site access will be considered a
vork alternative only if it is to gather information that is not
available from other off-site sources.

Assurance of a safe investigation hinges on proper planning and
implementation. The folloving are four fundamental site-safety
components:

o Thorough background search for site characterization,

o Development of a comprehensive Site Safety Plan (SSP) and wvork
plan,

o Implementation of approved site-specific safety plan, and
o Use of common sense in safe work practices.

3.1.1 Background Search

The background search occurs during the planning stages of the
projects and is inherently linked to the formation of the SSP and wvork
plan (Section 3.1.2). Staff conduct a reviewv of all background material
and available data, focusing on the past history of the site, the
materials used or disposed of at the site, data and information from
previous investigations, past site conditions, as vell as present
activity and condition of the site. This information is available from
a variety of sources:

o Client records;
o Aerial photographs;
o Federal, State, or local agency files; and

o National or regional data bases.

Q0080 F
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3.1.2 Site Categorization

Because there are so many, varied sites, E & E has developed three
categories or types of sites for planning purposes. Using these types
provides a viable means of selecting levels of personnel and respiratory
protection:

o Site Type I: Apparent No-Problem Site (see Pigure 1). All
background information indicates that there is no hazard
associated vith this site. If the correct response to all of
the items depicted in Pigure 1 can be obtained, then E & B
personnel may conduct the investigation in Level D protection.

o Site Type II: Industrial Vorkplace Site (see FPigure 2). Teanm
members must conduct extensive research to determine if the
safety precautions in force at the industrial vorkplace sites
are adequate for E & E personnel. (See Figure 2 for the reviev
process.) If the reviev process indicates that the existing
level of protection is adequate, then the team may enter the
site in the same level of protection as the industrial vorker.
If reviev indicates a higher level of protection is required,
these findings should first be discussed vith the proper site
authorities. It would not be prudent for team members to appear
at a site in a higher level of protection without first
informing the site managers.

0o Site Type III: Legitimate Uncontrolled Hazardous Substance
Facility (see Figure 3). For a legitimate uncontrolled
hazardous substance facility, the need for higher levels of
protection should be evdluated against the potential of skin
contact and inhalation. To assist in this evaluation, E & E has
developed decision guidance matrices for assigning personnel
equipment levels on a Type III site (see Figure 4). These
decision matrices require simple "yes" or "no" ansvers to
achieve succeeding levels of decision. After determining the
proper clothing for site entry, teams must determine if there is
an apparent respiratory hazard. Figure 5 lists conditions that
should be considered in determining if there is an apparent
respiratory hazard. If no respiratory hazard is present an
initial entry survey should then be conducted. In cases for
vhich no background information is available to determine
respiratory hazard, the SSO should require use of respirators

for site entry.

3.1.3 Site Safety and Vork Plan Development

Many health and safety concerns associated with the inspection
or investigation of a hazardous vaste site are related to the nature of
the site and the extent of the vork to be performed. Consequently, the
SSP is a site-specific document that lists the objectives of the on-site

recvcieq paoer cenliery anid o eovieenmen
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SITE TYPE I:
“APPARENT NO-PROBLEM SITE"

REVIEW PROCESS:
1. ATTEMPT TO COMPLETE INVESTIGATION WITH PERIMETER INSTRUCTIONS

2. IF THERE IS A NEED TO ENTER, DO SO (LEVEL D) ONLY IF THE
FOLLOWING APPLY:

a. Task limited to brief visual inspection

b. No contsiners of unknown or known hazardous substances visible

¢. No unknown odors or known odors of hazardous substances

d. Good natural air circulation

8. Visible or historic evidence of accessibility to humans; no ill heaith effects

-

. No visible dead animals or vegetation

Figure 3-1 SITE TYPE | CHARACTERISTICS
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SITE TYPE Il
INDUSTRIAL WORKPLACE SITE

REVIEW PROCESS:
1. REVIEW SITE HISTORY; ESTABLISH TYPE OF WORKPLACE
2. INVENTORY WORKPLACE CHEMICAL HAZARDS

3. ESTABLISH APPLICABLE INDUSTRY STANDARDS (CONSULT REGIONAL
OSHA/NIOSH OFFICES)

‘4. IF FACILITIES ONGOING HEALTH AND SAFETY PROGRAM IS ACCEPTABLE AND
IF INVESTIGATIVE TASK PRESENTS NO ADDITIONAL RISK, USE WHAT THEY
USE AS A MINIMUM

Figure 3-2 SITE TYPE Il CHARACTERISTICS
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- SITE TYPE IH:
LEGITIMATE UNCONTROLLED HAZARDOUS
SUBSTANCE FACILITY

1. EVALUATE NEED FOR LEVEL A —- EMERGENCY ACTION

2. SPLASH PROTECTION NEEDED FOR INITIAL ENTRY?

3. CONDUCT INITIAL ENTRY

4. IS THERE AN APPARENT RESPIRATORY HAZARD?
YES - Continue investigation in SCBA s and any necessary splash protection
NO - Continue investigation without respiratory protection

5. WORK CONTINUES WITH AMBIENT MONITORING AND REVALUATION OF
PERSONAL PROTECTION NEEDS

Figure 3-3 SITE fYPE Il CHARACTERISTICS
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DECISION GUIDANCE FOR ASSIGNING
PEL ON TYPE Ill SITES

SPLASH
PAOTECYION
NELDED FON
WHTIAL
INTAY

U

AQD APACKN ON
OTHER APPROPAIATE
CLOTHING

CONLUCT
BTIAL ENTAY

APPARINT
RISPINATORY
HALARD?

WEAR
LEVEL A

WAIT UNTIL

DISSIPATES

OTHER APPROPRIATE
CLOTHING

ADO APRON OR

comrLeTe
WMVESTIOA TION CDNnUCY
MTHOUT AR
ALSMRATORY MOMITORING
PROTICYION
Q0 YO ALIMRATORY
PROTEICTION DECISON
LOGIC BASED ON AIR
MOMTORNG DATA

Y

SPLASH
PROTECTION L[]
RICUIALD FOR
WvIsT).
GATION

CONOUCT 1NVESTIOA-
TIONM IN INITIAL
INTAY PERSONAL
PRAOTECTION GARS

Figure 3-4 DECISION GUIDANCE FOR ASSIGNING PEL ON TYPE lIl SITES
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NO APPARENT RESPIRATORY HAZARD

1. NO DRUMS, LAGOONS, OR OTHER CONTAINERS OF UNKNOWN CONTENTS
IN CLOSE PROXIMITY TO WORK AREA

2. SITE HAS GOOD AIR CIRCULATION
3. NO ILL HEALTH EFFECTS ASSOCIATED WITH SITE

4. INVESTIGATION DOES NOT REQUIRE EXCAVATION, DRILLING,
OR DRUM OPENING

5. HISTORICAL REVIEW GIVES GENERAL IDEA OF SUBSTANCES PRESENT
8. OTHER?

Figure 3-5 NO APPARENT RESPIRATORY HAZARD
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vork and describes the health and safety procedures and protocols that
vill be folloved during the completion of those work objectives. (See
Appendix A - Site Safety Plan).

The plan provides a vritten outline of the steps that are to be
folloved, eliminates the uncertainties of memory, and provides a
checklist for preparing the site entry. It forces the vriter to
identify and organize the available data and then to construct a
logical, coherent, and vorkable plan based on the data. As a vritten
report, it is to be revieved by peers, who should identify inadequacies.

Pirst, the plan must include site background information, safety
information, and instructions and procedures for both routine and
emergency situations to ensure that the risk of accident or injury is
minimized. Second, it should allow for contingencies that will permit
adaptations, at the discretion of the PM and the SSO, as new information
is gathered and field conditions fluctuate. Finally, the plan must be
presented in a concise, wvritten format so that {t is available as a
source of site-specific safety and health information to team members.

Under certain conditions, safety plans may be subject to
modifications by the PTL and SSO on site. If the danger appears to be
greater than originally anticipated, the SSO has the option of
immediately vithdrawving the team or increasing the level of protection.
If the danger wvas overestimated, the SSO can allov the site to be
examined at a lover level of protection, provided that the SSP describes
the rationale and the specific protection level to which the site can be
dovngraded.

Vhen site conditions varrant modification to the operating
procedure or the level of personal protection required, the changes and
conditions should be thoroughly documented. If the modification results
in significant changes, such as dowvngrading to a lover level of
protection, the RSC will be informed. The SSO must present the
rationale for making the changes and must provide sufficient monitoring
data to justify the reduction in the level of protection. Team members
wvill not use a level of protection less than that required in the SSP
for each specific exclusion area or subarea until that decision has been

approved by the RSC.

The vork plan, like the safety plan, is a vritten outline of the
vork to be performed on site and the methods used to complete the
investigative tasks. Because it is peer revieved, inadequacies or
unsafe procedures should be identified and modified. In many cases, the
vork plan is produced as part of the project proposal, or for review by
the client.

11
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A vork plan should contain details of the site investigation that
include, but are not limited to the following:

o Initial entry and characterization;

o Inventory of site materials and conditions;
o Sampling plan and analysis required;

o Geophysical explorations;

6 Groundvater monitoring-vell.1nstallation;

o Decontamination methods; and

o Disposal of site-derived materials (drill cuttings,
decontamination fluids, disposable gear).

3.1.4 Meetings and Training

Before on-site activities are initiated, the SSO will coordinate to
the degree necessary (based on the site hazard level as determined by
the PM) wvith local medical and emergency authorities to inform them of
planned activities and special treatment or response needs in the event
of injury or exposure.

Before the site entry, the SSO will conduct as many meetings or
training sessions as necessary to ensure that all personnel vho enter
the site have a thorough understanding of health, safety, and
operational aspects of on-site activities. Issues to be addressed
during these meetings and training sessions may include, but are not
limited to the folloving:

o Potential hazards associated with the site;

o Safety procedures (including the route to the designated
emergency medical facility), specific hazards associated vith
on-site contaminants (as presented on the Hazard Evaluation of
Chemicals wvorksheet), and team response organization and
responsibilities in the event of an injury or contamination
incident;

o Monitoring instrument operation and monitoring frequency
requirements;

o The level(s) of personnel and respiratory protection required in
each phase of planned on-site activity;

o Protective equipment fit and operation;

12
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o Decontamination requirements and procedures;

o Site-control procedures, including the designation of work and
exclusion zones, and site-entry and -exit procedures; and

o Contingency plans to protect the public and the environment in
the event of an emergency.

All team members (including subcontractors and supervisory
personnel) will sign the On-Site Safety Meeting Form in the SS50's copy
cf the SSP at the end of the safety meetiig(s):. By signing the fornm,
each team member indicates that the on-site hazards and site safety
procedures and protocols have been explained by the SSP to his or her
understanding. The form must be signed before site entry.

3.1.5 General Safety Rules and Requirements

Team members are avare of their responsibility to follow the
general on-site safety practices and regulations that are necessary to
meet the goals of E & E’s Health and Safety Plan. These include the
folloving:

1. There vill be no eating, drinking, or smoking in the exclusion
area or the contamination reduction area.

2. All personnel must pass through the contamination reduction
area vhen entering or exiting an exclusion zone at sites vhere
an exclusion zone has been established.

3. All monitoring requirements specified in the SSP will be
carried out by trained personnel wvith properly maintained and
calibrated equipment.

4. Emergency equipment (e.g., portable shovers, eye washes, fire
extinguishers) vill be on the hot line side of the
contamination reduction area for quick access vhen such
equipment has been included in the SSP.

5. Specific emergency equipment requirements for the clean side of
the contamination reduction area vill be specified in the SSP.

6. At the end of the vorkday, all personnel vho have vorked inside
the exclusion zone (including the contamination reduction area)
vill take a hygienic shover, regardless of perceived exposure
possibilities.

7. All supplied breathing air shall be certified Grade D (American
National Standard, Commodity Specification for Air) or better.

13
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8. Vhere practical, all tools and equipment shall be spark-proof,
explosion resistant, U.L. (Undervriters Laboratory) bonded and
grounded.

9. Fire extinguishers, for use on equipment or small fires, will
be on all sites in a location familiar to all site personnel.

10. All team members will be aware of emergency response and
emergency evacuation responsibilities, procedures, protocols,
and signals. Deviations from standard emergency protoccls will
be specified in the SSP. Personnel responsibilities will be

outlined before site entry.

11. A first aid kit, which has been stocked to handle all of the
first aid situations covered in the Red Cross standard first
aid course, will be available in a marked location on site at
all times. Additional first aid equipment needs and procedures
vill be specified in the SSP, as needed.

12. Safety and training meeting(s) will be held before site entry
and, if necessary, each morning, to cover or review all site
specific safety issues.

Additional guidelines are presented in Figure 6.

3.1.6 Radiological Hazards

At knovn or suspected contaminated vaste sites, radiological
hazards are not necessarily isolated from other hazards which may be
physical, chemical, or biological. The inspection team must alvays be
alert to the potential presence of radiological hazards wvhich may
represent an equal or greater threat to health and safety than the
hazardous wvaste.

If the historical background study does not indicate that
radiological materials are present and the initial entry survey shows
that there is radiation above the background level, all E & E personnel
vill leave the site; and the SSO will notify the E & E RSC.

3.2 ORGANIZATION OF THE FIELD INVESTIGATION AREA

There are no absolutes in organizing the layout of the field
investigation area. Distances betveen each of the various components at
the field site will vary depending on the wveather, terrain, location,
and types of contaminants on the site. The knovledge acquired through
planning, together vwith an off-site reconnaissance around the perimeter
of the suspected site, generally will provide the information needed to
establish a rough boundary for the site. See Figure 7 for standard
organization of the field investigation area.

14
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SITE SAFETY PROCEDURES

e OBSERVE BUDDY SYSTEM
* PLAN YOUR ACTIONS—BE DELIBERATE
* MAINTAIN CONTACT WITH SAFETY OFFICER
* PRACTICE CONTAMINATION AVOIDANCE
Don’t sit or kneel on ground .
Don’t ground equipment
Avoid obvious contamination
* DONT CLIMB OVER BARRELS OR OBSTACLES
e FOLLOW PREDESIGNATED ROUTES
* MONITOR (AS REQUIRED) FOR
Radiation
0, leveis
Explosive hazard .
Buried metal )
* MONITOR WEATHER CONDITIONS
Heat stress
Cold (frostbite)
Electrical storms
Wind direction

Figure 3-8 SITE SAFETY PROCEDURES
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ORGANIZATION OF THE
FIELD INVESTIGATION AREA

- -

- -~ -
N \\ WIND DIRECTION
\\\ \ 200
\ CONTAMINATION )
\ CONTROL LINE \
HOT LINE—s\ \\ 200
ESTIMATED \ .
BOUNDARY \ \

COMMAND POST
ACCESS (cel
CONTROL
POINT ~50M

.| DISTANCE VAR
. 188 T pERSONNEL DECON STATION

(POSI
ln— x40 M 7’
/ CONTAMINATION _.J
HOT LINE-7, CONTROL LINE /
EXCLUSION AREA / CONTAMINATION ,’
(CONTROL AREA) ,/ REDUCTION AREA / SUPPORT AREA
“HOT" Pre : (HOT?) / {CLEAN)
/
~ /’/

‘ﬁ___’

Figure 3-7 ORGANIZATION OF THE FIELD INVESTIGATION AREA
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WVhen establishing the organization and layout of the area, the two
prime objectives are to minimize the potential for exposure and to
restrict the spread of contaminated materials outside of the hazardous
vaste site.

3.2.1 Exclusion Area (Control Area)

The first priority in approaching the area of an uncontrolled
chemical or biological waste site is to establish an exclusion or
control ares. Thie area acts as a buffer zone between the
known or suspected contaminated area and the clean area. Initially, it
is alvays assumed that the surface within the exclusion area is
contaminated. The size of the exclusion area vill vary depending on the
nature of the site. The factors considered in establishing the
exclusion area are:

o Nature and toxicity of the site contaminants,
o Explosive potential,

.0 Meteorological condition,

o Topography,

o Concern for the unprotected public, and

o Emergency egress routes from the site.

Safety is the primary consideration to be folloved in the
establishment of the exclusion area boundary. After an initial
assessment of the site has been made by an initial entry party, it is
alvays possible to reduce or increase the size of this area.

3.2.2 Hot Line

The hot line is located on the outer exclusion area boundary near
the chemically or biologically contaminated area. This line is
arbitrarily selected as the point at vhich a deliberate attempt is made
at controlling any contamination picked up by personnel as they vork on
the hazard site. The access control point on the hot line is the point
established through vhich all personnel are to enter and egress the
exclusion area. The hot line can be adjusted down-range to reflect
additional information learned about the site.

3.2.3 Contamination Reduction Area

The contamination reduction area lies betwveen the outer exclusion
area boundary and the contamination control line. In this area, a
deliberate attempt is made to control and reduce contamination picked up
by personnel returning from the exclusion area. This area, designated

17
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for decontamination operations, is called the personnel decontamination
station (PDS). Operations within the PDS are discussed in Section 3.7.

3.2.4 Contamination Control Line

The contamination control line is the rear boundary of the
contaminated reduction area and is the line separating the possibly
contaminated area from the clean area. Entry from the clean support
area to the contamination control area is alvays made through an access
control point on the contamination control line. No person may cross
this line unless he or she has the proper level of protection.

3.2.5 Support Area (Administrative)

The support area is alvays established in a clean area. It
contains the command post (CP) and other support elements. The distance
from the contamination control line to the CP is approximately 50m,
adjustable according to known site conditions. The CP is the center of
command and control for the entire operation; it is always upvind of the
contamination area and, if possible, on high ground to provide visual
observation of the entire area.

3.2.6 VWind Direction

The guiding principle in organizing the field site is a simple one.
If at all possible, the CP should be located upwvind from the hazard
area. If terrain or vater will not accommodate this arrangement, a
cross wind is acceptable. If the CP must be located downwind from the
site, all personnel may have to don appropriate breathing apparatus.
Significant variations in normal prevailing vinds can be monitored
through maintaining on-site weather status reports and making use of
local wveather reports for daily planning and updating.

3.3 ORGANIZATION FOR WORK
The personnel requirements for conducting operations on a hazardous
substances site are dependent on a number of factors. For simplicity,

the present discussion focuses on a five-member team (see Figure 8).

3.3.1 Command and Control

Command and control of the vork site is exercised from the CP,
vhich is manned by a CP supervisor or team leader. The CP will maintain
radio contact vith other team personnel and, by radio, will direct their
actions. The CP supervisor also maintains contact with the PM and other
personnel not on site. In a five-person team, only one team member
(usually the team leader) will remain in the CP.
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Figure 3-8 ORGANIZATION FOR WORK

19

recvcied paper R TTR TRy T X



Tie: SOP-SITE ENTRY

Category: GENERAL TECHNICAL 2.2 Revised: JANUARY 1990

3.3.2 PDS Operator

One team member will be designated as the PDS operator. This team
member processes vwork teams into the hazard site and decontaminates
personnel returning from the hazard site. He or she also is responsible
for equipment checkout and recharging of respirator tanks. In a
five-person team, the safety officer must help the PDS operator during
in-and-out processing of team members.

3.3.3 Safety Officer

The safety officer is positioned on the hot line, vhere he or she
can observe the actions of work parties down range. Line of site
betveen the safety officer and sampling team should be maintained at all
times. The safety officer directs withdraval of the vork parties if, in
his or her judgment, actions are being performed that may be unsafe.

The safety officer is the primary advisor to the team leader on all
matters relating to safety.

3.3.4 Vork Party (Sampling Team)

The final element of this hypothetical team is the work party. The
vork conducted by the twvo-person team provides the reason for being
onsite; this team performs the necessary tasks called for in the site
investigation. It can be given the followving designations:

o The initial entry party - if it is the first team on site. It
serves as a reconnaissance team, gathering information about the
site.

o The work party - if performing general vork or making general
observations.

o Sampling team - vhen sample collection is the sole purpose for
being on site.

The vork party will never consist of less than tvo individuals, but
may be larger if required to accomplish the work directed.

3.4 AIR MONITORING AND CHARACTERIZATION EQUIPMENT

Specialized equipment is used to measure and characterize air
contaminants on a hazardous wvaste site. This information determines the
nature and condition of the vastes present, the locations of "hot
spots,” and the level of vorker protection required. This equipment is
also used to monitor the site for changes in air contaminant
concentrations during investigator vork and to screen samples.

Although the instruments are designed for field investigations.
they are inherently sensitive to environmental conditions and have
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defined limitations and interferences, vhich may cause elevated or
suppressed readings. In some cases, a measurement from one instrument
may substantiate measurements from another; but in all cases, the
information obtained from all instruments should be used to determine
the overall picture of the site.

Monitoring instruments should be operated only by trained and
experienced personnel wvho have a proper understanding of the use,
limitations, and implications of these instruments and the vastes
present at the site. Consideratione fnr daveloping air monitoring
strategies at hazardous waste sites are shown in Pigure 9. The
folloving subsections describe monitoring equipment.

3.4.1 Explosimeter

o Description and Use: The explosimeter determines the level of
flammable vapors or dusts present in an atmosphere as a
percentage of the lover explosive limit (percent LEL) by
measuring the change in electrical resistance in a Vhetstone
bridge circuit.

o Operation: (See Appendices B and C.)

o Limitations: The explosimeter cannot be used in atmospheres
wvhere the oxygen level is belov 19.5 percent or above 25
percent. Silicanes, silizones, silicates, and leaded gasoline
vapors can destroy the instrument’s sensitivity. The
explosimeter does not indicate if a given atmosphere is toxic.
The i{nstrument must be calibrated daily. It will respond with
varying sensitivities to various compounds.

o Action Levels:
-~ If less than 20 percent LEL, continue site inspection.
- If betveen 20 and 50 percent LEL, continue site inspection
vith continuous and careful monitoring; identify source, if

possible.

- If greater than 50 percent LEL, evacuate site immediately,
notify proper emergency agency.

3.4.2 Oxygen Detector

o Description and Use: The oxygen detector measures the
atmospheric oxygen concentration directly by means of a galvanic

cell.

o Operation: (See Appendix C.)
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o Limitations: The sensing cell in the oxygen detector has a
lifespan of approximately 1 year. Care must be taken to protect
the sensor from immersion or damaging blows.
o Action Levels: If less than 19.5 percent: Complete inspection

with SCBA; continuous monitoring; Explosimeter readings not
valid in atmospheres less than 19.5 percent or greater than 25
percent.

3.4.3 Draeger Tubes

Description and Use: The Draeger tubes and pump measure the
concentrations of specific inorganic and organic vapors and
gases by creating a discoloration proportional to the amount of
material present.

Operation: (See Appendix D.)

Limitations: The pump must frequently be checked for leaks.
Response time is relatively slow. Specific tubes must be used
for each given compound and are subject to cross-sensitivity.

Action Levels: Species dependent: Consult "Dangerous
Properties of Industrial Materials™ by N. Irving Sax.

3.4.4 Radiation Instruments

(o]

Description and Use: The simplest to operate is the Radiation
Alert Mini (See Appendix E). It detects lonizing radiation and
provides visual or audible warnings vhen preset dose rates are
exceeded.

The radiation survey meter is a pulse count rate meter. With
the pancake detector probe, it acts as a survey meter for
alpha-beta-gamma radiation. The Rad-Tad is used to give an
audible varning in areas containing dangerous radiation levels.
The dosimeter gives an indication of the total amount of
radiation encountered over a period of time.

Limitations: The radiation survey meter must be frequently
calibrated and checked only by persons vho have been trained in
the proper interpretation of its readings. The detector cannot
be disconnected vhile the instrument is in operation.

Action Levels: If greater than background readings occur,

evacuate immediately and notify the proper agency. Consult
vwith the E & E radiation group.
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3.4.5

o)

3.4.6

3.4.7

(o]

HNU Photoionizer

Description and Use: The HNU photoionizer is used to determine
the concentration of organic and inorganic vapors and gases with
an ionization potential (IP) of less than 11.7 electron volts or
10.2 electron volts, depending on probe in use.

Operation: (See Pigure 10.)

Limitations: The HNU photoionizer does not respond to compounds
vith ionization energies greater than the probe’s potential,
such as methane (CH ), or hydrogen cyanide (HCN). The
instrument’s sensor cannot be immersed, and it functions poorly
in cold or moist veather. The response will vary vith different
compounds.

Action Levels: Calibration to zero on "standby." The following
action levels are for "above background" concentrations.

0 -1 ppm: Level D protections generally sufficient
1 -5 ppm: Don air purifying respirator (APR)
S - 500 ppm: Don self contained breathing apparatus (SCBA)

Organic Vapor Analyzer (OVA) in the Survey Mode

Description and Use: The OVA provides a continuous readout of
the total concentration of organic vapors and gasses by using a
flame ionization detector.

Operation: (See Figure 10.)

Limitations: The OVA needs to be wvarmed up prior to use, and
loses sensitivity in humid or moist conditions. The OVA can be
used only by specially trained operators. It does not respond
to inorganic vapors (most importantly BCN) but it does respond
to methane (CB“).

Action Levels: The following levels are action for "above
background," non-methane concentrations.

0 -1 ppm: Level D protection generally sufficient
1 -5 ppm: Don APR
5 - 500 ppm: Don SCBA

OVA in the Gas Chromatographic (GC) Mode

Description and Use: In the GC Mode, the OVA is used to
characterize and identify specific organic compounds on site.

It can be operated in conjunction with gas-tight syringes, Mylar
bags, and air sampling pumps. In this mode it is also used to
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I.

II.

PRIMARY FIELD AIR QUALITY SURVEY INSTRUMENTS

EQUIPMENT USED TO LOCATE "HOTSPOTS"
o Photoionization Detector (PID)

- The photoionizer by HNU is used to determine the concentration
of organic and inorganic vapors and gases with a {onization
potential (IP) less than 11.7 electron volts (ev).

- The photoionizer does not respond to methane (CHA) or hydrogen
cyanide (HCN). The instrument’s sensor is wvater soluble and
cannot be immersed.

o Organic Vapor Analyzer (OVA)

- The OVA provides a continuous readout of the total
concentration of organic vapors and gases by the use of a
flame ionization detector.

- The OVA can be used only by specifically trained operators.

It does not respond to inorganic vapors (most importantly,
BCN), but it does respond to methane.
EQUIPMENT USED IN AMBIENT AIR CHARACTERIZATION AND SAMPLE SCREENING
o OVA in Gas Chromatographic (GC) Mode

- In the GC mode, the OVA can be used to characterize and
identify specific organic compounds on site. It can be
operated in conjunction with gas-tight syringes, Mylar bags,
-and sampling pumps. In this mode, it is also used to screen
samples before submitting them to the laboratory for analysis.

- In the GC mode, additional specialized training is needed by
the operator, and field standards have to be produced.

Figure 3-10 PRIMARY FIELD AIR QUALITY SURVEY INSTRUMENTS
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screen samples prior to submitting them to the laboratory for
analysis.

o Operation: (See Figure 10.)

o Limitations: The OVA can be used only by personnel trained in
gas chromatography.

3.4.8 Other Equipment

Other equipment vhich may be used to further evaluate personal
protection requirements include:

o Air particle counter (Dust meter),
o pH meter,

o H,S monitor (Hydrogen sulfide), and
o BEN monitor (Hydrogen Cyanide).

3.4.9 Initial Site Entry Action Levels

These action levels are specifically established in the SSP. Each
E & E employee is responsible for knowing the initial site entry action
levels and the appropriate actions to be taken vhile on a hazardous
substance site. See Figure 11 for a summary of the action levels.

3.4.10 Action Level for Radiation

Vhen there is a reading indicating the presence of any radiation
above the background level, E & E employees are to leave the site and
report their findings to the RSC. Figure 12 provides the Federal
Standard for Radiation Vorkers. These standards are NOT to be exceeded
at any time.

3.4.11 Instrument Training

Each E & E employee must be familiar vith the equipment used for
site characterization. The following training aids are attached:

Appendix B: MSA Model 2A Explosimeter -

Appendix C: MSA Combustable Gas and Oxygen Alarm (Model 260)
Appendix D: Draeger Tube Samplers

Appendix E: Radiation Alert-Mini

0 00O

3.5 INITIAL ENTRY

An initial entry is conducted to confirm whether the historical
background reviev is correct or whether the site conditions have changed
the extent of the hazards. If limited or no information is available,
the entry team will determine conditions and hazards.
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INITIAL SITE ENTRY ACTION LEVELS
o EXPLOSIMETER
- less than 20X LEL: Continue site inspection
- betveen 20X and 50% LEL: Continue site inspection,
Continuous/careful monitoring to identify the source, if
possible
- above 50X LEL: EVACUATE IMMEDIATELY;
Notify proper emergency agency
o OXYGEN METER
- less then 19.5X: Continue inspection with SCBA; Monitoring
continuously; Explosimeter readings not valid below 19.5X or
above 25X oxygen
o DRAEGER TUBES

- Species dependent: Consult "Dangerous Properties of Industrial
Materials," Sax

RADIATION SURVEY METER

- Above background reading: EVACUATE IMMEDIATELY;
Notify proper agency

Figure 3-11 INITIAL SITE ENTRY ACTION LEVELS S
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FEDERAL STANDARDS FOR RADIATION VORKERS

VHOLE BODY TIME
PERMISSIBLE EXPOSURE

1.25 rem Per quarter

5.00 rem Per year

S(N-18) Lifetime

N= age of person

Figure 3-12 FEDERAL STANDARDS FOR RADIATION WORKERS
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The team is linked to the command post by radio communications and
vill carry all air and radiological monitoring equipment needed to
characterize the hazards on site. The members should be constantly
alert and vatchful for unstable soil, unstable structures or containers,
buried or partially buried drums or debris, waste pools or piles,
enclosed spaces, protruding objects, or any other dangerous or hazardous
conditions. Avoidance of travel over or through waste should be
practiced. In no case (unless specified in the vork plan and health and
safety plan), shall any team member climb onto, or cross-over druas,
tanks, vaste containers, or confined spaces.

Detailed observations are to be recorded in the field logbook
including observed hazards, identified container labels, container
condition, instrument readings, and apparent spill or vaste areas. A
Polaroid camera is useful in documenting site conditions vhich can be
displayed at the command post.

It is crucial that the monitoring instruments be watched closely.
The team should proceed slowly and cautiously, as the instruments will
indicate hazardous environments before the team members would
inadvertently enter one. The team should also keep in mind the
evacuation route from the site should an emergency occur.

A checklist for entry into a hazardous wvaste site is presented in
Figure 13.

3.6 EGRESS

Egress from the hazardous site must be carried out as a planned
action---not as a panic reaction to low air reserves or other expected
or exceptional circumstance. For example, it is not correct egress
procedure to vait for the varning bell to ring on the SCBA oxygen tank,
before attempting to reach the hot line in time for fresh air supplies.
Not only must egress be planned before to entry, but it must also be
understood that no team member may egress alone, and that no team member
may remain on-site alone. Operations are alvays carried out according
to the buddy system. Figure 14 summarizes some factors to be considered
vhile planning an egress from the hazardous area.

3.7 PDS PROCEDURES (DECONTAMINATION)

The procedures discussed in this section are established to ensure
that contamination is not spread to equipment, other team members,
unprotected personnel, or the surrounding countryside.

3.7.1 Location of the PDS

The PDS lies in the area referred to as the contamination reduction
area and is designed to help ensure that all personnel returning from
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CHECKLIST FOR ENTRY INTO HAZARDOUS SITE
o ACTIONS IN SUPPORT AREA

- WORK PARTY BRIEFING

EQUIPMENT CRECK

- DONNING OF FROTECTIVE CLOTHING
- CHECKOUT PROTECTIVE ENSEMBLE

- COMMUNICATION CHECK

o ACTIONS IN CONTAMINATION REDUCTION ARIA

- FINAL COMMUNICATION EQUIPMENT CHECK
- ENTER EXCLUSION ZONE VIA ACCESS CONTROL POINT

o ENTRY TO SITE

- SLOV AND DELIBERATE

FOLLOV PREARRANGED ROUTE

MAINTAIN BUDDY SYSTEM

MAINTAIN CONTACT VITH SAFETY OFFICER
MONITOR WIND DIRECTION

CONDUCT AMBIENT AIR MONITORING

Figure 3-13 CHECK LIST FOR ENTRY INTO A HAZARDOUS WASTE SITE
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Figure 3-14 EGRESS FROM THE HAZAROUS WASTE SITE
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the site have been completely decontaminated before re-entry into the
clean support area. (See Figure 7.)

3.7.2 Level A PDS Organization

Figure 15 is a graphic representation of a typical Level A PDS. It
is designed vith safety in mind and has been in use by
U.S. Army units as a means of controlling chemical or
biological contamination from heavily contaminated areas.
Although these procedures may appear to represent an
"overkill," they are time tested and proven to be effective.
Until experience proves other procedures to be better, these
vill remain the procedures adopted by B & E.

3.7.3 Level A PDS Step-by-Step Procedures

o Step 1 - Bquipment Drop. A plastic groundcloth is adequate for
the equipment drop.

o Step 2 - Outer Garment Decontamination. Accomplished by PDS
operators using sponges, brushes, and fire cans. Ten percent
solutions of NaOH, Na2C03, or Ca(0CI)2 serve as good
decontaminants.

o Step 3 - Remove Boot Covers. PDS operators will remove booties
and place then in a 10-gallon can lined vith plastic.

o Step 4 - Decontaminate Boots and Gloves. Accomplished by team
members vho step in vashtub of decontaminant for boots and dip
gloves in bucket of decontaminant. Use decontaminant as in
Step 2.

o Step 5 - Rinse Boots and Gloves. Same procedures as Step 4,
except that vater is used for the rinse.

o Step 6 - Remove Boots and Outer Garments. Accomplished with
help from PDS operator. Place boots and suits in a 32-gallon

can.

o Step 7 - Remove SCBA. Accomplished vith help of PDS operator.
Place SCBA on plastic sheet.

o Step 8 - Remove Inner Gloves, Socks, and Cotton Clothes.
Accomplished wvith help of PDS operator. Place cotton items in
second 32-gallon can lined with plastic bag.

o Step 9 - Field Shover. Any type of field expedient facility
alloving for a minimym of a full rinse.
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Figure 15. LEVEL A PDS
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o Step 10 - Redress and First Afd. Safety officer checks blood
pressure of team members. Eyes are checked for miosis (pin
pointing of pupil).

3.7.4 Level B PDS Organization

Because Level A protective clothing will not be necessary for most
sites, an abbreviated version of the full Level A PDS is needed. The
Level B PDS shown in Figure 16 is recommended as the level of protection
to be discussed. Hovever, at less hazardous sites, the level of
complexity for the PDS can be decreased.

3.8 DECONTAMINATION SOLUTIONS

Proper decontamination solutions must be used to ensure that all
contamination has been removed from personnel and instruments, or other
equipment that has been used on-site. Some suggested decontamination
solutions are shown in Figure 17. The initial background study and site
entry survey should provide information on proper solutions to protect
against on-site chemicals. Specific decontamination chemicals
(solvents) must be monitored to ensure proper respiratory protection for
the PDS operator.

3.9 CLOSING TEHE PDS

The PDS may be closed only after all personnel and instruments have
been decontaminated. Disposal of contaminated vastewvater and expendable
equipment must be in accordance with pre-approved procedures outlined in
the site wvork plan and safety plan.

3.10 COMMUNICATIONS

3.10.1 General Radio Communications Guidance

On-site communications are important in any field investigation,
both for general operations and emergency situations. Communications
betveen a team and command post must be maintained through the use of
portable tvo-vay radios---either hand-held or head set types. Throat
microphones are available for use wvith respiratory protective equipment.
Band signals should be established as a contingency if the radio system
should fail.

3.10.2 Other Communications

An audible evacuation signal should also be established at the
site. An air horn is often used for this purpose.
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In addition, each team member should closely adhere to the
folloving guidelines:

o Bach member should have his or her name vritten on the hard hat
or coverall for ease of identification vhen respiratory
protective equipment is vorn;

o BRxtraneous conversation is forbidden;

o Standard procedures and nomenclature will be used;

- Each transmission is begun by identifying the party being
reached, folloved by identification of the initiator; and

- This is folloved by a pause for acknovledgment.

- Bach vord must be pronounced clearly; language should be
plain and direct; and

- Bach transmission should end with "over" or 10-4.

37

recycled paper cealogy And envirnnment

CO0R0PM2




